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PREFACE 

 

It is often a requirement in the chemical and biochemical sciences to 

separate a component from mixture based on its molecular size or charge of 

individual component. The increasing complexity of chemical and in 

particular, biochemical, or biological systems has required more 

sophisticated, selective and efficient technique to resolve/separate individual 

components.  Ultrafiltration is an efficient and scalable bio-separation 

technique, has been extensively studied in recent years and shown great 

potential for downstream processing of biotech processes (e.g., protein 

concentration/fractionation). Although protein separation using 

ultrafiltration has become a routine and successful operation in 

biotechnology, fractionation of proteins is still a technological challenge and 

its effectiveness and efficiency are strongly dependent on operating 

conditions, such as pH, salt concentration, permeate flux, and system 

hydrodynamics. Additionally, ultrafiltration is size based membrane 

separation processes and it is difficult to achieve high selectivity for protein 

fractionation with similar molecular weights or molecular size of both 

components.   

Electro-driven separation in the porous gels is also commonly used to 

separate proteins based on their charged nature. Many electrophoretic 

processes have been developed under various electrical field conditions from 

constant applied voltages or currents to single- or multiple-dimensional 

pulsed electrical fields for the separation of biomolecules. In all these afore-

mentioned processes only one property of given molecule; either its molecular 

size or charge and iso-electric point was used to achieve its separation under 

only one driving force either pressure gradient or electrical gradient. All 

processes involve only one selectivity parameter (either molecular size or 

charge) and one driving force, which result less selectivity and membrane 

throughput. Only few reports are available, in which, nature of charge on the 

protein, its molecular size, nature and extent of charge on the membrane 



matrix was used to increase the selectivity of separation with high membrane 

throughput under coupled driving forces (pressure and potential gradient). 

During the course of my research efforts, we developed different types 

of hydrophilic modified charged ultrafiltration membrane for studying the 

transmission of proteins in different environments under simultaneous 

action of driving forces for achieving high selectivity and maximum 

membrane throughput because of three selectivity parameters (i.e., charge on 

the membrane matrix, nature of charge and molecular size of the protein) 

and dual driving forces.  

This thesis is divided into six chapters. 

Chapter I: Membrane processes are increasingly reported for various 

applications in both upstream and downstream technology, such as 

microfiltration, ultrafiltration, emerging processes as membrane 

chromatography, high performance tangential flow filtration and 

electrophoretic membrane contactor. Membrane-based processes are playing 

critical role in the field of separation/purification of biotechnological 

products. Membranes became an integral part of biotechnology and 

improvements in membrane technology are now focused on high resolution of 

bioproduct. In bioseparation, applications of membrane technologies include 

protein production/purification, protein–virus separation. This chapter 

provides an overview of recent developments and published literature in 

membrane technology, focusing on special characteristics of the membranes 

and membrane-based processes that are now used for the production and 

purification of proteins. 

Chapter II: This chapter deals with experimental procedures for the 

electrochemical and physicochemical characterization of charged ultrafilter 

membrane. Detailed about the methodologies used for the estimation of 

membrane water uptake, membrane conductivity, ion-exchange capacity, 

counter-ion transport numbers, permselectivity, electro-osmotic permeability 

etc as well different techniques, such as FT-IR, NMR, TGA, DMA, SEM, HPLC 

etc, used for the characterizations of different charged ultrafilter membranes, 



were included. Measured properties of these membranes help us to find out 

suitability of membranes for desired electro-membrane applications.  Also, 

experimental procedure of electro-ultrafiltration and electrochemical 

membrane reactor for separation/purification of biomolecule/protein under 

coupled driving forces or electrical forces are described in chapter II.    

Chapter III: First part of this chapter deals with functionalization of 

chitosan either by introducing a phosphonic acid group or by quaternization 

of existing primary ammonium groups in order to make it a water-soluble 

material. Functionalized chitosans and poly(vinyl alcohol) (PVA)-based 

nanoporous charged membranes were prepared in aqueous media and 

gelated in methanol at 10 ◦C to tailor their pore structure. Elaborate 

electrochemical and permeation experiments were conducted in order to 

predict suitability of these membranes for the separation of mono- and 

bivalent electrolytes based on their hydrated ionic radius. Observations were 

correlated with equivalent pore radius of the different membranes as 

estimated by membrane permeability measurements. 

Second part of chapter III, concerns with preparation of N-methylene 

phosphonic chitosan-silica (PC-Si) and quaternized chitosan-silica (QC-Si) 

composite charged ultrafilter membranes by acid catalyzed sol–gel method in 

the aqueous media and gelated in methanol for tailoring their pore structure. 

These membranes were employed for developing a simple membrane process 

for pH sensitive protein fractionation under coupled driving forces (pressure 

and electric gradient). Protein transmission (selectivity) and membrane 

throughput across both membranes were studied using binary mixture of 

protein under different gradients.  Relatively high separation value of 

individual protein from binary mixture and filtrate velocity suggests the 

practical usefulness of this novel process and biopolymer membranes. 

Chapter IV: First part of chapter IV concerns with a simple membrane 

process for the protein fractionation using sulfonated poly(ether sulfone) 

ultrafilter membrane under coupled driving forces (pressure and potential 

difference). Different extent of sulfonation of poly(ether sulfone) was carried 



out under controlled conditions and negatively charged membranes with 

different charge density were prepared under optimum conditions. 

Transmission of proteins across these membranes were studied under 

simultaneous action of pressure and electrical gradient at different pH (pH > 

pI or pH < pI). Polarity of electrical potential was set in such a way that both 

type of migrations (pressure or electrical driven) occurred in the same 

direction. It was observed that transmission of protein can be governed by 

varying nature of the charge on it (pH), nature and extent of the charge on 

the membrane matrix, polarity of the applied potential gradient with an 

ultrafilter membrane of given pore dimensions. In this novel processes, 

charge on the protein, nature and extent of the charge on the membrane 

interfaces, polarity of the potential gradient all are governing the transport of 

given protein across the membrane, which resulted high selectivity and 

membrane throughput under coupled driving forces. 

In the second part of chapter IV, organic-inorganic hybrid charged 

membranes by sol-gel process were developed in aqueous media and gelated 

in non-aqueous media with desired pore dimensions and charge density at 

the membrane interfaces. These membranes were used for developing a 

simple membrane process for protein separation/fractionation by iso-electric 

focusing of one component under coupled driving forces (pressure and 

electric gradient). Protein transmission (selectivity) and membrane 

throughput (filtration speed) across both membranes were studied using 

their binary mixture using varying gradients and pH of solution. Also, no 

appreciable membrane fouling was observed due to cleverly application of 

electric gradient and back flushing of foulants protein from the membrane 

interface and indirectly cleaning. Due to coupling of driving forces high 

filtration speed (flux) in combination with high selectivity was achieved, 

which is urgent for efficient down stream processing and indicated the 

usefulness of developed process. 

Chapter V: A simple membrane process for the protein fractionation 

has been developed using acidic functionalized (sulphonated, carboxyleted 



and phosphorylated) ultrafilter membranes, based on the interpolymer of 

poly(vinyl chloride) (PVC) and styrene–divinyl benzene (DVB) copolymer, 

under coupled driving forces (pressure and potential difference). Ionic 

functional groups incorporated into polymer have decided effect on physical 

properties of the ultrafilter membrane. Protein transmission (selectivity) and 

membrane throughput across both membranes were studied using binary 

mixture of protein under different gradients at different pH. It was observed 

that transmission of protein can be governed by varying nature of the charge 

on it (pH), nature and extent of the charge on the membrane matrix, polarity 

of the applied potential gradient with an ultrafilter membrane of given pore 

dimensions. In this novel processes, charge on the protein, nature and extent 

of the charge on the membrane interfaces, polarity of the potential gradient 

all are governing the transport of given protein across the membrane, which 

resulted high selectivity and membrane throughput under coupled driving 

forces. 

Chapter VI: In this chapter an electrochemical membrane reactor 

based on an in-house-prepared anion-exchange membrane was reported to 

achieve single-step separation and acidification (ion substitution) of lactates 

to lactic acid. The physicochemical and electrochemical properties of the 

anion-exchange membrane under standard and operating conditions reveal 

its suitability for the proposed reactor. Experiments using synthetic solutions 

of sodium and ammonium lactates of different concentrations were carried 

out to study the feasibility of the process. This process was completely 

optimized in terms of operating conditions such as the initial concentration of 

lactate in the catholyte, the applied potential gradient, the lactate flux, the 

recovery, the energy consumption, and the current efficiency. It was observed 

that ammonium lactate can be more efficiently and more rapidly separated 

and acidified than sodium lactate. A representative experiment with 

fermentation broth was also conducted for the separation and acidification of 

sodium lactate in the presence of polysaccharides, carbohydrates, salts, and 

coloring materials. It was concluded that the electrochemical membrane 



reactor is an efficient and simple device for the recovery and acidification of 

lactates from uncharged molecules such as polysaccharides, carbohydrates, 

and other coloring agents as these molecules are not able to cross the anion-

exchange membrane in a single-step separation for producing lactic acid. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

CHAPTER I 

 

INTRODUCTION 
 

 



In simpler terms, a membrane can be described as an interphase, 

usually heterogeneous, acting as a barrier to the flow of molecular and ionic 

species present in the liquids and/or vapours contacting the two surfaces.  

During the last three decades, membranes attracted the attention of 

chemists, chemical and biotechnical engineers due to their unique separation 

principle, i.e. the selective transport and efficient separation in compare with 

other unit operations. Separations with membranes do not require additives, 

and they can be performed isothermally at low temperatures with less energy 

consumption compared to other thermal separation processes. Due to the 

unique properties of membranes, up scaling and downscaling of membrane 

separation processes as well as their integration into other separation or 

reaction processes are easy. The success attending any membranes based 

unit operation, such as demineralization, desalination/purification of water, 

bio-separation of fermentation products, milk fractionation, decaidification of 

fruit juices, etc., depends on the availability of the suitable membranes. 

Recently, membrane based processes gained importance in biotechnology 

due to their ability for size and/or charge based protein separation with high 

purity and throughput [1-6]. Most protein based products needs to be 

purified before they can be used. They need for purification is due to the 

following: (i) requirement of high purity; (ii) concentration enrichment; (iii) 

removal of specific impurities (e.g. toxins from therapeutic products); (iv) 

prevention of catalysis other than the type desired (as with enzymes); (v) 

Prevention of catalysis poisoning (as with enzymes); (vi) recommended 

product specifications; (vii) enhancement protein stability; (viii) reduction of 

protein denaturation. Over the last two decades, new membranes modules 

and systems have been developed specially to meet the requirements of the 

biotechnology industries.  

Membranes have traditionally been used for size-based separations 

with high-throughput but relatively low-resolution requirements. These uses 

include micro-filtration (MF), clarification, sterile filtration and ultrafiltration 

(UF) for protein concentration and buffer exchange. Current research and 



development efforts are directed toward drastic improvements in selectivity 

while maintaining the inherent high-throughput characteristics of 

membranes. Although, essentially all membrane processes are used for bio-

separation, but greatest interests have been shown in the pressure driven 

technologies such as MF or UF (Fig. 1.1.1). Recently, electric or ultrasonic 

fields were imposed simultaneously to increase throughput and membrane 

selectivity as well as reducing membrane fouling which is a common 

phenomenon in pressure driven membrane separation technologies. During 

last two decades, membrane technologies were frequently used for the size or 

charge based protein separation/fractionation. MF membranes were tailored 

to retain cells and cells debris while allowing proteins and smaller molecules 

to pass into filtrate. UF membranes were designed to provide high retention 

 

 

 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 1.1.1.  Milestones in the development of membrane technologies for protein 
separation/ purification. 

 

of proteins and other macromolecules. These membrane processes involve 

the filtration of biological solutions containing proteins, peptides, amino 

acids, salts and other compounds like organic acids, sugars, vitamins, etc. 

Some examples include concentration of whey proteins during the production 

of a variety of dairy products, filtration of wine or the purification of 

downstream solutions in biotechnology [7]. Nanofiltration (NF) was defined as 

 

 

 UF with charged 

membranes 
UF 

UF under  

electric field 

UF with 

ultrasonic field 

NF 

Membrane 

chromatography 

HPTFF Membrane  

contactor 

1920 1930 1940 1950 1970 1995 1998 2000 2002 

(10 m- 1 m) 

5 nm- 0.5 nm 

Intact cells 

Cell debris 

Bacteria Proteins, peptides and poly amino acids 

Divalent ions 

Amino acids 

Antibiotics 

                                Pressure gradient 

Pressure and 

electrical gradient 

Electrical 

gradient 

0.1 m – 5 nm 
10 m -0.1 m  

MF 

0.1 m – 5 nm 



a process that separates solvent, monovalent salts, small organics from 

divalent ions and larger species. Conventional UF is limited to separation of 

solutes that differ in 10 fold in size. High-performance tangential flow 

filtration (HPTFF) is a new technology for protein and peptide purification. 

HPTFF is a two dimensional purification method that exploits differences in 

both size and charge characteristics of protein/biomolecules. Thus this 

methodology can be used to separate protein with same molecular weight. 

During recent years, electrophoretic membrane contactor process was also 

developed for size and charge based protein separations. Membrane 

chromatography is used as an alternative to conventional resin-based 

chromatography columns for a large range of chromatographic purification 

schemes, including ion-exchange, hydrophobic, reversed-phase, and affinity 

chromatography. Purification/separation procedures using membrane 

chromatography have been reported for a wide variety of biological 

compounds such as proteins, DNA and viruses.  

The objective of this chapter is to provide an overview of recent 

development in membrane science and technologies, focusing on the special 

characteristics of membranes and processes that are now used in the 

production and purification of recombinant protein products.     

1.1. Pressure-driven membrane technologies for 

separation/purification of proteins  

Although essentially all membrane processes are used for protein 

separation/purification, the greatest interest has been in the application of 

the pressure-driven processes of MF, UF and NF. MF is now established unit 

operation in environmental engineering, biotechnology, life sciences and 

medicine as well as several other areas [2,8-12]. MF membranes are 

especially well suited for the separation of fine particles in the size range of 

0.1–10.0 m. While UF membranes with 1-100 nm pore size were designed to 

provide high retention of proteins and other macromolecules [4]. The UF 

process has become particularly important for concentrating proteinaceous 



solutions. Examples of commercial membrane processes involved the 

filtration of protein solutions in the presence of electrolytes, concentration of 

whey proteins in the dairy industry, protein recovery from blood plasma, 

protein concentration in downstream processing, etc [13]. NF is another 

promising technology that separates solutes based on solute charge and size. 

Several research papers published on the application of NF for peptide 

fractionation in model systems of amino acids and peptides, which was based 

on a molecular sieve effect and/or on a charge effect depending on the 

membrane type and the feed phase composition [14-16].                                                                                                                                                                                                                                                                           

1.1.1. Proteins separation/purification by MF 

  MF is widely used for the separation, purification and clarifying of 

protein-containing solutions, e.g. for the recovery of extra cellular proteins 

produced via fermentation and for the removal of bacteria and viruses in the 

final formulation of therapeutic proteins. In all these processes the 

macromolecules and proteins involved are much smaller in size than the 

pores of the MF membrane and should not normally be retained by the 

membranes [17,18]. The basic operational concept of MF leads to a solute 

concentration that is higher and close to the membrane surface than it is in 

the bulk feed stream [19]. This is so-called concentration polarization, which 

causes due to diffusive flow of solute back to the bulk feed. That is the reason 

for the process permeates flux falling below the flux of clean fluid through the 

membrane. After a given period steady state conditions will be achieved. The 

effect of concentration polarization can be very served in MF applications 

because the fluxes are high and the mass transfer coefficients are low as a 

result of the low diffusion coefficients of macromolecular solutes and of small 

particulates, colloids and emulsions. Module configuration of MF include 

hollow fibber, tubular, flat plate, spiral wound and rotating devices. The two 

standard modes of operation are dead-end and cross-flow configurations are 

shown in Fig. 1.1.2. In the cross-flow mode, the fluid to be filtered flows 

parallel to the membrane surface and permeates through the membrane due 



to pressure difference. The cross-flow reduces the formation of the filter cake 

to keep it at a low level. 

Much effort is still being devoted to developing new membrane 

modules with improved 

mass-transfer 

characteristics for UF and 

MF processes. This 

includes rotating disk 

filters [20, 21] cylindrical 

Taylor vortex devices [22], 

conically shaped rotors 

[23], and helical coiled 

Dean vortex systems 

[24,25]. Dean vortex 

devices have very high 

mass-transfer rates, owing 

to the presence of 

centrifugal flow 

instabilities. These devices 

show significant increases 

in protein transmission and capacity, although fouling remains a problem in 

many applications. An alternative approach was used for high frequency 

back pulsing to clean the membrane surface. High frequency back pulsing 

was shown to improve flux, reduce fouling and increase protein transmission 

in the purification of conjugated vaccine products [27].  

MF is commonly used to recover macromolecules and retain 

suspended colloidal particles, and are being integrated into both up-stream 

and down-stream processes [8,9]. A large range of MF applications is 

reported to pre-treatment steps, removal of small molecules from bigger 

protein molecules, clarify suspensions for cell harvesting, and sterilize liquids 

to remove viruses and bacteria [4,28]. Other membrane processes include 
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membrane bioreactors, where enzymes, micro-organisms or antibodies were 

suspended in solutions and compartmentalized by a membrane in a reaction 

vessel or immobilized within the membrane matrix itself. The sterile filtration 

(bacterial removal) was achieved in dead-end configuration using 0.2 m pore 

size membranes have been validated for the absolute removal of 

Brevundimonas diminuta [29].  However, such sterilizing filters can pass very 

small micro-organisms under some process conditions. Therefore, some 

users employ 0.1 m pore size membranes to provide enhanced sterility 

assurance in pharmaceutical process [30]. Membrane manufacturers are 

developing membrane filters with increasing resolution for virus and protein 

separation [10]. This was of significant importance to the biotechnology 

industry because incidents of parvovirus are particularly difficult to remove, 

as they are both small (about 20 nm diameters) and highly resistant to many 

thermal and chemical methods of inactivation. Continues improvements in 

understanding the effects of solution environment on molecules, particles 

retention, and fouling [31] have also led to further enhancements in UF and 

MF performances. For example, numbers of recent studies have 

demonstrated that it is possible to control the rate of protein transport 

through membranes by adjusting the solution pH or the ionic strength [32-

34]. The process has to be operated at the iso-electric point (pI) of the 

transmitted protein and far away from the pI of the retained protein. To 

enhance the separation, the ionic strength was kept low so that the thickness 

of the diffuse double layer of the charged solute was pronounced, leading to 

high retention, whereas the uncharged solute readily permeated the 

membrane.  

Poly(ethersulfone) (PES) becomes a kind of “standard” material for 

many membrane manufacturers, because it is reliably available in well-

defined qualities and (almost) unlimited quantities [35,36]. PES based MF 

membranes were employed for biological applications like selective 

permeation, protein recognition/purification, controlled release, isolation of 

soya proteins etc. [37,38]. They have a wide range of applications in the food 



industry, including processed meat, nutritional beverages, infant formulas, 

and dairy product replacements. Critical functional properties necessary in 

protein ingredients include solubility, water and fat absorption, emulsion 

stabilization, whip ability, gelation, foaming and good organoleptic properties 

[39,40]. Many physical, chemical and enzymatic modifications have been 

used to expand the range of functional properties in soy proteins [41-43]. 

These modifications can be costly in terms of the process itself as well as 

losing some other properties at the expense of improving the targeted ones. 

Chemical modification also posed the problem of removing any unreacted 

reagents from the final product. Soy protein fractionation using chemical 

methods have been reported [44].  

1.1.1.1. Advanced MF under electric field 

Electrically enhanced membrane filtration (EMF) is an advanced 

technique, which consists in superimposing an electrical field to a 

conventional membrane filtration unit. In EMF, the electrical field acts as an 

additional driving force to the trans-membrane pressure. Accordingly, 

differences in protein electrophoretic mobility are coupled to the membrane 

sieving effect to enhance the selectivity of membrane fractionation in EMF. It 

has been mainly used as a strategy to improve protein solutions permeation 

flux by preventing concentration polarization and membrane fouling [45-48]. 

Furthermore, selectivity enhancement for biomolecules separation (amino 

acids and peptides) was recently obtained using EMF [49-52]. However, only 

few studies reported the effect of EMF on complex protein solutions 

separation selectivity [53]. 

The purification and separation of protein has been widely used in 

electro-dialysis (ED), UF and MF when comparing studies on the use of 

conventional membranes for different protein separation [54,55]. The newly 

developed techniques superimposed additional forces such as pressured 

hydraulic force. Recently dynamic filtration has represented a further 

possibility for reducing the surface layer on the membrane of rotating disc 

filtration [55,56]. However, the principle disadvantage of this technique is 



that it cannot be used in high concentrations of protein. Another 

superimposed force, that is, an electric field, was induced as a force on 

charged protein in order to reduce the surface layer of a membrane. Park et 

al. studied the purification of protein through membrane process under the 

influence of an electric field and explained how filtration time was reduced by 

the use of an electric field. In this case, concentration of protein in the 

membrane process in the presence of an electric field was reduced by over 

300% in comparison with the membrane process without an electric field. For 

this investigation, polyvinylidene fluoride (PVDF) membrane and hemoglobin 

as a protein was used. It was observed that an electric field is a 

superimposed force which, induced as a force on charged protein to reduce 

the surface layer formation at the membrane interface and that led the 

development of EMF [56-59].  

Pouliot et al. studied the effect of applying an external electrical field 

during lactoferrin (LF) and whey protein solutions by MF under influence of 

electrical field strength (0–3333 V m-1) and polarity on the permeation flux 

and protein transmission through micro-filter membrane with  flat-sheet 

module [60]. In this case, electrical field had an important impact on protein 

transmission. Selectivity enhancements were obtained, particularly when the 

cathode was on the retentate side. In that configuration (3333 V m-1), the 

separation factors obtained between LF and the two main whey proteins -LG 

and -LA were, respectively, 3.0 and 9.1. PVDF membrane with 0.5 m of 

pore size diameters was used for this study.  

1.1.2. Proteins separation by UF 

Protein fractionation is rapidly becoming more selective through 

improvements in membrane and module design. Compared to 

chromatographic methods, membrane separation techniques offer 

advantages of lower cost and ease to scale-up for commercial production. 

However, the lack of membrane selectivity and its fouling due to protein 

absorption during filtration has severely restricted UF applications [61]. Now, 

UF has been widely used as preferred method for protein concentration and 



buffer exchange, and replaced size-exclusion chromatography in these 

applications [62].  

UF membranes, based on variety of synthetic polymers, have high 

thermal stability, chemical resistivity, and restricted the use of fairly harsh 

cleaning chemicals [4,63]. The choice of membrane was usually guided by its 

molecular weight cut-off (MWCO), which is defined as the equivalent 

molecular weight of the smallest protein that would exhibit above 90% 

rejection. Although this choice is arbitrary, but it has been adopted by most 

of the UF membrane user community. However, the experimental conditions 

and systems used to evaluate 90% MWCO have not been standardized [63]. 

Hollow fiber, flat-sheet cassettes, spiral wound cartridges, tubular modules, 

and enhanced mass transfer devices have been developed for UF. These 

modules provide physical separation of the retentate and filtrate streams, 

mechanical support for the membrane (if needed), high membrane packing 

densities (membrane area per device volume), easy access for cleaning and 

replacement, and good mass transfer characteristics. Spiral wound modules 

are sensitive for plugging/fouling, and are more difficult to clean. However, 

they have more limited range of scalability than hollow fiber modules or flat-

sheet cassettes. Rotating and Dean Vortex systems have been also developed 

for UF. These devices showed high mass transfer coefficients but lower 

packing densities [64]. Additionally, their scale-up (or down) is difficult due to 

changes in hydrodynamic conditions [65]. 

PES is widely used UF membrane material, because of its high rigidity, 

creep resistance, good thermal and dimensional stabilities [66]. Ghosh et al.  

studied purification of lysozyme (LYS) from chicken egg white using hollow-

fiber PES UF membrane (30 kDa MWCO) [67]. UF of fermented cheese whey 

broth was also studied using a lab scale cross-flow membrane system with 

PES membranes (5, 20 kDa MWCO) [68]. Separation of -LG from whey 

protein was achieved by its fractionation using two-stage UF with PES 

membrane (30 and 10 kDa MWCO) in stirred rotating disk module followed 

by ion-exchange membrane chromatography [69]. Other types of polymeric 



UF membranes such as polyacrylonitrile membrane [70,71], regenerated 

cellulose membrane [72], cellulose acetate membrane [73,74] and ceramic 

membranes [75] etc., were extensively studied for the separation of proteins. 

A schematic diagram of UF membrane set-up used for protein 

separation/purifications is shown in Fig. 1.1.3. Fractionation of dairy 

wastewater into lactose-enriched and protein-enriched streams using UF 

membrane technique was 

also studied. Three 

regenerated cellulose 

membranes of 3, 5 and 10 

kDa MWCO were used to 

determine the efficiency of 

the process. The 

performance was 

determined under various 

processing conditions that 

include the operating 

temperature and trans-

membrane pressure across 

and the concentration of lactose in the feed solution [76]. 

1.1.3. Advanced UF techniques for proteins separations 

Recently UF technique was modified for developing advanced 

technique with low membrane fouling, high selectivity and permeate flux in 

order the meet the industrial requirements for protein separations.  

1.1.3.1. Protein separation using charged UF membranes 

Charged UF membrane separation process involved both size and 

charge based exclusion rather than simply size based separation of protein 

molecules, as in the case of UF. A positively or negatively charged UF 

membrane with definite pore structure and MWCO was generally used for 

selective protein separation because of high interactions between 

 

 

Permeate 

collection 

vessel 

Mini holder 

and filters 

Pump   

Process 

Feed  

Tank 

Feed 

pressure 

gauge 

Retentive 

pressure 

gauge 

Retentive 

throtlar 

valve or 

clamp 

Permeate  

Figure 1.1.3.   A schematic diagram for the ultrafiltration 

membrane set-up 



transporting species and membrane surface with extremely low fouling due to 

electro-static repulsion between membrane surface and foulants.  pH and 

ionic strength of the feed solution were adjusted to control the charge on the 

proteins and attenuate charge shielding from reduction of the double layer. 

Although protein concentration by UF has become a routine and successful 

operation in biotechnology, fractionation of proteins using UF is still a 

technological challenge and its effectiveness and efficiency are strongly 

dependent on operating parameters such as pH, salt concentration, permeate 

flux, and system hydrodynamics. Additionally, UF is size based separation 

processes and it is difficult to achieve high selectivity with high throughput. 

Zydney and co-workers have studied electrostatic interactions between 

charged proteins and charged membranes [77-81] and demonstrated that pH 

values and ionic strengths have profound effects on protein separation.  This 

is promising technology for separation of proteins differing in molecular mass 

by at least factor of 10, with high resolution by UF with charged membranes 

[82].  In this case, charged membranes were used for the fractionation of 

proteins at their iso-electric point (IEP) in binary or ternary solution. Nystrom 

et al. studied UF with charged membranes and separated enzymes from 

fermentation broth and myoglobin from bovine serum albumin (BSA) [83,84]. 

High selectivity was achieved for the smaller protein at its IEP. Zydney and 

co-workers also studied electrostatic interactions between charged proteins 

and charged membranes and demonstrated that pH values and ionic 

strengths have profound effects on protein separation [80,81,85]. 

Fractionation of a protein mixture (myoglobin and cytochrome C) was 

also attempted with positively (sulphonated) and negatively charged 

(aminated with quaternary group) PES based UF membranes near to 

isoelectric pH of one of the proteins. High transmission of the neutral protein 

and strong electrostatic repulsion of the charged protein with the membrane 

matrix was observed. This opened up exciting new opportunities for 

exploiting electrostatic interactions in the optimization of membrane systems 

for protein purification [86]. Cellulosic UF membranes with positive charges 



were also used to separate different monoclonal antibody (mAb) therapeutics 

from Chinese hamster ovary cell protein impurities [87]. Excellent work on 

developing a theoretical understanding of charged UF membrane separations 

was carried out by Zydney and collaborators [8,88]. More than 900-fold 

purification and 94% yield of BSA from an antigen binding fragment (FAB) of 

recombinant DNA antibody using a negatively charged membrane to obtain 

very strong retention of the negatively charged BSA [89].   

Suen et al. studied separation of BSA, LYS and -globulin using plate-

and-frame modules with charged UF membranes made of with either 

cellulose phosphate or diethylaminoethyl cellulose [90]. In this single plate-

and-frame module, operating conditions were greatly influenced the 

separation performance. At the elution stage, a better performance was 

achieved by using the cross-flow mode. Other operating conditions such as 

the number of membranes in a stack, the pH value at adsorption, and the 

mixed mode in the membrane stack also affected the separation performance. 

Cation-exchange membranes (cellulose phosphate, thickness 0.23 mm) and 

anion exchange membranes (diethylaminoethyl cellulose, thickness 0.2 mm) 

were also found to be suitable for the separation of targeted protein with 

better recovery [90]. Fractionation of LYS and chicken egg white by UF were 

also studied using commercially available negatively charged membranes 

made of by regenerated cellulose or PES with 30 kDa MWCO. In optimized 

conditions, 99% LYS transmission with 2400 folds selectivity was obtained 

[91]. Effect of solution pH on the transmission of ovalbumin, myoglobin, and 

lysozyme in a rotating (Taylor vortex) module was also studied [92]. Very large 

reduction in protein transmission at pH < pI was attributed to the significant 

adsorption of the positively charged proteins on the negatively charged 

polyacrylonitrile (PAN) membrane under optimized conditions [70,71,92]. 

UF was traditionally performed using polymeric membranes such as 

polyethersulfone, polysulfone, cellulose acetate, and regenerated cellulose. 

However, these polymeric membranes are susceptible to chemical 

degradation by strong alkali or acid cleaning solutions leading to a significant 



reduction in membrane life. In addition, some polymeric membranes have 

limited mechanical stability, leading to a reduction in permeability at high 

pressures and possible membrane failure, particularly in systems employing 

rapid high-pressure back pulsing. These membranes are also incompatible 

with steam sterilization, potentially increasing the overall bio-burden in 

subsequent processing steps [93,94]. These limitations have motivated the 

development of a variety of inorganic UF membranes with greatly enhanced 

chemical, thermal, and mechanical stability. Zydney et al. [93] synthesized 

nanoporous carbon UF membrane from a polymeric precursor mixture of 

poly (ethylene glycol) (PEG) and poly (furfural alcohol) (PFA). Performance 

characteristics for the nanoporous carbon were only slightly below those of 

commercial polymeric UF membranes. Additionally these membranes were 

stable even after prolonged exposure to 3N NaOH solutions. Using this 

membrane about 0.62 sieving coefficient for BSA was achieved. UF 

separation of lysozyme and BSA was also studied using both zirconia 

membrane and zirconia modified with a positively charged polymer (polyvinyl 

imidazole) at different ionic strengths. Best selectivity (transmission of 

lysozyme/transmission of BSA) was obtained at low ionic strength with both 

membranes [95,96]. Chaufera et al. studied inorganic membranes chemically 

modified by a polyethyleneimine coating bearing positive charges for 

fractionation of negatively charged proteins at pH 7, -LA (target protein) and 

-LG (contaminant protein) from whey protein in order to reach a high 

selectivity of -LA in the permeate [97]. Variation of retention of a single 

protein, either positively charged lysozyme or negatively charged BSA in a 

buffer solution at pH 7 was investigated by varying the ionic strength with 

unmodified or chemically modified zirconia UF membranes. Chemical 

modification was obtained by coating polyvinylimidazole, amine group 

reacted further with bis-epoxiranes in order to have, both, a partly 

quaternized amine group and a pH-stable network on the membrane surface 

[96].  

 



 

1.1.3.2. UF in the presence of electric field (Electro-ultrafiltration) 

The use of electric field in UF goes back to the first study carried out 

by Bechhold by imposing electric field in UF and utilized a combination of 

electro-osmosis and electrophoresis to purify colloids in an apparatus he 

called an „electro-ultrafiltration‟ (EUF) [98]. EUF is an effective method to 

decrease gel layer formation on the membrane surface and to increase the 

filtration flux, owing to electro-

kinetic phenomena such as 

electrophoresis and electro-

osmosis [99,100-105]. Basic 

principle of EUF is presented in 

Fig. 1.1.4. This process aroused 

from a combination of a number 

of mechanisms, including ion 

association, ion adsorption or 

ion dissolution. The 

electrochemical properties of the 

membrane surface and the 

dispersed materials or solutes 

can have a significant influence 

on the nature and magnitude of 

the interactions between the membrane and the substances being used and 

their separation characteristics. The utilization of such properties by the 

application of external electric fields improved substantially the membrane 

performance. The conventional electro-filtration can also be the effective 

means of reducing both the concentration polarization and membrane 

deposition but it has some drawbacks which make this method 

uneconomical and difficult to handle for certain processes [106]. The electric 

field imposed an electrophoretic effect on the charged molecules dragging 

them away from the membrane surface. The concentration polarization layer 
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is thereby reduced and the flux increases. The solvent flow through the 

membrane might also be enhanced by the electro-osmotic effect; but this 

effect is considered secondary [107,108].  

Generally, two electrodes were positioned, on either side parallel to the 

UF membrane, used to apply the electric gradient. The field vector 

perpendicular to the membrane provokes a displacement of colloid species 

towards the electrode with the opposite sign. This phenomenon is called 

electrophoresis. Several reports are available concerning to use EUF for 

separation or concentration of protenecious solutions [48,53,109-116].  In 

most cases, the electric field was applied by two parallel electrode plates. The 

simplest configuration is to insert the electrodes into the suspension and 

permeate channels. This construction has two major disadvantages: i. 

alteration of the product pH by electrolysis products; and ii.  deposition of the  

particles at the electrodes [107].  

When an electric field is applied to the separator, permeate is either 

concentrated or diluted by differences in the charge of solute and the 

direction of the electric potential gradient. The accumulation of the solutes on 

the membrane surface is limited by the imposed electrophoretic force. In 

addition, the filtration rate through the filter cake is dramatically enhanced 

due to electro-osmosis as a secondary electro-kinetic phenomenon. This 

method is best suited for the separation of protein since its surface charge 

changes according to the solution pH [117-122]. As biological products like 

proteins and peptides are sensitive to shear stress and temperature, the 

coupled effects of electric field and pressure served as an additional driving 

force for the separation, which is an interesting way to improve the 

membrane permeates flux with out increasing the shear stress [99,123,124]. 

Since proteins carry a net electrical charge, an electrical field may be used to 

reduce the influence of polarized layer. By applying a suitable external dc 

electric field, the protein molecules were transmitted through the membrane 

due to the electrostatic attraction and concentration polarization was reduced 

[45]. EUF was also studied as a membrane cleaning procedure, in which 



electrical fields attracted the particles with opposite charge from the 

membrane surface, and initial permeate flux was restored by eliminating 

fouling up to large extent [125,126]. It was observed that as the voltage 

increased, the cake layers deposited on the membrane surface became 

thinner. Eventually when the critical voltage, at which the foulants were 

stationary, reached no particle deposition on the membrane surface was 

observed. Applying at the critical voltage has greatly mitigated membrane 

fouling problems and prolonged the frequency of its cleaning [109].  

Bier et al. reported the membrane technique using an electric field to 

dewater colloidal suspensions [127].  In this case the electric field served as 

an additional driving force for the separation. Numerous research paper  

published, in which electrical fields have also been used to control membrane 

fouling and filter cake formation, enhance the filtration rate and increases 

the separation efficiency of the UF of proteins by altering the structure of the 

protein gel layer formed on the UF membrane surface [128-131]. The use of 

electric fields in the protein UF process has demonstrated that the initial 

permeate flux can be restored almost instantaneously by means of an 

exponential curve [136]. The permeability of protein was proportional to 

hydraulic pressure with an electric field, indicating that the protein quickly is 

oriented in the field direction through the membrane pores [137].   

Effects of direct current electric field on the transient and dynamically 

balanced filtration rate in dead-end inclined and downward UF were explored 

under constant pressure using protein (BSA) solution. It was found that, in 

downward EUF, the dynamically balanced filtration rate was directly 

proportional to the electric field strength. Also, in inclined EUF, filtration rate 

increased (30-50%) with field strength above the critical electric field strength 

[45,47,138]. A three-fold flux increase was also reported by Oussedik et al. 

for BSA filtration by EUF [47].  EUF was used to improve the filtration rate 

and increase the selectivity while separating, e.g. amino acids and peptides 

[49]. During EUF the impact of operating parameters on fouling including 

flux, velocity, trans-membrane pressure and electric field were also studied 



with BSA in the concentration range of 1-5 g/1 and demonstrated a 25-50% 

increase of the flux permeate compared to the case of without any electric 

field [139]. Kappler et al. used different UF membranes in a two-sided electro-

filter apparatus with flushed electrodes brought significant enhancement of 

the protein fractionation process. Due to electrophoretic effects, the filtration 

velocity could be kept on a very high level for a long time, furthermore, the 

selectivity of a binary separation process carried out exemplarily for BSA and 

lysozyme could be greatly increased in the current case up to a value of more 

than 800. Thus, the new two-sided electro-UF technique achieves both high 

product purity and short separation times [140]. Saxena and Shahi prepared 

negatively charged UF membranes by different degree of sulfonation of PES 

[141]. These membranes showed different extent of charge density on the 

membrane matrix. Adsorption study at various pH of the protein solution was 

performed and it was observed that protein binding capacity of the 

membranes was strongly dependent on the pH of the protein solution as well 

extent of charge on the membrane matrix. Using these membrane 

transmission characteristics of BSA and LYS were investigated under single 

or coupled driving forces i.e. pressure difference and applied potential 

gradient. It was found that membrane flux and observed protein 

transmission through the membrane increased under the simultaneous 

action of driving forces and pH of the protein solution (i.e. their iso-electric 

points), and extent of the charge on the membrane matrix have strong 

influence on the observed transmission of the protein. Schematic diagram for 

the mode of UF experiments were conducted without any applied potential 

gradient is presented in Fig. 1.1.5(A). While Fig. 1.1.5(B) represents 

ultrafiltartion experiment with applied potential gradient and electrical 

polarity. Polarity of the applied potential was fixed so that electrode in the 

feed side became anode and towards permeate side became cathode so that 

only positively charged BSA (BSA+) are facilitated to cross through the 

negatively charged membrane under the influence of coupled driving forces 

(pressure and potential difference). In other cases negatively charged BSA 



(BSA-) or zwitterions 

BSA (BSA0) are suppose 

to be exhibit very low 

transmission under 

given polarity and 

charged nature of the 

membrane. It was 

concluded that 

transmission of protein can be governed by varying nature of the charge on it 

(pH), nature and extent of the charge on the membrane matrix, polarity of the 

applied potential gradient with an ultrafilter membrane of given pore 

dimension. Coupling of the driving forces always results more membrane 

throughput with relatively high selectivity. Based upon these results, it is 

possible to achieve selective and efficient transport/separation of BSA-LYS at 

pH 4.8. Furthermore, this study established the basis for the development of 

new process and hydrophilic modified ultrafilter membrane for the 

fractionation of proteins depending on their iso-electric points. In this 

processes, charge on the protein, nature and extent of the charge on the 

membrane interfaces, polarity of the potential gradient all are governing the 

transport of given protein across the membrane, which will result high 

selectivity and membrane throughput. As spin off charged nature of the 

membrane matrix and bipolar electrical environment avoids the fouling of the 

membrane, which was the common phenomenon for the protein fractionation 

by UF membrane.  

The conventional EUF can be effective means of reducing both the 

concentration polarization and membrane deposition but it has some 

drawbacks which make this method uneconomical and difficult to handle for 

certain processes. The disadvantages of this process are: (a) limitation of the 

process stream for relatively low conductivity of feed stream, (b) a high-energy 

requirement, (c) substantial heat production, and (d) changes in the process 

feed due to reaction at the electrode. For this reason, attention has been 
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directed to the use of pulsed electric fields [133,134]. This process has the 

same mechanism at work in preventing fouling as conventional electro-

filtration. The only difference is that in pulsed electric fields, the electric field 

can be applied at certain intervals, which can be adjusted to suit the process. 

In some cases, this process can enhance the flux better than the 

conventional electro-filtration [135]. Applying the electric pulse on dead-end 

filtration has also been reported to reduce the rate of fouling [142-145]. A 

pulsed electric field consumes less energy than a constant field, and for some 

systems a pulsed electric field results in an even higher flux compared to a 

constant field [47,146]. In order to minimize energy consumption, several 

researchers have proposed pulsed electric field rather than steady fashion 

[147,148]. Electrophoretic membrane cleaning was carried using electric 

pulses with process variables are the strength of the applied voltage, pulse 

interval and pulse duration. They observed it that the application of the 

electric pulse in the cleaning membrane surface was an effective means in 

reducing fouling and restoring high permeation rate. Application of electric 

pulses across the membrane resulted in an increase in permeation rate due 

to the removal of deposited materials on the membrane surface. It was 

identified from the data, the most suitable and effective conditions to give the 

highest average filtration flux can be attained by applying higher voltage, 

shorter pulse interval and 

longer pulse duration [149-

151]. Side view of the dead-

end EUF module is a 

shown in Fig. 1.1.6. Bowen 

et al. used electric pulsed 

to clean the cross flow 

filtration; they found out 

that applying longer pulse 

duration might have 

changed the properties of 
 

Figure 1.1.6.   Side view of the dead-end EUF module 



filter cake [144]. Thus longer pulse duration seemed to produce an increase 

in resistance to fluid flow that caused the average flux to decrease [145].  

1.1.3.3. UF in the presence of ultrasonic field 

          One of the critical issues in the performance of protein UF 

processes is the declination of permeates flux with respect to time that 

occurs as a result of both concentration polarization and membrane fouling. 

Concentration polarization occurs when a concentration gradient of the 

retained components is formed on or near the membrane surface. This 

phenomenon is predominantly a function of membrane hydrodynamics. 

Conversely, fouling is the result of accumulation of proteins drawn toward 

filtering surface by convective flow of filtrate through the membrane 

[152,153]. Various methods have been used to reduce the negative effects of 

concentration polarization and fouling for enhance the permeate flux and 

membrane separation efficiency. Ultrasonic physical effects and 

sonochemical effects are also used in membrane technology in order to clean 

surfaces to prevent formation of filter cake and to enhance filtration and 

separation rates [154,155]. Cleaning procedures are significantly enhanced 

by cavitation and acoustic streaming induced by ultrasonic waves. In the 

field of UF number of researchers have also demonstrated the effective use of 

ultrasound (US) to enhance the permeate flux [156-165]. Ultrasonic 

techniques provide an alternative and attractive method for membrane 

fouling control. Ultrasound generates acoustic streaming and cavitation 

bubbles in a liquid   medium (e.g., water). Cavitation bubbles causes 

microstreaming, microstreamers, microjets, and shock waves [159]. 

Ultrasound is the sonic wave at frequencies ranging from 16 kHz to 1019 Hz. 

When the ultrasonic energy at high power is applied to a liquid, capitation 

takes place, which means the formation, growth, and sudden collapse of 

bubbles in liquids. The acoustic streaming and shear forces imposed by 

cavitations bubbles reduce the fouling on membrane surface. This leads to an 

increase of permeate flux [166].  

 



Several mechanisms were proposed to particle release from a particle-

fouled surface as a result of ultrasound illustrated in Fig. 1.1.7 [167-169].   

Acoustic streaming does not require the collapse of cavitation bubbles and it 

was defined as the absorption of acoustic energy resulting in fluid flow [168]. 

This removal mechanism is expected to be important near surfaces with 

loosely attached particles or 

with readily dissolvable 

surfaces [170]. Higher 

frequency ultrasound tends 

to have higher energy 

absorption and thus greater 

acoustic streaming flow 

rates than lower frequencies 

for the same power intensity 

[167]. In addition, higher 

power intensities lead to 

greater acoustic streaming 

flow rates due to higher 

energy gradients in solution 

between acoustically and 

non-acoustically stimulated 

areas. This mechanism 

causes bulk water 

movement toward and away 

from the membrane cake 

layer, with velocity 

gradients near the cake 

layer that may scour 

particles from the surface. 

Only few works has been done on the effect of ultrasonic wave on 

separation performance of protein mixture by UF.  Tenga et al. studied the 

 
Figure 1.1.7.  Possible mechanisms for particle 
removal/detachment observed with ultrasonic 

cleaning 



effect of ultrasound on the flux and solute rejection in cross-flow UF of BSA-

lysozyme binary protein mixture using PES membrane (30 kDa MWCO). They 

observed that ultrasonic wave not only enhanced the UF flux but also 

increased the lysozyme rejection. In particular example, ultrasound wave (25 

kHz and 240 W) resulted in an 

increase of UF flux by 135% 

and 120% with PES membrane 

at pH: 11 in the upward and 

downward modes, respectively, 

in contrast to the case of 

without any ultrasound [171]. 

Effect of ultrasound on the flux 

and solute rejection in cross-

flow UF in the (A) downward 

and (B) upward modes is 

shown in Fig. 1.1.8. Enhanced 

flux in continuous UF 

processes were suggested an 

interrupted ultrasound and 

more hydrophilic ultrafilter 

membranes in the upward operating mode for high performance [153]. It was 

noticed that the effectiveness of ultrasound in membrane filtration depends 

on many factors, such as orientation and position of ultrasonic field, 

ultrasonic frequency and power, ultrasonic radiation angle, position of 

ultrasonic vibration plate in the membrane module, membrane material, 

membrane housing, operating pressure and the fouling material [171]. It was 

widely believed that ultrasonic cavitation, acoustic streaming, ultrasonic-

induced vibration of membrane and ultrasonic heating [172,173] was the 

main causes for the enhanced separation performance and permeate flux. 

Muralidhara and Tarleton reported that both, electric and ultrasonic 

fields can reduce membrane fouling and in turn of enhanced flux. They 
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observed a synergistic effect when both the fields were applied 

simultaneously [174-176]. In addition Wakeman and Williams also observed 

that filtrate flux could be markedly increased by the simultaneous addition of 

electric and ultrasound fields. Both electrical and ultrasonic fields reduced 

the fouling when applied individually, but the extent of improvement by the 

ultrasonic field could be minimal. The improvement by the electric field is 

invariably considerably greater than that due to the ultrasonic field, 

particularly when the particles are well dispersed (high zeta potential) [19].  

1.1.3.4. High-performance tangential flow filtration 

High-performance tangential flow filtration (HPTFF) is also an 

emerging technology that enables the separation of proteins with similar size. 

HPTFF technology has become possible by exploiting several new discoveries. 

It has been demonstrated that optimum selectivity and throughput were 

obtained in the pressure-dependent flux regime. Selectivity and throughput 

could also be enhanced through module design and process configurations 

that reduce the trans-membrane pressure gradient. Optimizations of buffer 

pH and ionic strength have a significant impact on the sieving behaviour of 

proteins in membrane systems [65,88,89,177]. HPTFF is a two-dimensional 

unit operation that exploits both size and charge mechanisms. In addition, 

protein concentration, purification and buffer exchange can be accomplished 

in a single unit operation.  

Conventional tangential flow filtration is limited to the separation of 

solutes that differ by ten-fold in size (e.g., cell-protein, virus-protein and 

protein-buffer). However, HPTFF is a two-dimensional purification method 

that exploited differences in both size and charge characteristics of 

biomolecules. Molecules that differ less than three-fold in size can be 

separated using highly selective charged membranes with careful 

optimization of buffer and fluid dynamics. Current protein separation 

processes often used ion-exchange chromatography, UF and size exclusion 

chromatography (SEC) for concentration, purification and buffer exchange. 

HPTFF made it possible to perform all of these steps in a single unit 



operation by reducing production costs. It provided a high-resolution 

purification while maintaining the inherent high throughput and high yield 

characteristics of conventional UF. 

The success of the HPTFF is based on several important factors such 

as operating pressure, flux and selectivity. Operating in pressure-dependent 

flux regime results in both the highest selectivity and mass throughput [177-

179]. The best combination of selectivity and throughput was derived from a 

set of optimization equations using experimental flux and sieving data [180]. 

Optimizing buffer pH and ionic strength to increase flux difference between 

product and impurity further enhanced the resolution of the method [85]. 

Choice of automated process development systems depends on membrane 

selection, buffer choice and fluid dynamic optimization. Industrial-scale 

systems were based on the linear scale-up principles previously developed for 

UF [181,182]. Emerging trends for membrane development are being focused 

on enhanced pore size distribution and novel membrane chemistry. Despite 

significant enhancement in resolution, HPTFF has equivalent throughput to 

UF, measured in mass of product processed per unit membrane area and 

time. A limitation of the technology is the susceptibility to fouling by feed 

streams containing precipitates. In addition, high ionic strength feed streams 

have reduced selectivity and throughput.  

The resolution of protein separation by HPTFF was further enhanced 

by the use of charged membranes. The sieving of positively charged proteins 

was dramatically lower with positively charged membranes due to like charge 

repulsion. These electro-static repulsions prevented the proteins to enter in 

the membrane pores, which enhanced protein transmission and reduced 

membrane fouling. Selection of buffer pH, where the product protein was 

positively charged and the impurity proteins were neutral charged resulted in 

extremely low product flux with high flux of impurities [89]. This is in sharp 

contrast to conventional UF processes, in which at least 10-fold difference in 

size for effective separation is required. HPTFF has been used to separate 

monomers from oligomers based on their difference in size [88], protein 



variants differing at only a single amino acid residue [183], and an antigen-

binding fragment from a similar size impurity [88]. In addition, HPTFF was 

potentially used for the purification process to remove specific impurities 

(e.g., proteins, DNA, or endotoxins) and/or eliminate protein oligomers or 

degradation products. In addition, it effected simultaneous purification, 

concentration, and buffer exchange, providing an opportunity to combine 

several different separation steps into a single scalable unit operation. 

Commendable efforts were rendered to separate proteins by HPTFE. 

Van et al. [88,89] used Immunoglobulin-ovalbumin protein mixture as a 

model to understand the effect of membrane cut-off and variability on HPTFF 

protein separations. It has recently been shown that excellent HPTFF 

separations could be obtained even for molecules differing in size by less than 

two-fold. Although the ultimate range of HPTFF applications in bio-

processing (and related fields) remains to be determined, this membrane 

technology has potential to play a vital role in the development of new and 

improved separation processes for many macromolecular species. 99-fold 

purification of an antigen-binding fragment of a monoclonal antibody (FAB) 

from BSA by operating the membrane process near the iso-electric point of 

the BSA and using a positively-charged membrane was obtained with high 

rejection of the positively-charged FAB [89]. 

HPTFF exploited a number of different strategies to achieve high 

resolution separations, including: (1) proper choice of pH and ionic strength 

to maximize differences in the hydrodynamic volume of the product and 

impurity, (2) use of electrically charged membranes to enhance the retention 

of like charged proteins, (3) operation in the pressure-dependent regime to 

maximize the selectivity, and (4) use of a dia-filtration mode to wash 

impurities through the membrane [184]. Since the selectivity in HPTFF is a 

function of the local filtrate flux, and thus the local trans-membrane 

pressure, the selectivity can be further improved by maintaining a nearly 

uniform trans-membrane pressure throughout the module. Conventional 

membrane modules typically have a large variation in trans-membrane 



pressure drop due to the parasitic pressure losses associated with flow along 

the retentate channel. A simple approach for minimizing this trans-

membrane pressure variation is necessary to establish a co-current flow on 

the filtrate side of the membrane by using a recirculation pump to generate a 

pressure gradient in the filtrate channel that balances the gradient in the 

retentate. Comparison of flow and pressure profiles for conventional TFF 

module and co-flow arrangement to maintain a uniform trans-membrane 

pressure throughout the module has shown in Fig. 1.1.9. Van et al. have 

proposed closed-loop cascade system for protein fractionation, based on 

HPTFF [88]. This system overcomes some of the problems associated with 

conventional MF/UF configurations and equipment and is reported to give 

high degree of protein fractionation [184]. 

 

 

 

 

 

 

 

 

 

Figure.1.1.9. Comparison of flow and pressure profiles for conventional TFF module and a 
module using cross-flow arrangement to maintain a uniform trans-membrane pressure 
throughout the module 
 

1.1.4. Protein separation/purification by nanofiltration   

Nanofiltration (NF) is particularly useful for separation of peptides due 

to the suitable cut-off of the NF membranes and because of the 

electrochemical effects, which play an important role in the case of charged 

molecules. Negatively charged membranes have been applied to enrich 

cationic peptides with antibacterial properties from cheese whey [185,186]. A 

preliminary study on the desalting of peptide fractions from whey protein 

hydrolysate using NF membranes has revealed the possible occurrence of 
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specific rejection phenomena involving negatively charged peptides by NF 

membranes [187]. Pouliot et al. [188] has investigated the separation of 

peptides from tryptic hydrolysates of whey proteins with charged UF/NF 

membranes. Variation in pH and the ionic strength of the hydrolysate phase 

has proved charge effects on peptides separation performance [188].  

1.1.5. Membrane fouling during protein separation by UF and MF 

Fouling of MF/UF membrane during practical application for protein 

separation  resulted from its adsorption on membrane surface significantly 

increases hydraulic resistance to flow, which reduced filtration flux rate and 

induced unfavourable effect on efficiency and economics of protein recovery 

processes [189,190]. Proteins are difficult foulants to deal because they 

readily adsorb onto membrane surfaces and pore walls. This leads to the 

formation of a secondary barrier that decreased permeate flux and changed 

solute selectivity. Therefore, to reduce fouling by rendering the membrane 

surface hydrophilic is one of the big challenges for achieving better 

membrane performance [191]. Membrane fouling referred to the irreversible 

alteration in membrane properties, caused by specific interactions feed 

stream components and membrane. 

 Fouling can occur by several forms in particular deposition of 

denatured or agglomerated proteins at the surface of the membrane, or 

adsorption of proteins inside the pore structure of the membranes. Many 

authors have studied the fundamental mechanisms involved in membrane 

fouling by protein suspensions, which may be grouped as follows.  

(i) The formation of a gel layer due to concentration polarization [192].  

(ii) Adsorption of species on the membrane surface and inside the pore 

structure [193].  

(iii) Deposition and pore blocking after the formation of protein aggregates 

due to denaturation [194]. 



  Modelling of the flux decline during filtration provided better 

understanding on membrane fouling and predictive tools for successful scale-

up or scale-down of MF systems. Previous studies [195-197] have described 

the flux decline during protein filtration using the classical fouling models: 

complete pore blockage, intermediate pore blockage, pore constriction and 

cake filtration. Ho and Zydney [198] developed a combined membrane fouling 

model accounting for both, pore blockage and cake filtration to describe flux 

decline. Schematic diagram 

for all three mechanisms 

include pore narrowing, 

blockage, gel layer 

formation and pore plugging 

as shown in Fig. 1.1.10. The 

model shows a smooth 

transition from pore 

blockage to cake filtration, 

and is in good agreement 

with flux decline data 

obtained during bovine 

serum albumin filtration 

using polycarbonate track 

etched membranes. 

Although the combined pore 

blockage and cake filtration 

model described the flux decline during bovine serum albumin (BSA) 

filtration through the membrane pores, internal fouling was completely 

neglected. Internal fouling caused by protein adsorption in complicated 

membrane structure may be important for cases in which the feed stream 

has a relatively low concentration of foulant. For example, Taniguchi et al. 

reported some irreversible internal fouling by low molecular weight species. 
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Figure 1.1.10.  Schematic diagram for all four 
mechanisms including pore narrowing, blockage, gel 

layer formation and pore plugging. 



Internal fouling is also important in cases where fouling is not expected to 

occur by a size-based mechanism, such as clarification applications [199]. 

Two techniques are currently used to characterize membrane fouling. 

Measurements of the flux decline at constant pressure, and the measurement 

of the pressure increase in constant flow rate permeation. Most studies of 

fouling have been concerned with UF membranes but from a technological 

point of view, the fouling of MF membranes by protein adsorption can be 

more important [200,201]. Only few investigations have been devoted to 

protein interactions with MF membranes. Hlavacek and Bouchet studied 

dead-end filtration of BSA solution by MF membranes and quantified fouling 

by means of the constant filtration rate equation [202]. However, the different 

roles of adsorption, gel formation and the deposition of aggregates were not 

clear. Fouling of MF membranes were also investigated by measuring the 

pressure drops across two membranes fed in series by a constant rate pump, 

which enables a distinction to be made between surface fouling and internal 

fouling of the membrane. In the case of the MF of BSA solutions, the 

technique showed how the type of pump and the operating temperature 

influenced membrane fouling and how protein denaturation and adsorption 

increased different types of fouling [17]. Fouling of MF membranes with BSA 

and -globulin were studied to investigate how surface properties of 

membranes and proteins affect adsorption and deposition. Electrical 

properties of the solute and the membrane should be previously known in 

order to interpret fouling in terms of their mutual interaction [203,204]. 

  In order to improve the properties of conventional MF membranes, 

micro-sieves were introduced about a decade ago [205,206]. Micro-sieves 

differ from conventional MF membranes by their well structured morphology 

and controlled porosity, which results in good separation behaviour and high 

flow rates [207,208]. The main advantage of micro-sieves compared to 

conventional membranes is the larger permeate flux, which allows low-

pressure operation and savings in the operational costs [209]. Another 

advantage of micro-sieves over MF membranes is their structural design, a 



very thin selective layer and perfectly shaped straight pores. These features 

would be a great advantage against fouling because of the smooth surfaces 

and the fact that proteins cannot be trapped inside the pore network such as 

normally occurs in polymeric membranes. However, for economical and 

sustainable industrial processes, cleaning should be performed at the lowest 

frequency possible. In pressure-driven processes, protein fouling of MF 

membranes is nowadays still an issue. Several studies [210-212] proved that, 

even with pore sizes much larger than the protein size, fouling under 

dynamic condition occurs due to aggregate formation [211,213], by 

hydrophobic and/or electrostatic interactions or van der Waals forces [212]. 

In the case of BSA, Kelly and Zydney [214] proposed fouling mechanism 

based on deposition and subsequent pore blockage due to protein aggregates 

on the surface. At longer filtration times, the flux decline is usually governed 

by a cake filtration mechanism. The initial fouling due to pore blockage 

caused by aggregates has been corroborated by several authors, and 

extensively studied and modelled for BSA [215-217] and other protein 

systems [218]. 

Surface modification has been widely used for the improvement of 

protein adsorption resistance and permeation property of hydrophobic 

membranes. It is well known that by increase in membrane surface 

hydrophilicity can effectively minimize protein adsorption and prevent 

membrane fouling. Various methods, such as coating [219], surface graft 

polymerization [220,221], and chemical modification [222-225], have been 

reported in the literature to reduce the UF membrane fouling during protein 

separation. Nakao et al. studied that protein fouling during UF was entirely 

due to the formation of a secondary (gel) layer on the upper surface of the 

membrane. This layer provided an additional resistance to both, solute and 

solvent transport across the membrane [226]. Jiang et al. synthesized 

pegylated PES via a reaction of sulfonated PES with oligomeric poly (ethylene 

glycol) (PEG). The modified membranes showed superior resistance to BSA 

adsorption in compare with unmodified counterparts. Furthermore, UF 



experiments revealed that both pegylated PES and sulfonated PES could 

enhance the permeation properties of PES membranes, but the pegylated 

PES reduced BSA fouling in a wider pH range and endowed membranes with 

better permeation properties. The improved antifouling property rendered 

longer operation lifespan of modified membranes [66]. A model to predict the 

effect of pH and ionic strength on fouling in the cross-flow UF of protein 

solutions was also presented. The model was experimentally tested with 1 g/l 

BSA using Amicon H1P30-20 modules, for a range of pressures, ionic 

strengths and pH [227].  Reports on performance of the surface-modified 

PVDF membranes during UF of BSA and the enzyme solution suggested that 

the modified membranes exhibited non-fouling properties, whereas the PES 

membranes showed severe fouling problems [228]. The modified membranes 

showed increased hydrophilicity, which has translated into decrease in 

protein fouling relative to the unmodified PES membrane. Relatively higher 

filtration performances compared with commercial low protein adsorbing 

membranes was observed [229]. 

Efforts were also dedicated for the photo-modification of UF 

membranes for achieving low fouling during the filtration of biological 

solutions. Nystrom and Jarvinen, photochemically modified PES membranes 

(6 kDa MWCO) using monomers containing dextran and poly (ethylene oxide) 

groups to decrease membrane fouling during the filtration of BSA, lysozyme, 

and whey [230]. Yamagishi et al. described the grafting of wide varieties of 

hydrophilic vinyl monomers onto the surface of PES UF membranes to reduce 

protein fouling during the BSA filtration [231]. Effect of the deposited protein 

(BSA) layer on water (solvent) flux has been studied in detail by many 

researchers [232,233]. They determined that maximum BSA adsorption 

occurred at the isoelectric point (pH: 4.8), at which approximately 80 

monolayers were surmise after 8 h use of PES membrane (30 kDa MWCO). 

The long-term flux reached a minimum at pH: 5, at which protein has no net 

charge. Therefore, spacing between the packed protein molecules was less 

compared to the situation when protein molecules have a net charge and 



repel each other [233,234]. Thus, the deposited layer was porous at low BSA 

concentration (less than gel forming concentration). Zydney et al. also 

observed that BSA filtration and adsorption caused significant reductions in 

the diffusive, convective, and hydraulic transport characteristics of the fully 

retentive PES membranes [191]. 

1.2. Electrophoretic membrane contactor for the 

separation of proteins   

„Electrophoresis‟ is an electrically driven operation that constitutes a 

purification step used at the later stage of the downstream process because 

of their high resolution at the analytical scale. Different studies were devoted 

to find out the operating modes for scale up of electrophoretic separations. 

One of them is continuous flow electrophoresis (CFE), which was carried in a 

flowing buffer film. Different experimental and theoretical studies were 

carried out to understand the transport phenomena involved in this process 

[235-237]. From these works, the limitations of CFE were pointed out and 

their origin was identified [238]. Proper resolution/separation was achieved 

under well optimized conditions [237]. The limitations were in terms of 

production capacity or productivity, demonstrated and it had a strong 

relationship between resolution and productivity [236]. Finally, it was found 

that the productivity could not be increased over a certain limit, typically 

about few milligrams per hour. 

To overcome these limitations, electro-membrane operations offered 

the possibility to increase the productivity without compromising from 

separation efficiency. The most common electro-membrane operation is 

„electrodialysis‟ (ED) in which cation-exchange membrane (CEM) and anion-

exchange membrane (AEM) are used. The use of porous membranes in the 

place of ion-exchange membranes were investigated to extend the field of 

electrodialysis applications for biological molecules like polyamino acids, 

peptides and proteins. In that case, the porous membrane acts as a contactor 

and the separation is achieved with respect to the difference between the 



mass flow rates of the species. According to the membrane and solute 

properties, this difference can have various origins, like different 

electrophoretic mobility, sieving effects or a coupling of both [239-243]. The 

scalable preparative electrophoresis technique was used as a „Gradiflow‟ 

apparatus [239]. It has been used for several applications like the separation 

of proteins from plasma, algal extracts [239] and egg-white [240,241]. The 

influence of the voltage, pH solute concentration and membrane has been 

studied over this process. However, no comprehensive work and no 

theoretical approach were devoted to understanding various transport 

phenomena involved in the process. Electrophoretic membrane contactor was 

developed for the separation of binary mixture of proteins by using ion-

exchange and ultrafilter membranes.  

The electrophoretic membrane contactor is schematically presented in 

Fig. 1.2.1(A & B). The separation chamber itself is composed of two 

compartments delimited by a porous membrane, acting as a contactor 

between the two streams in which the mass transfer takes place. The purified 

buffered solution is continuously fed into the chamber. The only driving force 

is a voltage, applied in a perpendicular direction to the feed flow. Two 

electrodes are located in compartments, which are separated from the 

separation chamber itself by ion-exchange membranes. As soon as a voltage 

is applied, the charged components contained in the feed would migrate from 

one compartment toward the other through the porous membrane. The mass 

flow of solute depends on its electrophoretic mobility, which is fixed by the 

pH of the buffered solution. Then, solutes having distinct electrophoretic 

mobilities were carried through the membrane at different rates. Two outlet 

streams with different compositions are thus obtained. The compartments in 

which the outlet concentration of the target solute are respectively lower and 

higher than the inlet, called “dilute” and “concentrate” respectively . 

An electro-dialysis process could be operated in two different operating 

modes. The first one depicted in Fig. 1.2.1 (A), where the same solution, 

containing the species to be separated, was fed on both sides of the 



membrane. This configuration would be further called “separation mode”. 

The second mode of 

operation, illustrated for 

the purification of a 

negatively charged 

component was 

depicted in Fig. 1.2.1 

(B). In that case, the 

solution to be purified 

was fed in one 

compartment. The other 

compartment, which is 

the elution 

compartment, was fed 

with the buffer. The 

solute A, which 

migrates through the 

membrane, is then 

collected in that 

compartment. That 

configuration would be 

later called the “elution 

mode”. These two 

modes of operation 

could be used to achieve 

different objectives to 

favor quantitative or 

qualitative aspects. 

Indeed, as far as the production is concerned, the separating mode would be 

preferable. On the contrary, for achieving higher purification, the eluting 

mode would be used. 
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Figure 1.2.1. (A) Schematic drawing of the electrophoretic 
membrane contactor: separation mode; UFM: ultrafiltration 

membrane; AEM: anion exchange membrane; CEM: cation 
exchange membrane. (B) Schematic drawing of the 

electrophoretic membrane contactor: elution mode 
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Galier studied the purification of -LA from a mixed solution 

containing -LA and bovine hemoglobin using electrophoretic membrane 

contactor [242]. Three parameters were chosen to characterize the process 

performances, i.e. the productivity, purity and the product yield. It was 

confirmed that the productivity could be enhanced, by a factor of 5 by 

increasing the inlet concentration. It was further demonstrated that the 

increase of productivity was achieved without reducing the purity and the 

product yield. -LG, one of the major whey components, can release by 

enzymatic hydrolysis of different bioactive peptidic sequences according to 

the enzyme used. However, the protein hydrolysates have to be fractionated 

to obtain peptides in a more purified form. Poulin [243] studied the feasibility 

of separating peptides from a -LG hydrolysate using electrophoretic 

membrane contactor and studied the effect of pH on the migration of 

basic/cationic and acid/anionic peptides. It was concluded that 

electrophoretic membrane contactor appeared to be a selective method of 

separation since amongst a total of 40 peptides in the raw hydrolysate, only 

13 were recovered. Amongst these 13 migrating peptides, three acid/anionic 

peptides migrated in one compartment, while three basic/cationic peptides 

migrated to another. Thus electrophoretic membrane contactor is an 

interesting way to separate bioactive peptides and other charged molecules of 

interest from complex feed-stocks in the food, pharmaceutical, fine chemical 

and fermentation industries. 

1.3. Integrated membrane technologies for protein 

separation 

Over the past decade, many traditional chemical industries have been 

undergoing a change in their orientation from conventional chemicals to life-

science products. Despite discussion about what a life sciences company 

should consist of, the required technology for the future will not change 

[244]. Recent developments in biotechnology, together with recognition of the 

need for renewable resources have accelerated biotech research and 



development in academia, industries and government-funded laboratories. 

The success of biotechnology for bulk product manufacturing will heavily 

depend on engineering solutions in the downstream process in which 

separation and purification have a crucial role with respect to commercial 

development. Development of efficient bio-separation methods is important 

for a broad range of business areas including pharmaceuticals, nutrition and 

health products, bio-based materials and crop production chemicals. 

Depending on the value of the end product and the scale of production, the 

processing required varies significantly. Key factors that have an impact on 

the choice of separation strategy include process throughput, particle size of 

the product, impurities and desired concentration of product.  

Membrane systems are extensively used throughout the various 

biological and chemical industries to control variety of products. These 

membrane processes are successful because they are effective and 

economically implemented at the large stage, which is required for industrial 

applications. A combination of different membrane processes gives 

interesting benefits, which cannot be achieve by single membrane operation. 

The possibility of redesigning overall industrial production by the integration 

of various already developed membrane operations is becoming of particular 

interest. Because of the synergic effects are reach batter [245]. Integration 

membrane technology also shows simplicity of the units and possibility of 

advanced levels of autoimmunization. Membrane hybrid technology works 

best when developed as one concept. This clearly lies in the influence that 

process have on each other The rationalization of industrial production by 

use of these technologies permits low environmental impacts, low energy 

consumption, and higher quality of final products [246]. 

Various membrane operations (MF, UF, NF, etc.) have introduced in 

industrial production lines as an alternative of existing units for fractionation 

of protenecious products. The categories are as follows of different field of 

integrated membrane separation processes for purification and fractionation 

of protein products [247]. 



A lot of work has performed to recover valuable protenecious 

components from dairy waste streams [248-250]. Dairy proteins are valuable 

products and, used as high-value food additives, nutraceuticals and 

therapeutics. Recently a number of papers have published to recover the 

protein using MF, UF and NF processes [251,252]. The largest membrane 

area was installed in the dairy industry. It has been estimated 2,000,00 m2 

membrane area were installed for the fractionation of milk and whey. About 

2/3 of the membrane area installed in the dairy industry is used for the 

treatment of whey and about 1/3 for milk [253]. 

1.3.1. Biotechnology industry 

Uses of membrane technologies in biotechnology or bio-separation 

sector recently became an essential tool. In biotechnological downstream 

processing product is obtained at low concentration in a complex liquid. The 

product has to be separated from a mixture of a cell mass, substrate 

components, additive and by-products. Since the products are often labile, 

the separation has to be done rapidly and under gentle condition. The 

process has to be carried out in a closed system when working with 

pathogenic organism. Downstream treatment is an essential step in the 

fermentation process. Different module configurations and pre-treatments 

are common in this production step. The choice of the process depends on 

the sensitivity of the product and the viscosity. The optimization of a process 

also includes the adjusting of the membrane to the fermentation conditions 

[384,385]. Numerous applications of membrane technologies for the recovery 

of valuable bio-product from fermentation broth have been reported in the 

literature. Lactic acid is one such value-added product that was produced 

from processing cheese whey or sugar cane molasses by fermentation. The 

processes of lactic acid production include two key stages, which are (a) 

fermentation and (b) product recovery. The biggest challenge in lactic acid 

production lies in the recovery and not in the fermentation step. Usually, 

most of the separation of micro-organisms from fermentation broth was 

performed by centrifugation. Recently, cross-flow MF has been used to 



separate cells in continuous fermentation processes [254]. A successful lactic 

acid recovery approach has been that of continuous fermentation in a cell-

recycled reactor where the cells are separated by a filtration unit and 

returned to the fermentor while the product is removed in the permeate 

[255,256]. The long-term performance of membrane units at high cell 

densities was affected by the fouling of filtration membranes, which require 

extensive cleaning protocols [257]. 

Other typical examples of membrane technologies in the biotech or 

pharmaceutical sector were recently reported. This include recovery of 

heterogeneous immunoglobulin (IgG) from transgenic goat milk by MF [258], 

concentration and purification of recombinant Brain-Derived Neurotrophic 

Factor (rBDNF) inclusion bodies from E. coli cell suspensions by cross-flow 

MF and diafiltration [259], recovery of naturally glycosylated therapeutic 

proteins produced from animal cell cultures by MF [260], recovery and 

purification of yeast alcohol dehydrogenease (ADH) from bakers' yeast as 

typical of downstream processing for the extraction of an intracellular enzyme 

product [259]. The work of on the optimization of monoclonal antibody 

recovery from transgenic goat milk by MF is an interesting example. The 

optimization involved varying pH, trans-membrane pressure, milk feed 

concentration, membrane module type, and axial velocity. Operation in the 

pressure-dependent regime at low uniform trans membrane pressures using 

permeate circulation in co-flow, at the pI of the protein is shown to increase 

IgG recovery from less than 1% to over 95%. Such methodology is generally 

applicable to the recovery of target proteins found in other complex 

suspensions of biological origin. [260]. Much effort is still being devoted to 

developing new membrane modules with improved mass-transfer 

characteristics for UF and MF processes. This includes rotating disk filters 

[261,262], cylindrical Taylor vortex devices [263], conically shaped rotors 

[264], and helical coiled „Dean vortex systems‟. Dean vortex devices have very 

high mass-transfer rates, owing to the presence of centrifugal flow 

instabilities. These devices show significant increases in protein transmission 



and capacity, although fouling remains a problem in many applications. An 

alternative approach is to use high frequency back pulsing to continually 

clean the membrane surface. High frequency back pulsing was shown to 

improve flux, reduce fouling and increase protein transmission in the 

purification of conjugated vaccine products [265]. 

Membranes have been traditionally used to separate species of 

different size such as proteins from cells, fermentation broths, cell debris and 

separation of low molecular weight components from proteins. Since long it 

has been an integral part of biotechnology processes, the well known 

examples are MF and UF, which have become routine methods for protein 

separation/fractionation. The development of membrane chromatography, 

HPTFF and electrophoretic membrane contactor enable for the complete 

purification/separation of proteins using membrane systems. Although not 

implemented in any commercial processes, small-scale studies using this 

process show comparable yield, purification, and product quality with a 

conventional process. Continued efforts to develop improved membrane 

materials, modules, and process designs should enable membrane systems 

to play an important role in the next generation of biotechnology processes.  

New applications of membrane processes continue to emerge, such as 

membrane biosensors and molecularly imprinted polymeric membranes for 

separation of molecules. Their industrial success will depend on their 

advantages over the existing technologies. Thus, deep understanding of 

physical and chemical phenomena across the membrane interfaces under the 

operating conditions will help to improve their performance in the 

biotechnology-based industries. Future trends of membranes in 

biotechnology will be driven by higher selectivity, lower cost of production, 

and enhanced membrane throughput. There is also trend towards increased 

use of disposable systems (bioreactors, ultrafilter-membranes, and buffer 

bags), which are attractive for production scale manufacturing, eliminating 

the need for the development and validation of cleaning cycles.  Future 

developments will determine whether such a membrane-based process can 



provide the required product quality, purity, yield and throughput with low 

cost for biotechnology industry.  
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CHAPTER II 

 

EXPERIMENTAL 
METHEDOLOGIES 

 

 



2.1. Spectroscopic characterization of charged 

membranes  

Spectroscopy is essentially a technical procedure by which the energy 

difference between the allowed states of a system is measured by determining 

the frequencies of the corresponding light absorbed. Organic molecules 

absorb radiation, in discrete „packets‟ of hE  , which are also called 

quanta of energy. The absorbed quanta of energy bring about different kinds 

of excitation in the molecule and each requires its own distinctive energy E. 

That is each type of excitation corresponds to the absorption of light in a 

different region of the electromagnetic spectrum [1]. Ultraviolet and visible 

light brings about movement of valence shell electrons, typically from a filled 

bonding molecular orbital to an unfilled anti-bonding orbital. The energy 

needed for this transfer lies in the range 40-300 k cal mole-1. Infrared 

radiation causes vibrational excitation of the molecular frame work of a 

compound (E is 1-10 k cal mole-1); quanta of microwave radiation effect 

rotation around bonds (E ~10-4k cal mole-1) and radio waves reorient nuclear 

spins (E ~10-6k cal mole-1), a phenomenon which forms the basis of nuclear 

magnetic resonance spectroscopy. The vibrational excitation caused by the 

absorption of the infrared radiation is quantized and occurs by absorption of 

infrared radiation energy in the particular region of the spectrum. The 

position of an infrared absorption band is specified in frequency units by its 

wave number (⊽) measured in reciprocal centimeters (cm-1), or by its 

wavelength (), measured in micrometer. 

2.1.1. Fourier Transform Infrared (FT-IR) Spectrophotometry 

Fourier Transform Infra Red (FT-IR), the preferred method of infrared 

spectroscopic characterization. An infrared spectrum represents a fingerprint 

of a sample with absorption peaks which correspond to the frequencies of 

vibrations between the bonds of the atoms making up the material [2]. In an 

infrared spectrophotometer, infrared radiation of successively increasing 
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wavelength was passed through the sample of the compound and the percent 

transmittance was measured. An infrared spectrum is the graph of percent 

transmittance versus either increasing wavelength or decreasing frequency. 

Infrared spectrum shows percent transmittance versus frequency expressed 

as wave numbers, which have the units of reciprocal of centimetres (cm-1). 

Each dip in a spectrum called a band or peak represents absorption of 

infrared radiation at that frequency by the sample. A 100 % transmittance 

means no absorption and if all the radiation is absorbed the transmittance is 

0%. In the spectrum the region from 600 to 1400 cm-1 is called the 

fingerprint region because the pattern of absorption is unique to any 

particular compound, just as a person‟s fingerprints are unique. The infrared 

region constitutes three parts, the near infrared, middle infrared and far 

infrared. The near infrared region corresponds to energies in the range 37-10 

kcal mol-1. It is of little use because of the few organic compounds absorbs in 

this region. Radiation in the middle infrared region (usually 4000-650 cm-1) 

has energy in the range 10-1 kcal mol-1, an important region because most of 

the organic compounds absorbs in this region. The far infrared region has 

energy in the range 1.0-0.1 kcal mol-1. This region is also of not much use 

since only little useful absorption occurs here. The spectrum of all the 

synthesized charged membranes was recorded in the middle infrared region 

using spectrum GX series49387 FT-IR spectrophotometer.  

2.1.1.1. Attenuated total reflection–Fourier transforms infrared 

spectroscopy (ATR-FTIR) 

ATR-FTIR is used to identify the types of chemical bonds or functional 

groups present in membrane samples. For analysis a sample membrane is 

pressed against an eternal reflection element (IRE) which may be a block of 

zinc selenide or germanium [3,4] under vacuum condition (Fig. 2.1.1). IR 

radiation covering a certain frequency range (corresponding to wave numbers 

in the infrared spectrum between 4000 and 400 cm-1) is focused onto the end 

of the IRE where the beam under goes total internal reflection before exiting 

and arriving at a detector. At each internal reflection the IR beam penetrates 



a short distance from 

the surface to the IRE to 

the sample, forming an 

evanescent wave at the 

interface ATR–FTIR 

analyses are thus based 

on the interaction 

between the evanescent 

wave and any adsorbed 

species. ATR–FTIR has 

been widely used to characterize the chemical composition, physical 

structure and morphology of clean, unused membranes [5,6]. 

2.1.2. Nuclear magnetic resonance (NMR) spectroscopy 

Nuclear magnetic resonance spectroscopy is the technique which 

exploits the magnetic properties of certain nuclei. Principally proton NMR 

(1H-NMR) and carbon-13 NMR (13C) spectroscopy has been used to 

characterize the prepared charged ultrafilter membranes. When placed in a 

magnetic field, NMR active nuclei (such as 1H or 13C) absorb at a frequency 

characteristic of the isotope. The resonant frequency, energy of the 

absorption and the intensity of the signal are proportional to the strength of 

the magnetic field. As the name indicates, 1H-NMR spectroscopy involves the 

change of the spin state of nuclear magnetic moment of the proton when the 

nucleus absorbs electromagnetic radiations in a strong magnetic field [1]. By 

studying the membranes by 1H-NMR, one can obtain the following 

information. Initially it gives the relation between the number of signals in 

the spectrum and the number of different kinds of the hydrogen atoms in the 

molecule. Thus one can know the different kinds of environments of the 

hydrogen atoms in the polymer. The area underneath each signal is in the 

same ratio as the number of hydrogen atoms causing each signal. The 

principal signal may get splits into smaller peaks i.e., spin-spin splitting may 

be observed. The type of splitting pattern observed (doublet, triplet, quartet 

IRE 
IR radiation 

incident beam 
Totally internally reflected light to 

detector 

Polymer film 

Protein 

molecule 

Evanescent 

wave 

Figure 2.1.1. Diagram illustrating flow-cell operation in 
ATR–FTIR. 
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and so forth) depends on the number of neighboring nonequivalent protons. 

For many simple compounds, one can predict the splitting pattern with n+1 

rule, where n is the number of neighboring protons. Spin-spin splitting thus 

helps in deducing molecular structure. The spacing between the peaks as a 

result of spin-spin splitting is denoted by J with units of cycles per second or 

Hertz (Hz). J is the coupling constant between two protons and it gives 

further information on the molecular structure and stereo chemical features. 

It is also possible to evaluate quantitatively degree of sulphonation by 1H-

NMR spectroscopy.  

In the 1H-NMR spectra the presence of a sulphonic group causes a 

significant downfield shift from 7.31 ppm to 8.21 ppm of the hydrogen 

located in the ortho position at the aromatic ring. By evaluating the ratios 

between the peak area of the signal corresponding to the hydrogen atoms 

located next to the sulphonic acid groups (HE) and the peak areas of the 

signals corresponding to the other aromatic hydrogen atoms, the extent of 

sulphonation could be calculated using the Eq. 2.3. In Eq. 2.1, n is the 

number of HE hydrogen atoms and -2n is the number of residual hydrogen 

atoms of aromatic rings.  Denotes total number of hydrogen atoms with 

different electron density in the aromatic rings and is 8 for poly (ether 

sulfone) (PES). Degree of sulphonation of PEEK and PES were estimated 

using the following mathematical expressions [7,8], 
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where x = degree of sulphonation (mole %), AHE = integral of HE, AH = 

integrals of the remaining hydrogen atoms.  



2.2. Thermal analysis of charged membranes 

The group of technique that has been developed to make analytical 

instrument during heating is given the general name „thermal analysis‟. 

Thermal analysis comprises a group of techniques in which the physical 

property of a substance is measured as a function of temperature, while the 

substance is subjected to a controlled temperature program [9]. In differential 

thermal analysis, the temperature difference that develops between a sample 

and an inert reference material is measured, when both are subjected to 

identical heat-treatments. The related technique of differential scanning 

calorimetry relies on differences in energy required to maintain the sample 

and reference at an identical temperature. 

2.2.1. Thermal Gravimetric Analysis (TGA)  

TGA is a simple analytical technique that measures the weight loss (or 

weight gain) of a material as a function of temperature. It is used to 

characterize the polymeric materials to determine changes in weight in 

relation to change in temperature and thermal stability of membranes.  

  As materials are heated, they can loose weight from a simple process such 

as drying, or from chemical reactions 

that liberate gasses. Some materials can 

gain weight by reacting with the 

atmosphere in the testing environment. 

Since weight loss and gain are disruptive 

processes to the sample material or 

batch, knowledge of the magnitude and 

temperature range of those reactions are 

necessary in order to design adequate 

thermal ramps and holds during those 

critical reaction periods. The measurement is normally carried out in air or in 

an inert atmosphere, such as Helium or Argon, and the weight is recorded as 

a function of increasing temperature. The record is the thermo-gravimetric or 
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Figure 2.2.1. Formalized TGA curve. 



TG curve; the mass should be plotted on the ordinate decreasing downwards 

and temperature (T) or time (t) on the abscissa increasing from left to right 

(Fig. 2.2.1). As many weight loss curves look similar, the weight loss curve 

may require transformation before results may be interpreted. A derivative 

weight loss curve can be used to tell the point at which weight loss is most 

apparent.  

TGA is inherently quantitative, and therefore an extremely powerful 

thermal technique, but gives no direct chemical information. The ability of 

TGA to generate fundamental quantitative data from almost any class of 

materials, has led to its widespread use in every field of science and 

technology. The key information obtained from TGA is listed below: 

 Thermal Stability: related materials can be compared at elevated 

temperatures under the required atmosphere. The TG curve can help to 

elucidate decomposition mechanisms.  

 Kinetic Studies: a variety of methods exist for analyzing the kinetic 

features of all types of weight loss or gain, either with a view to predictive 

studies, or to understand the controlling chemistry. 

  Material characterization: TG and DTG curves can be used to 

"fingerprint" materials for identification or quality control.  

 Corrosion studies: TG provides an excellent means of studying oxidation, 

or reaction with other reactive gases or vapours.  

 Simulation of industrial processes: the thermo-balance furnace may be 

thought of as a mini-reactor, with the ability to mimic the conditions in 

some types of industrial reactor. 

 Compositional analysis: by careful choice of temperature programming 

and gaseous environment, many complex materials or mixtures may be 

analyzed by selectively decomposing or removing their components. This 

approach is regularly used to analyze e.g. filler content in polymers, 

carbon black in oils, ash and carbon in coals, and the moisture content of 

many substances. 



TGA is commonly employed to asses the degradation process and the thermal 

stability of the membranes were investigated using TGA (Mettler Toledo 

TGA/SDTA851
e 
with star

e 
software), under nitrogen atmosphere with heating 

rate of 10 
o
C/min from 50 to 600 

o
C.  

2.2.2. Differential scanning calorimetric analysis (DSC) 

Differential scanning calorimetry (DSC) is a thermo-analytical 

technique in which the difference in the amount of heat required to increase 

the temperature of a sample and reference are measured as a function of 

temperature. In DSC, the thermal 

properties of a sample are 

compared against a standard 

reference material, which has no 

transition in the temperature 

range of interest, such as 

powdered alumina (Fig. 2.2.2). 

Both the sample and reference are 

maintained at nearly the same 

temperature throughout the 

experiment. The basic principle 

underlying this technique is that, when the sample undergoes a physical 

transformation such as phase transitions, more (or less) heat will need to 

flow to it than the reference to maintain both at the same temperature. 

Whether more or less heat must flow to the sample depends on whether the 

process is exothermic or endothermic [10]. DSC may also be used to observe 

more subtle phase changes, such as glass transitions. DSC is widely used in 

industrial settings as a quality control instrument due to its applicability in 

evaluating sample purity and for studying polymer curing. Theses 

measurements provide quantitative and qualitative information about 

physical and chemical changes that involve endothermic and exothermic 

process and change in heat capacity.  

Sample 
 

Metal 2 Metal 1 

Empty 

Metal 1 Metal 2 

Temperature Difference 
 =  

Heat Flow 
Figure 2.2.2. Representative sample 
holder within an adiabatic enclosure in 
DSC analysis.  

 



A plot of the difference in energy 

supplied to the sample against the 

average temperature, as the latter is 

slowly increased through one or more 

thermal transitions of the sample yields 

important information about the 

transition, such as latent heat or a 

relatively abrupt change in heat 

capacity. The glass transition process is 

illustrated in the Fig. 2.2.3 below for a 

glassy polymer, which does not 

crystallize and is being slowly heated from below Tg. Here, the drop marked Tg 

at its midpoint represents the increase in energy supplied to the sample to 

maintain it at the same temperature as the reference material, due to the 

relatively rapid increase in the heat capacity of the sample as its temperature 

is raised through Tg. The addition of heat energy corresponds to this 

endothermal direction. 

A melting process is also illustrated in 

Fig. 2.2.4 for the case of a highly crystalline 

polymer, which is slowly heated through its 

melting temperature (Tm). Again, as the 

melting temperature is reached, an 

endothermal peak appears because heat 

must be preferentially added to the sample 

to continue this essentially constant 

temperature process. The peak breadth is 

primarily related to the size and degree of 

perfection of the polymer crystals. Note that if the process were reversed so 

that the sample was being cooled from the melt, the plot would be inverted. 

In that case, as both are being cooled by ambient conditions, even less heat 

Figure 2.2.3. Typical thermogram of DSC 

analysis. 

Figure 2.2.4. Typical melting 
process in DSC analysis. 



would need to be supplied to the sample than to the reference material, in 

order that crystals can form. This corresponds to an exothermal process.  

The key information obtained from DSC are Glass transitions, melting 

and boiling points, crystallisation time and temperature, percent crystallinity, 

heats of fusion and reactions, sspecific heat capacity, oxidative/thermal 

stability, rate and degree of cure, rreaction kinetics, purity. 

Polymers are unique in the dominance of the glass transition as the 

decisive factor in their mechanical properties. Polymers are the only material 

for which the equilibrium ground state is often glassy rather than crystalline. 

This is because topological and stereo- chemical constraints prevent the 

formation of crystals in many cases. The glass transition is often called a 

pseudo-second order transition because of the dominance of kinetics. Slower 

cooling rates in the DSC, for instance, lead to lower measured values of the 

glass transition. The DSC of developed membrane was carried out using a 

Mettler Toledo DSC822e thermal analyzer with stare software.   

2.3. Dynamic mechanical analysis (DMA)  

Dynamic mechanical analysis (DMA), is useful for observing the 

viscoelastic nature of polymers. When a polymer is subjected to a forced 

mechanical vibration at a fixed frequency, temperature and elongation a 

fraction of the energy is absorbed and a fraction is returned elastically [10]. 

The use of DMA is in understanding the mechanical response of elastomers. 

The mechanical properties of the membrane under investigation were carried 

out at room temperature with different force and frequencies in order to 

assess their suitability for different processes.  

Viscoelastic materials such as polymers typically exist in two distinct 

states. They exhibit the properties of a glass (high modulus) at low 

temperatures and those of a rubber (low modulus) at higher temperatures. 

By scanning the temperature during a DMA experiment this change of state, 

the glass transition or alpha relaxation, can be observed. DMA technique is 

more sensitive and yields more easily interpreted data. DMA can also be used 

http://en.wikipedia.org/wiki/Viscoelastic
http://en.wikipedia.org/wiki/Polymers
http://en.wikipedia.org/wiki/Glass
http://en.wikipedia.org/wiki/Rubber


to investigate the frequency (and therefore time) dependent nature of the 

transition. This is usual, as the degree of dependence is specific to the 

transition type. In addition, DMA gives modulus values. This analysis of 

mechanical strength of the membranes was carried out using a Mettler 

Toledo dynamic mechanical analysis (DMA) 861c instrument with starc 

software under isothermal conditions. 

2.4. Scanning electron microscopy (SEM)  

The Scanning electron microscope (SEM) is a scientific instrument that 

uses a beam of highly energetic electrons to examine objects on a very fine 

scale rather than light to form an image [5]. Electron microscopes were 

developed due to the limitations of light microscopes, which are limited by 

the physics of light to 500x or 1000x magnification and a resolution of 0.2 

micrometers. With the use of electron beam one can get the magnification of 

10,000x and plus. SEM can yield following information of the sample under 

study. i) Topography, the surface features of an object or "how it looks", its 

texture; direct relation between these features and materials properties 

(hardness, reflectivity etc.). ii) Morphology, the shape and size of the particles 

making up the object; direct relation between these structures and materials 

properties (ductility, strength, reactivity etc.). iii) Composition, the elements 

and compounds that the object is composed of and the relative amounts of 

them; direct relationship between composition and materials properties 

(melting point, reactivity, hardness etc.). iv) Crystallographic information, 

how the atoms are arranged in the object; direct relation between these 

arrangements and materials properties (conductivity, electrical properties, 

strength etc.).  

SEM images of the charged membranes were recorded using Leo 

microscope at 15kV accelerating voltage after gold coating. 

 

 



2.5. Physicochemical and electrochemical 

characterization of charged membranes 

In charged membranes, the fixed anions are in electrical equilibrium 

with mobile cations in the interstices of the polymer. In contrast, the mobile 

anions, called co-ions, are more or less completely excluded from the polymer 

matrix because of their electrical charge, which is identical to that of the fixed 

ions. This type of exclusion called Donnan-exclusion in the honor of his 

pioneer work [11]. Due to the exclusion of co-ions, a cationic membrane 

permits transfer of cations only. Anionic membranes carry positive charges 

fixed on the polymer matrix. Therefore, they exclude all cations and are 

permeable to anions only. Thus the selectivity of membrane results from the 

exclusion of co-ions from the membrane phase. The Donnan-exclusion and 

thus membrane selectivity depend on: (i) the concentration of the fixed ions; 

(ii) the valence of co-ions; (iii) the valence of counter-ions; (iv) the 

concentration of the electrolyte solution; and (v) the affinity of the exchanger 

with respect to the counter-ions.  

Additional important parameters for the characterization of charged 

membranes are the density of the polymer network, hydrophobic and 

hydrophilic properties of the matrix polymer, charge density, membrane 

conductivity, and their morphology. It is difficult to optimize the properties of 

charged membranes because the parameters determining different properties 

often have opposing effects. For instance, a high degree of cross-linking 

improves the mechanical strength of the membrane but also increases the 

electrical resistance. The properties of charged membranes are determined by 

two parameters, namely the basic polymer matrix and the nature and 

concentration of fixed ionic moiety. The basic polymer matrix determines to a 

large extent the mechanical, chemical and thermal stability of the membrane, 

while the concentration of the fixed ionic charges determine the 

permselectivity and electrical resistance of the membrane but they also have 

significant effect on the mechanical properties of the membrane [12-15].  



2.5.1. Contact angle measurement 

Contact angle is an invaluable metric for understanding material 

surface properties like adhesion, wettability, and solid surface free energy. 

This angle (θ) is made at which a liquid/vapor interface meets the solid 

surface. It is a quantitative measure of the wetting of a solid by a liquid.  The 

theoretical description of contact arises from the consideration of a 

thermodynamic equilibrium between the three phases: the liquid phase of the 

droplet (L), the solid phase of the substrate (S), and the gas/vapor phase of 

the ambient (V) (which will be a mixture of ambient atmosphere and an 

equilibrium concentration of the liquid vapor). The V phase could also be 

another (immiscible) liquid phase. At equilibrium, the chemical potential in 

the three phases should be equal. It is convenient to frame the discussion in 

terms of the interfacial energies. We denote the solid-vapor interfacial energy 

(see surface energy) as γSV, the solid-liquid interfacial energy as γSL and the 

liquid-vapor energy (i.e. the surface tension) as simply γ, we can write an 

equation that must be satisfied in equilibrium (known as the Young Eq. 

(2.4.)) 

   4.2cos c  slsv                                                                                 

Contact angle can be measured by producing a drop of pure liquid on a solid. 

The angle formed between the solid/liquid interface and the liquid/vapor 

interface and which has a vertex where the three interfaces meet is referred 

to as the contact angle. This angle is specific for any given system. Three 

interfaces (liquid/solid/vapor) boundary is in actual motion the angles 

produced are called “Dynamic Contact Angles” and are referred to as 

„advancing‟ and „receding‟ angles. When the drop has recently expanded the 

angle is said to represent the „advanced‟ contact angle.  If the liquid is very 

strongly attracted to the solid surface (for example water on a strongly 

hydrophilic solid) the droplet will completely spread out and the contact angle 

will be close to 0°, which reflects better wetting, adhesiveness, and higher 

surface energy. Less strongly hydrophilic solids will have a contact angle up 

http://en.wikipedia.org/wiki/Liquid
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http://en.wikipedia.org/wiki/Thermodynamics
http://en.wikipedia.org/wiki/Thermodynamic_equilibrium
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http://en.wikipedia.org/wiki/Wetting#Simplification_to_planar_geometry.2C_Young.27s_relation
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to 90°. This condition is exemplified by poor wetting, poor adhesiveness and 

the solid surface free energy is low [16].  

Assessment of extent of hydrophilic nature of membranes, contact 

angle in water of membranes was measured with a tensiometer (DCAT 21, 

Dataphysics, Filderstadt, Germany) based on energy balance approach to the 

three-phase equilibrium. 

2.5.2. Molecular weight cutoff of membrane  

Protein retention in ultrafiltration has traditionally been viewed as a 

purely size based exclusion phenomena. The rejection characteristic of 

ultrafilter membranes are usually expressed as a nominal molecular weight 

cut off. This number refers to the molecular weight (Dalton) of species, which 

would be expected to have a Ri value of at least 0.9. Molecular weight cutoff 

(MWCO) profile of retention curve is constructed by measuring the Ri values 

of chemically similar compounds with varying molecular weights. In other 

words MWCO is defined as „molecular weight of protein which is 90% 

retained by the membrane, it provides minimal information on product 

retention since membrane with the same MWCO but different pore size 

distributions can have very different behaviour at the > 99 % retention level 

needed for ultrafiltration process.   

The MWCO of charged ultrafilter membranes were determined by 

polyethylene glycol (PEG) rejection analysis by plotting the rejection against 

the molecular weight. The MWCO curve was obtained by plotting the 

rejection of each solute against the molecular weight. The observed solute 

rejection (Ri) for a given species i was determined by Eq. 2.5.: 
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(CP)i and (CF)i are the concentration in permeate and feed solution, 

respectively. Samples of feed and filtrate are taken under steady state 

conditions. The concentration of PEG in feed and permeate were analyzed by 

chromatographic technique. 



2.5.3. Water uptake properties of charged membranes 

The swelling capacity of a charged membrane determines not only its 

dimensional stability but also affects its selectivity, electrical resistance and 

hydraulic permeability. It depends on the nature of the polymeric material, 

the ion-exchange capacity and the cross-linking density. Usually the swelling 

of a membrane is expressed in turn of water content or uptake (w) under 

given experimental conditions and can be defined by weight difference 

between the wet and dry membrane,  
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Here, Wh is the wet membrane weight and Wd is the dry membrane weight. 

A sample is equilibrated in deionized water, after removing the surface 

water from the sample the wet weight of the swollen membrane is 

determined. Then the sample was dried at elevated temperature until a 

constant weight was obtained. The water uptake was determined as weight 

percentage from the weight of the dry and wet sample. Water content in 

terms of water concentration in the membrane phase can be determined by 

means of the following equation [17-18], 
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where m

wC  designates the concentration of water in the membrane, m the 

density of wet membrane and Mw the molar mass of water (18 g mol-1).  

The membrane porosity  (volume of free water within membrane per 

unit volume of wet membrane) can be obtained by following equation: 
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where V designates the volume increase of the membrane upon absorption 

of the water per unit dry membrane volume, which may be estimated by 

using following equation. 
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Where d is the density of dry membrane and w is the density of 

water, which enters into the membrane. 

2.5.4. Determination of membrane ion-exchange capacities 

The ion-exchange capacity of charged membranes is determined by 

titrating the fixed ions, e.g. –SO3
- or –R4N+ group with 0.1N NaOH or HCl, 

respectively. For these tests, cationic and anionic charged membranes are 

equilibrated for about 6 hr. in 1N HCl or NaOH respectively, and then rinsed 

free from chloride or sodium with deionized water. The ion-exchange capacity 

of the sample is then determined by back titration with 0.1N NaOH or HCl, 

respectively. Weak base anionic charged membranes are characterized by 

equilibration in 1N NaCl solution and titrated with standardized 0.1N AgNO3 

solution. The sample was dried and the ion-exchange capacity (Ec; mequiv./g) 

of the membrane is calculated by Eq. 2.10. 

Ec = ab/w              (2.10) 

where a is the burette reading of acid, base or silver nitrate, b is the 

concentration of acid, base or silver nitrate and w is the dry weight of the 

membrane (gm.).  

Further more, Ion-exchange capacity can be used for the 

determination of fixed-ion concentration (Xm) of the membrane in units of 

(moles of sites)/ (unit volume of wet membrane) by Eq. 2.11. 
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where IEC is expressed in equiv/g of dry membrane and  and d expressed 

as in Eq. (2.10) and (2.11).      

2.5.5. Membrane Potential Measurements 

It was observed that when a membrane separated two electrolyte 

solutions, an electric field (diffusion potential) maintain electro-neutrality and 

brought about the balance of fluxes. The magnitude and sign of potential 



depended on the nature of the membrane and the permeating species. If the 

membrane carried no fixed charges, the potential was the same at the liquid 

junction potential. Whereas, if the membrane carried some fixed charges, the 

magnitude of the potential was determined by the concentration of the 

external solution and its sign by the nature of the fixed charge. However, it is 

found that many membranes considered completely inert, because of the 

absence of measurable quantity of fixed charge, have a tendency to generate 

an electric potential. This was attributed to the adsorption of cations or 

anions to make them anion or cation selective.  

 The electrical potential arising across an ionic membrane separating 

different salt solutions are usually 

measured by constructing cells of the 

type as presented in Fig. 2.5.1. The 

reference electrode may be reversible 

electrode of the type Ag-AgCl standing 

in chloride solution or calomel 

connected to the solutions via KCl-

agar bridges. In the former case the 

total potential measured is made up 

of two compartments, one the 

electrode potential and the other the membrane potential. In the case of 

latter, the cell potential directly gives the membrane potential. These 

measurements to evaluate membrane potential are not unambiguous [19-20]. 

These types of measurements have become routine procedures to 

characterize the selectivity of membranes. The total membrane potential is 

considered to be composed of two Donnan potentials at the two solution 

membrane interfaces 1 and 2 and a diffusion potential arising from unequal 

concentration of the two membrane faces.  The membrane surfaces are 

assumed to be in a state of equilibrium instantaneously established although 

this seems less true as the concentration gradient and consequent steady 

diffusion of the electrolyte and solvent become appreciable. Detailed 

Figure 2.5.1. Schematic diagram for 

membrane potential measurements 



experimental set up used for membrane potential measurements is shown in 

Fig. 2.6 Selective transport of counter-ion through membrane is 

quantitatively expressed in terms of permselectivity. The measurement of 

permselectivity can be done in terms of counter-ion transport number. 

Transport number is determined by the Hitorf‟s method, where 

concentration of certain ions increases in the feed and decreases in the dilute 

solution, which was measured by passing known amount of current through 

the unit during the electro-dialysis. A 

faster method for the determination of 

apparent permselectivity is based on 

membrane potential measurement. The 

experimental set-up for the membrane 

potential measurement is shown in Fig. 

2.5.2. The advantage of the 

determination of the potential between 

two solutions of different concentrations 

is that the tests are not obscured by concentration polarization effect at the 

membrane surface.  

Membrane potential data are used to calculate counter ion transport 

number using Eq. 2.12.  
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Where Em is the potential difference between two solutions containing 

electrolyte solutions, n is electro-valence of electrolyte, m

it  the transport 

number α1 and α2 are activities of electrolyte solutions, R the gas constant, T 

temperature and F faraday constant. The superscript „m‟ refers to the 

membrane, respectively.  

Ion selectivity of membranes is quantitatively expressed in terms of 

membrane permselectivity, which measures the ease with which counter-ion 

migration occurs through membrane, and is defined as [21-23]. 
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Stirrer 

IEM 
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Figure 2.5.2.  Schematic experimental 
set for the determination of membrane 
permselectivity by membrane potential 
measurements. 
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Here, P = permselectivity of membrane, ti
m = counter-ion transport number 

through the membrane, ti= counter-ion transport number in the solution 

phase. 

  Further, with the knowledge of permselectivity, fixed charge density of 

the ion-exchange membranes can be obtained using the relation.  
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Where „C‟ denotes the mean concentration. Thus the permselectivity of 

membranes relates the transport of electric charges by specific counter-ion to 

the total transport of electric charges through the membrane. An ideal cation 

selective membrane would transmit positively charged ions only. The 

permselectivity approached „zero‟ when the transference number within the 

membrane is the same as in the electrolyte solution. Due to the „Donan-

Exclusion‟ the permselectivity of membrane depends upon the concentration 

of electrolyte in the solution and on the ion exchange capacity of membranes.  

2.6. Membrane permeability measurements 

To investigate the impact of membrane forming materials, their 

charged nature and optimum condition of gelation on the membrane 

performance and throughput, volumetric fluxes (J)  through the membranes 

were measured under varied applied pressure (membrane hydrodynamic 

permeability) and electrical gradient (electro-osmotic permeability), separately 

in equilibration with NaCl solution of 0.001 mol dm−3 concentration [24]. 

2.6.1. Electro-osmotic permeability measurements 

If electric field is applied to such charged surfaces, force is exerted on 

both solutions part of double layer and the charge surface. At immobile 

surface the solution part of double layer will respond to shear, the part close 



to the surface remaining stationary but the reminder part of solution will 

move under the influence of field carrying solvent with it. This process is 

called as „electro-osmosis‟. Solvent is transported either by an association 

with the transported ion, such as hydration sphere, or by hydrodynamic 

pumping due to the movement of the ions and associated solvent molecules. 

This solvent transport accompanying the ion transport through the 

membrane is termed as electro-osmosis. The application of an electric field to 

a membrane causes not only transport of ions but also transport of liquid 

existing in the pores of the membrane [25]. This solvent transport occurs due 

to solvation of ions through a membrane under applied potential can be 

called in a phenomenological way electro-osmosis. Usually this transport 

takes place in the direction in which the counter-ions moves. As counter-ions 

experience less resistance due to solvent movement also in the same 

direction, they move faster than co-ions. True transport numbers of counter-

ions account for increased ion transport due to convection.  

Electro-osmotic permeability of charged membranes was measured in 

a two-compartment membrane cell [26] with effective membrane area of 24.0 

cm2, in equilibration with 0.001M NaCl solutions (Fig. 2.6.1). Both 

compartments were kept in a state of constant agitation by means of 

magnetic and 

mechanical stirrer. A 

known potential 

difference was imposed 

across the membrane 

with the help of 

electronically operated 

power supply using 

Ag/AgCl electrodes 

and ensuing 

volumetric flux was measured by observing movement of liquid in a 

horizontally fixed capillary tube of known radius. The current flowing 

Electrode 

Membrane Stirrer 

Electrode 

Stirrer 

Capillary 

Figure 2.6.1. Cell used for electro-osmotic flux measurements 



through the system was also measured using a digital ammeter connected in 

series. Several measurements were performed in order to obtain reproducible 

values. The electro-osmotic permeability of membrane can be defined as               
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Where L12 is electro-osmotic permeability of the charged membranes 

(Amp
-1

 cm s
-1

), J  is the pure water flux (l m -2h-1 ) and E is applied potential 

gradient across the membrane. Knowledge of the electro-kinetic properties 

such as zeta potential of a particular membrane will be proved to be major 

contributing factor behind the decision to implement that membrane for a 

specific separation process, as the surface charge on synthetic membrane 

has significant effect on its separation properties and fouling tendency. The 

zeta potential (ξ ) can be obtained from electro-osmotic permeability (Li) using 

Smoluchowski equation.  
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Where 0 is the permittivity of vacuum, r the relative dielectric constant of 

the electrolyte, η the electrolyte viscosity, and  is the conductivity of the 

electrolyte. In general, the zeta potential of the membranes is supposed to 

represent the charge characteristics of membrane-solution interfacial zone 

due to presence of charges at membrane surfaces. Furthermore, values of 

zeta potentials of these membranes suggest their capability for charge based 

selection/rejection. 

2.6.2. Hydrodynamic permeability  

Hydrodynamic permeability is the volume of liquid passed through one 

unit area of membrane surface for one time unit of pressure difference. 

 Water can penetrate through either gel areas or intergel areas in a 

membrane. The intergel areas are less cross-linked, and the water flow would 

meet less resistance in these areas. However, volumetric fraction of intergel 



areas is small; therefore, it is not possible to predict the contribution of gel 

areas and intergel areas in the total hydraulic permeability.  

The membrane permeability is typically evaluated from the water 

(buffer) volumetric flux Jv (l m -2h-1 ) through the membrane as a function of 

the trans membrane pressure based on Darcy‟s law; 
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where V is the volume of fluid transported (m3), S is the membrane 

active surface area (m2), t is the time (h) span of transport collection, and P 

is applied hydrostatic pressure across the membrane. The volume of fluid 

transported through the membranes linearly increased with time and 

pressure [27]. Charged nature of the membrane influences the membrane 

flux because the increase in membrane compactness or decrease in its 

hydrophilic characteristics with decrease in functional nature.  

To investigate the impact of the membrane forming materials, their 

charged nature, optimum casting and gelation conditions, performance and 

throughput and volumetric fluxes of both membranes was evaluated by 

under applied pressure and electric gradient. In all cases, straight line 

passed through origin was obtained. Hydrodynamic permeability (L12) of the 

membrane was evaluated directly from the slope of the volumetric flux (Jv; 

volume flow rate per membrane area) versus pressure (P) data: 
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Values of L11 were used with advantage for the estimation of apparent pore 

radius (rp) using Eq. (2.19). 
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where L11 is the hydrodynamic permeability of the charged membrane (cm3 

Ncm-2 s-1),   denotes membrane thickness,  the coefficient of viscosity of the 

permeate and water content (dimensionless) of the membrane.  



2.7. Electrical resistance of charged membranes 

The electrical resistance of charged membranes is one of the factors 

that determine the energy requirements of electro-dialysis processes. It may 

be noted that true electrical resistance is measured by AC or electrochemical 

impedance at certain frequency.  It is however, in most practical cases 

considerably lower than the resistance of the dilute solutions, since the ion 

concentration in the membrane is relatively high. The specific membrane 

resistance is given as  cm-1. From the engineering point of view, the 

membrane area resistance in  cm2 is more convenient. As reported, 

membrane resistance is measured with the help of the cell composed of two 

black graphite electrodes fixed on Plexiglas plates with known active area of 

electrodes as well as membrane [28]. Both electrodes were not in direct 

contact with membrane. Membrane resistance (Rm) is estimated by 

subtraction of electrolyte resistance (Rsol) without membrane from membrane 

resistance equilibrated in electrolyte solutions (Rcell ) [Rm =Rcell – Rsol].  

  The effective membrane resistance determined experimentally as a 

function of solution concentration in equilibrium with the membrane, could 

be used for the estimation of membrane specific conductivity. The specific 

conductivity m of the membrane in given by the eq. 2.20. 
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where x is the thickness of the wet membrane, A it‟s area and 1/Rm its 

electrical conductivity.     

                                     

 

 

 



2.8. Protein concentration analysis 

2.8.1. High Performance Liquid Chromatography (HPLC) 

HPLC is widely used analytical technique in biochemistry and 

analytical chemistry to separate, identify, and quantify compounds. HPLC 

utilizes a liquid mobile phase to separate the components of a mixture.  

These components (or analytes) are first dissolved in a solvent, and 

then forced to flow through a chromatographic column under a high pressure 

(up to 400 atmospheres), 

that makes it much faster 

(Fig. 2.8.1). In the column, 

the mixture is resolved into 

its components. The 

interaction of the solute 

with mobile and stationary 

phases can be manipulated 

through different choices of 

both solvents and 

stationary phases and a 

detector that shows the retention times of the molecules. Retention time 

varies depending on the interactions between the stationary phase, the 

molecules being analyzed, and the solvent(s) used. As a result, HPLC 

acquires a high degree of versatility not found in other chromatographic 

systems and it has the ability to easily separate a wide variety of chemical 

mixtures. It also allows you to use a very much smaller particle size for the 

column packing material which gives a much greater surface area for 

interactions between the stationary phase and the molecules flowing past it. 

This allows a much better separation of the components of the mixture. The 

other major improvement over column chromatography concerns the 

detection methods which can be used. These methods are highly automated 

and extremely sensitive [29]. 
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Figure 2.8.1. Schematic of HPLC instrument. 
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HPLC as compared with the classical technique is characterized by: 

● Small diameter (2-5 mm), reusable stainless steel columns; 

● Column packings with very small (3, 5 and 10 μm) particles; 

● Relatively high inlet pressures and controlled flow of the mobile phase; 

● Precise sample introduction without the need for large samples; 

● Special continuous flow detectors capable of handling small flow rates and 

detecting very small amounts; 

● Automated standardized instruments; 

● Rapid analysis; 

● High-resolution. 

Single and mixed protein concentration was determined by high 

performance liquid chromatography (HPLC) (Prominence, Shimadzu HPLC) 

using BioSep-SEP-S2000 (Phenomenex) column with geometry 300 mm × 

7.80 mm. The used mobile phase was a phosphate buffer 

(NaH2PO4/Na2HPO4; 5.0 mM, pH 7.0); the wavelength determination for both 

proteins was 280 nm. Flow rate of the mobile phase was adjusted to 1.0 

mL/min. and oven temperature was set on 30.0 0C. Retention time for 

Casein, Bovine Serum Albumin and Lysozyme was observed at 10.23, 12.58 

and 6.14 min respectively. Determination of the proteins concentrations was 

achieved up to ± 0.001 mg/ml. 

2.8.2. Ultraviolet visible (UV) Spectrophotometry 

Change in concentration of protein solution is measured with the help 

of ultraviolet-visible (UV) spectrophotometry. The method is most often used 

in a quantitative way to determine concentrations of an absorbing species in 

solution, using the Beer-Lambert law: 
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where A is the measured absorbance, I0 is the intensity of the incident light 

at a given wavelength, I is the transmitted intensity, l the path length through 

http://en.wikipedia.org/wiki/Absorbance
http://en.wikipedia.org/wiki/Wavelength


the sample, and c the concentration of the absorbing species. The instrument 

used in UV spectroscopy is called a UV/vis spectrophotometer. It measures 

the intensity of light passing through a sample (I), and compares it to the 

intensity of light before it passes through the sample (Io). The ratio I/Io are 

called the transmittance, and are usually expressed in percentage (%T). The 

absorbance, A, is based on the transmittance: 

  )22.2(%log TA                                                                                                                                

  Considering the change in absorbance by solution after every 1h, 

concentration change was calculated with the help of reference graphs. The 

concentration of Bovine Serum Albumin and lysozyme was measured by 

ultraviolet spectroscopy at 280 nm and that of haemoglobin is measured at 

420 nm. 

2.9. Adsorption on protein on membrane surface 

The contact of synthetic material, particularly polymers, with biological 

environment usually induces non-specific protein adsorption, which induces 

negative affect on membrane performance [30]. Protein adsorption property of 

ultrafilter membrane is used as an indicator of the membrane performance 

[31]. 

 For determination of membrane performance as a membrane 

adsorption, different membrane samples were cut into small pieces and 

introduced in a small beaker containing 25 ml protein solution of different 

initial concentration and pH. These suspensions were kept for 6 hr shaken 

condition at 25 0C under shaken condition. The concentrations of the 

supernatants were determined spectro-photometrically for estimation of 

adsorption and protein binding capacity.  To examine the interactions 

between protein and charged surfaces, protein adsorption and binding 

capacity was determined in batch mode at different pH of protein solution. 

Protein adsorption % was estimated by the ratio of amount of protein 

adsorbed and amount of protein taken for equilibration. Concentration of 

http://en.wikipedia.org/wiki/Concentration
http://en.wikipedia.org/wiki/Measuring_instrument
http://en.wikipedia.org/wiki/Absorbance


protein in feed and after adsorption was estimated by high performance 

liquid chromatography. 

2.10. Observed protein transmission  

In an ultrafiltration process, the transmission of solute or particular 

protein through a membrane can be expressed by the „observed protein 

transmission‟ (ζobs), which is also referred to as the „apparent sieving 

coefficient‟ (Sa). ζobs was estimated by the ratio of protein concentration in the 

feed side to the permeate side. 
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where Cp is the protein concentration in the permeate (kg/m3) and Cb is the 

protein concentration in the bulk feed (kg/m3).  

 For fractionation of binary mixture of solutes, it is desirable to achieve 

maximum transmission of one solute and minimum transmission of the 

other. Efficiency of solute transmission for a binary mixture is expressed in 

terms of the selectivity parameter (SP) or separation factor (SF) which is ratio 

of transmission of individual proteins from their mixture [32]. 
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Where (ζobs)1 is observed protein transmission of solute 1 and (ζobs)2 is 

observed protein transmission of solute 2. The concentration of feed and 

permeate was confirmed by UV-Visible spectrophotometer. 

2.11. Electro-ultrafiltration  

Electro-ultrafiltration is used for separation of charged molecules or 

ions under coupled derived forces (electric and pressure gradient). As a 

particle in suspensions carry an electric charge, it is possible by means of 

suitable superposition of ultrafiltration process with applied electric field. 

This process is a developed to combat residual cake formation at the 



membrane surface by use of an applied electric field [33]. The following 

effects have to be taken into consideration when an electric field is applied in 

ultrafiltration process. 

Ultrafiltration experiments, with or without applied potential gradient, 

using desired protein solution and their mixture, were conducted in dead-end 

and cross-flow permeation modes using plate and frame model. The 

experimental cell was made of acrylic with compressed air as the driving force 

having volume of 200 cm3. Effective membrane area was 65 cm2. The 

experiments were conducted in batch mode of operation under stirred 

conditions using magnetic stirrer to minimize the effects of concentration 

polarization. There was provision for applying desired potential across the 

membrane by using two platinum electrodes on its either side. Desired 

electric field was applied through the platinum electrodes using a regulated 

digital power supply (Aplab, India, model) so that electrode in the permeate 

side was the cathode, while simultaneous pressure was controlled using air 

compressor made of stainless steel. Effective pressure in the ultrafiltration 

cell was measured by a pressure meter fitted on the top of cell with a safety 

valve. Before each measurement, the membrane was soaked in distilled water 

for 2 h then equilibrated in the experimental solution. The pressure was 

varied in between 2 to 4 × 10-11 N cm-2, while applied electrical gradient was 

varied between 0.67 and 2.00 V cm-1. To prevent gas evolution at the 

electrodes by electrolysis and heat generation, the ionic strength of the buffer 

solution and applied electrical gradient were kept relatively low. Also micro-

filters were separated two electrodes and restrict the approach of proteins on 

the electrodes. Permeate volume was measured with respect to time at each 

applied pressure with accuracy of 0.01 cm3. Concentration of protein in the 

permeate side was determined by high performance liquid chromatography. 

At least three protein samples were collected at regular intervals for 

subsequent protein analysis. After completion of the experiments membrane 

was washed thoroughly with double distilled water and original membrane 

permeability was reproduced to ensure the absence of any adsorption or 



fouling. Denaturation or degradation of protein was studied by recording the 

retention time in the chromatogram before and after the experiments. 

2.12. Electro-chemical membrane reactor 

The system was comprised of an electrochemical membrane reactor; 

two tanks; two peristaltic pumps and an adjustable DC power supply (Fig 

2.12.1). The electrochemical membrane reactor made by PTFE was divided 

into an anode and cathode compartment by an anion-exchange membrane. 

The thickness of the two compartments (anolyte and catholyte) was 5 mm, 

respectively. The effective membrane area was 65 cm2. Two electrodes (anode 

and cathode) connected to the DC power supply were made of platinum. The 

constant potential gradient applied to the reactor was controlled by the DC 

power supply. Two storage tanks and two pumps were used to continuously 

deliver anolyte and catholyte into the reactor with the flow rate of about 

0.006 m3/h, respectively in order to create high turbulence in both the 

compartments of reactor. Experiments were conducted in batch mode of 

operation i.e. same volume of solution was re-circulated in the respective 

compartment. Magnetic stirrers were used to ensure the complete mixing of  
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Figure 2.12.1. The set-up of electro-chemical membrane reactor. 



the solution in both tanks. The whole set-up was placed in environment at 

room temperature without additional temperature controller. Initially, known 

volume of distilled water was fed through the anolyte while known volume 

and concentration of sodium lactate solution was recirculated through 

catholyte. The pH of both compartments and concentration of the anolyte 

were recorded with respect to time. During progress of the experiment 

current was also recorded at different time interval.  Concentration in the 

anolyte was determined using UV-visible spectrophotometer with Randox 

lactate enzyme (Ranchem, India). Concentration determination accuracy was 

up to 0. 001 M. 
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CHAPTER III 

 

MODIFIED CHITOSAN BASED 

MEMBRANES FOR SIZE AND 
CHARGE BASED SEPARATION 

 

 
 

 



3.1. N-methylene phosphonic and quaternized chitosan 

composite membranes for separations 

With the rapid development of modern industry, environmental 

contamination has become more and more severe in that numerous 

industrial wastes have ruthlessly polluted the natural environment that is 

very suitable for the habitation of human being in the past, thus the 

treatment of industrial wastewater and the recovery of chemicals that are 

going to waste becoming extremely important issues. As a result, with the 

drive to treat such environmentally harmful substances, innovative green 

technologies to meet this demand have attracted many researchers. 

Separation of Ca2+ and Mg2+ from Na+ also a serious problem for the removal 

of hardness from ground water, boiler feed water, production of pure salt etc.  

Many technologies such as ion-exchange resin [1], chelation of bi-valent ions 

[2,3] ultrafiltration or nanofiltration [4,5], electrodialysis [6,7] etc were used 

by different scientists to solve this problem. But use hazaourdous chemicals 

and solvents during the preparation of membranes or resin are the serious 

problems. Thus there is urgent need to develop membrane preparation 

methodology in eco-friendly manner using renewable biomass for the 

separation of mono- and bi-valent electrolyte.    

Chitosan is an important biomass prepared by the deacetylation of 

chitin mainly obtained from crab and shrimp shell [8] and is an amino 

polysaccharide that is useful in chemical modifications because it has 

reactive amino and hydroxyl group. Chitin and chitosan are generally 

discarded as industrial waste around the world [9], so chitosan can be 

considered to be an extremely low cost, nonhazardous, and environmentally 

benign polymer. Reports are available, where chitosan has been used as 

membrane forming material in pervaporation for the dehydration of alcohols, 

because of its hydrophilic nature and very high affinity towards water [10-

13]. However, chitosan membranes are highly swollen in water and alcohol 

solutions, and the swollen membranes usually lose their permselectivity and 

show poor long-term stability of operation. Great efforts are therefore 



attempting to improve the stability and mechanical properties of chitosan-

based membranes, such as bringing cross-linked structure to membranes 

[14-16], blending chitosan with other polymers [17,18], casting chitosan on 

another polymer substrate to form composite membrane [15], and adding 

inorganic reinforcements into chitosan membranes [19]. However, the 

reduction in permeation flux is always accompanied with these modifications. 

Furthermore, till date no report is available modified chitosan based 

nanoporous charged membranes prepared in aqueous medium and gelated in 

methanol in order to tailor the pore structure.  

In first part of chapter III, we are reporting modified chitosan based 

charged nanoporous membrane for the separation of mono- and bi-valent 

ions depending on their hydrated ionic radius and hydrophilic nature. 

Modifications of chitosan were carried out by either introducing –PO3H2 or by 

–N+(CH3)3 for preparing positively or negatively charged surfaces. N-methylene 

phosphonic chitosan (NMPC), quaternized chitosan (QC) or blend membranes 

of different composition were prepared by cross-linking them with poly (vinyl 

alcohol) and they were characterized by measuring their physicochemical, 

electrochemical and permeation characteristics.  

3.1.1. Materials and preparation of N-methylene 

phosphonic and quaternized chitosan composite 

membranes 

Chitosan (100% deacetylation and 20  105 g/mol molecular weight), 

poly (vinyl alcohol) (PVA; Mw: 125,000) and phosphorous acid (99% purity) 

were received from Sigma Aldrich Chemicals and used as obtained. Methyl 

iodide, acetone, methanol, formaldehyde (35% w/v) solution, sodium 

chloride, etc. of AR grade were obtained from Rankem, India, and were used 

without further purification.  

Synthesis of N-methylene phosphonic chitosan (NMPC), chitosan 

solution 2% (w/v) in glacial acetic acid 1% (v/v) was prepared. One part (by 



weight) of chitosan was used and one part of phosphorous acid (by weight) 

dissolved in water was added drop wise with continuous stirring for an hour. 

Then the temperature of the reaction vessel was raised to 70 0C with reflux 

and 1 part of formaldehyde 36.5% (by weight) was added drop wise for 1 h. 

Heating was protected at the same temperature for 6 h. Then approximately 

75% (v/v) solvent was removed under vacuum. Thus obtained viscous 

solution was precipitated with acetone, and precipitate was dried under 

vacuum at 50 0C. For the synthesis of quaternized chitosan (QC), 2.5% (w/v) 

chitosan was dissolved in 42% methanol and mixture was kept under 

constant stirring for 1h at 30 0C. Then 5% NaCl (w/v) and 5% (v/v) CH3I was 

added at the interval of 4 h in proportion of 2:1:1 under constant stirring and 

reaction mixture was refluxed at 70 0C for 12 h. Quaternized chitosan was 

then precipitated with acetone, and precipitate was washed, dried under 

vacuum at 50 0C. 

NMPC, QC and PC/QC composite membranes with PVA of different 

compositions were prepared by dissolving desired amount of PVA (50% w/w 

in all cases), NMPC and QC (0-50% w/w) in known amount of water, 

separately. Thus obtained solutions were mixed drop-wise under constant 

stirring for 2 h. Air bubbles were removed by applying vacuum to obtain a 

clear solution, which was cast on a clean glass plate covered with 

poly(ethylene) (HDPE) sheet in the form of thin film with desired thickness 

and was partially dried at 60 0C for 1h. Then these films were gelated in the 

methanol at room temperature. Obtained films were then immersed in a 

solution containing formaldehyde (54.1 g), sodium sulfate (150.0 g), sulfuric 

acid (125.0 g), and water (470.0 g) for 2 h at 60 0C for effecting cross-linkage 

in the membrane by formal reaction. Before being subjected to 

physiochemical and electrochemical studies, the resulting membranes were 

conditioned in 0.10 M HCl and 0.10 M NaOH solutions alternately several 

times and stored in distilled water. The membranes thus prepared were 

designated as NMPC, QC or PC/QC-X, where X is the NMPC content (%, w/w) 

in the membrane phase. 



3.1.2. Results and discussion for N-methylene phosphonic and 

quaternized chitosan composite membranes 

3.1.2.1. FT IR results 

Modification of chitosan (phosphorylation and quaternization) was 

confirmed by FTIR spectra presented in Fig. 3.1.1 for NMPC, QC and PC/QC-

30 membranes.  The infrared spectrum of the NMPC derivatives shows the 

same position and intensity near 1650 cm-1 band due to amide carboxyl 

group (-NHCOCH2). The absorption band near 1500 cm−1, attributed to the 

bending vibration of the amino group in chitosan.  While the ν P–OH shows a 

slight shift around 1070 cm-1 for NMPC membrane which was suppressed 

due to it‟s blending in QC for PC/QC membrane [20]. Also absorption band 

near 2080 cm-1 may by assign to qauternized amino groups.   Furthermore, 

NMPC/PVA composite membrane exhibited the broad peak around 3400 cm-

1, confirms the formation of composite membranes of modified chitosan and 

PVA by H bonding. Fig. 3.1.2 (A&B) represents the schematic structure of the 

cross-linked structure of NMPC/PVA and QC/PVA composite.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 3.1.1. FTIR spectra of the different membranes: M1- QC; M2 – NMPC; M4 – PC/QC-30.  
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All these bonds exhibited affinity toward water, which leads hydration of 

polymer matrix with enhanced water retention NMPC/PVA composite 

biomaterial, which was used for the membrane preparations with known 

composition. This is basically weak base-strong acid composite material and 

strong base material confirmed the presences of functional groups such as –

PO3H2 and – N+(CH3)3. Also, it was expected that due to blending of strong 

acid and strong base material resultant composite would result zwitterionic 

ionic structure at the membranes surfaces.   

3.1.2.2. Viscosity measurements and interactions studies 

Viscosity measurements for NMPC, QC and their mixed solutions were 

carried out in order to understand solute-solvent interaction and interaction 

between NMPC and QC. The intrinsic viscosity [η] of the modified chitosan 

solutions and their blend was obtained by extrapolating the reduced viscosity 

to zero concentration (with the polymer concentration in g/ml) [21]. Table 

3.1.1 shows the intrinsic viscosity [η] and viscosity average molecular weight 

Mv values of polymers and 

their blend. Viscosity 

average molecular weight Mv 

of the modified chitosan 

were found to be lesser 

when compared to the 

molecular weight of the 

native chitosan showing 

breaking of polymeric units 

while functionalizing.  The 

intrinsic viscosity and 

viscosity average molecular 

weight were found to higher 

for QC, least for NMPC whereas for the blend, values were in between, 

showing compatibility of both the polymers in the mixture. 

Figure 3.1.2. Schematic structure of NMPC/PVA and 
QC/PVA composites.  
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Interaction parameter χ measures the extent with which the polymer 

interacts with the solvent. For polymer solvent system χ was obtained from 

free energy per unit mole of solution and free energy of the solvent values 

[22]. Interaction parameter χ decreases slightly with increase in 

concentration of the substrate and 

follow the reverse trend i.e. 

QC>NMPC+QC>NMPC. Polymer-

water interaction at infinite 

dilution 0  for all the systems 

studied was determined by linear 

fitting of χ values against 

concentration. In present case 0  

values obtained are greater than 

0.5 (Table 3.1.2), showing some interaction between polymer and water. 

Values are in the order QC>NMPC+QC >NMPC indicating the weakest solute-

solvent interaction in case of QC, strongest in NMPC, and moderate in case of 

mixture of both confirming the results obtained qualitatively. Furthermore, 

0  also suggest the weak electrostatic interactions between NMPC and QC in 

the solution phase. 

3.1.2.3. TGA and DSC analysis  

Thermal stability of the membranes was illustrated by the TGA 

analysis. The TGA curves measured under flowing nitrogen are shown in Fig. 

3.1.3 for cross-linked PVA composite membranes with NMPC, QC and 

PC/QC-30 separately. The two stage TGA curves were observed for NMPC, 

QC and PC/QC-30 membranes. The first weight loss occurred below 100 0C 

for all three membranes and was attributed to the loss of absorbed water 

molecules in the membrane matrix. Second weight loss for membrane 

forming material started at about 350 0C for NMPC while that for QC and 

PC/QC-30 membranes at about 250 0C, which indicates the loss in the 

thermal stability of the modified biomaterial due to the blending of QC with 

Table 3.1.1. Intrinsic viscosity, viscosity 
average molecular weight and interaction 
parameter and relaxation time for different 
polymers at 298.15 K. 

 
Polymeric 
species 

[η] 

(ml/g) 

10-4MV  

(g/mol) 
0  

QC 169.9 2.64 1.195 

NMPC+QC 155.0 2.34 0.895 

NMPC 107.6 1.45 0.654 

 



NMPC. Complete weight losses for all 

membrane were attained in the final 

stage of the sample decomposition 

starting at around 400 0C.   Loss of 

PVA was also accompanied with 

thermal degradation of membrane 

forming material in the second stage. 

Furthermore, degradation of QC and 

PC/QC-30 membranes started around 

250 0C while that for NMPC was at 300 

0C.  

The DSC analysis of these membranes was carried out in the nitrogen 

atmosphere with a heating rate 5 0C /min, and resulting curves for NMPC, 

QC and PC/QC-30 membranes are 

presented in Fig. 3.1.4. These 

membranes exhibited Tg value around 

127, 118, and 111 0C, respectively. 

This difference in the Tg values of 

phosphorylated and quaternized 

chitosan and their blend membranes 

may be attributed to thermal stability 

of chitosan matrix containing –PO3H2 

or –N+(CH3)3 functional groups. 

Moreover, all these membranes seem 

to be thermal stable. 

3.1.2.4. IEC and water content properties 

  Ion-exchange capacity indicates the density of ionizable hydrophilic 

groups in the membrane matrix, which are responsible for their charged 

nature. In, general, membranes having the same degree of cross-linking and 

composition absorb the same amount of water, where density of ionizable 

groups is the same throughout the membrane matrix [23,24]. The IEC values 

Figure 3.1.3. TGA curves of different 
membranes. 
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for acidic and basic functional groups of all synthesized membranes are 

presented in Table 1 in H+ and/or OH- form. It can be seen that the NMPC 

membrane exhibited quite higher IEC values (0.625 meq./g) in compare with 

QC membrane (0.275 meq./g). As per nature of their functional groups these 

membranes showed only acidic and basic IEC values, respectively. With the 

increase in the content of QC in its blend with NMPC, acidic IEC value 

progressively decreased while basic IEC values increased. These data reveals 

that PC/QC composite membranes showed both types of dissociable 

functional groups (-PO3H2 & -N+(CH3)3), which were free for exchange of 

counter-ions and thus these composite membranes behaved as zwitterionic 

while NMPC and QC membranes showed cation and anion-exchange 

capacity, respectively. In addition one cannot completely ignore partial cross-

linking between both types of functional groups in case of PC/QC composite 

membranes. Furthermore, relatively low IEC values of these membranes 

suggested that these membranes are mild in charged nature.  

Water content of the membrane was determined by means of Eq. (2.6) 

[25,26]. V values for membrane with different compositions are presented in 

Table 3.1.2. It can be seen that NMPC membrane showed 1.33, V value 

while QC membrane 2.05. Also V values for PC/QC membranes were 

progressively decreased with the increase in QC content in the membrane 

matrix. Lower values of V for PC/QC composite membranes may be because 

of either less exchangeable functional groups as evident from IEC values of 

these membranes or partial interaction between NMPC and QC in the blend 

membrane casting solutions. On the basis of IEC values and thermodynamic 

studies in mixed solutions of NMPC and QC, it seems both of the above-

mentioned factors contributed together and resulted relatively tight/dense 

membrane matrix in case of PC/QC composite membranes. Information 

regarding membrane void volume also can be have from the membrane void 

porosity (, volume of free water within membrane per unit volume of wet 

membrane) data obtained by Eq. (2.8) [25,26]. 

 



Table 3.1.2. Physicochemical properties of different chitosan composite membranes. 
 

Membranes IEC (meq/g)   Xm 

(mol dm-3) H+ form OH- form 

NMPC 0.625 - 0.570 1.20 0.254 

QC - 0.275 0.672 1.84 0.086 

PC/QC-40 0.567 0.050 0.624 1.49 0.034 

PC/QC-30 0.438 0.118 0.561 1.15 0.049 

PC/QC-20 0.328 0.172 0.514 0.95 0.083 

PC/QC-10 0.147 0.205 0.397 0.59 0.347 

 

  Values for different membranes are also presented in Table 3.1.2, which 

was used for the determination of fixed ion concentration (Xm) of the 

membrane in units of (moles of sites)/(unit volume of wet membrane) which 

is related to the ion-exchange capacity by Eq. 2.11. Where IEC is expressed 

in equivalents per gram of dry membrane. Xm data presented in Table 3.1.2 

reveals that NMPC membrane was moderately charged (0.254 mol dm-3) while 

QC membrane was comparatively lower charged (0.086 mol dm-3).  PC/QC 

membranes exhibited much lower charge then their individual components 

may be because of partial electrostatic interactions between positively 

charged –PO3H2 and negatively charged –N+(CH3)3 groups resulting lesser 

number of dissociable functional groups. This observation was also verified 

by the estimation of interaction parameter on the basis of viscosity 

measurements of NMPC, QC and NMPC-QC mixed solutions. Furthermore, 

moderate positive, negative and zwitterionic charge on these nanoporous 

charged membranes might extend their potential applications for the 

separation of mono- and bi-valent electrolytic solutions. 

3.1.2.5. Membrane permselectivity studies 

Membrane permselectivity values for different types of membranes 

were estimated from membrane potential and thus counter-ion transport 

number  m

it  values in order to assess selectivity of synthesized membrane for 

different ions. Membrane potential measurements were performed using 

different membranes and electrolyte (NaCl, CaCl2 and MgCl2) solutions. 



Membrane potential arises due to the tendency of oppositely charged ions to 

migrate with different mobilities across the membrane and its magnitude 

depends on the charged nature of membrane in addition to the nature and 

concentration of equilibrating electrolyte solutions. Measured values of 

membrane potential clearly showed that NMPC and PC/QC membranes 

endowed with cation selectivity since membrane potential was negative with 

respect to higher concentration side, which was taken as positive in the 

voltammeter thus only cations were accelerated. In case of QC membrane 

opposite trend was observed and indicated its anion selectivity. Membrane 

permselectivity (P) was estimated by following Eq. 2.13. 

The permselectivity values along with counter-ion transport number 

for different membrane a function of NMPC content in the membrane matrix 

are presented in Fig. 3.1.5 (A&B) in equilibration with electrolytic solutions of 

0.055 mol dm-3 concentrations.  

 

 
Figure 3.1.5. Variation of: (A) counter-ion transport number (tim); (B) membrane 

permselectivity (P) with NMPC content in the chitosan composite membranes for 
different counter-ions. 
 

QC membranes (WNMPC=0) exhibited quite low selectivity for cation due to its 

negatively charged or anion selective nature, while cation selectivities for 

different ions were increased progressively with in increase in NMPC content 

up to WNMPC=30. Highest permselectivity value for PC/QC-30 membrane may 
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be observed because of tight/dense nature of this membrane due to cross-

linking or electrostatic interactions between both types of functional groups 

present in the composite membrane. This observation also may be explained 

by the change in pore texture of PC/QC membranes, which resulted increase 

in Donnan exclusion and thus increase in permselectivity.   

3.1.2.6. Membrane conductivity and counter-ion diffusion coefficient in 

the membrane phase 

For nanoporous charged membranes, conductivity studies are an 

important tool in order to understand ionic migration mechanism across it. 

Membrane conductivity was measured for different membranes as a function 

of NMPC content in the membrane 

matrix in equilibration with electrolyte 

(NaCl, CaCl2 and MgCl2) solutions of 

0.01 mol dm-3 concentrations. 

Variation of specific membrane 

conductivity (m) with WNMPC (weight 

content of NMPC in the membrane 

matrix) is shown in Fig. 3.1.6. QC 

membrane exhibited low conductivity 

in comparison with NMPC membrane 

because of low concentration of 

charged functional groups in the 

membrane matrix. Also low 

conductivity exhibited by PC/QC 

membranes may be explained by the charge neutralization due to partial 

cross-linking or electrostatic interactions between them. 
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 We can have further 

information regarding counter-ion 

diffusion coefficient in the 

membrane phase by membrane 

conductivity data. According to 

the model developed by 

Zabolotsky and Nikonenko [27], 

the charged membranes may be 

considered as a micro-

heterogeneous system with a 

combination of a gel phase with 

relative uniform distribution of 

functional groups and a 

hydrophilic part of the polymer matrix chains, on the one hand, and an 

electro-neutral solutions filling the interstices between the elements of gel 

phase, named the integral phase, on the other hand. It was shown [28] that 

the micro heterogeneous structure of the membrane material is the main 

factor determining the concentration dependence of membrane transport 

properties such as electrical conductivity, diffusion permeability and 

transport numbers. As a representative case, the variation of specific 

membrane conductivity (m) with the NaCl concentration is shown in Fig. 

3.1.7 for NMPC, PC/QC-30, PC/QC-10 and QC membranes. The solid line 

represents solution specific conductivity. Near the iso-conductance point m

iso  

the conductivity of the membrane phase (m) and the solution phase () 

become equal. m

iso  Was obtained from the intercept of the curve drawn for 

membrane conductivity and solution conductivity for different membranes 

and electrolytic systems and their values are presented in Table 3.1.3 along 

with Ciso (electrolyte concentration corresponding to m

iso ) values. Both these 

values were highest for NMPC membrane and lowest for QC membrane for 

 

0 

1.5 

3 

4.5 

0 0.02 0.04 0.06 

K
m

 X
 1

0
-3

, 
S

 c
m

-1
 

NaCl conc., mol dm-3 

NMPC 

Qc 

PC/QC-10 

PC/QC-30 

Figure 3.1.7. Variation of m with NaCl 

concentration for chitosan composite 
membranes. Solid line indicates solution 

conductivity.   



each type of electrolyte. For the composite membrane these values were 

decrease with the decrease in NMPC content in the membrane matrix.  

The diffusion coefficient  m

iD  of the counter-ions in the membrane 

phase also can be calculated from the magnitude of the membrane 

conductivity at the iso-conductance point using Eq. 3.1.  

.)1.3(
2 QF

RT
D

m

isom
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where Q is the ion-exchange capacity of the joint gel phase 

(equiv/cm3). Estimated values for m

iD  for different types if ions across various 

membranes are presented in Fig. 3.1.8 as a function of WNMPC. Diffusion 

coefficient for counter-ions in NMPC and QC membranes are lowest for each 

of ions. For PC/QC-30 

membrane, highest m

iD values 

was observed, which also 

extend the possible 

applications of these 

membranes for electrolyte 

separations. In case of PC/QC 

membranes, there is a 

possibility of interactions 

between the oppositely charged 

functional groups and thus 

either formation of zwitterionic 

types of structure as concluded 

on the basis of ion-exchange 

capacity and solution 

viscosities studies. This results 

relatively tight/dense membrane and may be able to discriminate between 

different types of based on their ionic radius. m

iD  values for different 
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electrolyte in case of PC/QC-30 membrane follow the trend NaCl > CaCl2 > 

MgCl2, which also suggest the applicability of this membrane for electrolyte 

separations because of their varied diffusional migration.   

Table 3.1.3. Iso-concentration (Ciso) and iso-conductnace (
m

iso ) values for different chitosan 

composite membranes in equilibration with electrolyte solution of 0.01mol dm-3 concentration.  
 

Membranes NaCl CaCl2 MgCl2 

Ciso 

(mol 

dm-3) 

m

iso 10-3 

(S cm-1) 

Ciso 

(mol dm-

3) 

m

iso 10-3 

(S cm-1) 

Ciso 

(mol dm-

3) 

m

iso X10-3 

(S cm-1) 

NMPC 0.031 3.65 0.027 3.48 0.025 3.21 

PC/QC-30 0.016 2.00 0.013 1.79 0.011 1.63 

PC/QC-10 0.013 1.50 0.012 1.28 0.011 1.13 

QC 0.008 1.00 0.006 0.84 0.055 0.73 

 

3.1.2.7. Membrane permeation studies 

To investigate the impact of the membrane forming material and their 

charged nature on membrane performances, pure water flux was measured 

and data are presented in Fig. 3.1.9 against applied pressure for NMPC, QC 

and PC/QC-30 membranes. In the 

absence of compaction or fouling, the 

pure water flux should increase 

linearly with pressure (i.e., constant 

permeability). The relationship 

between flux and pressure is linear 

for all studied membranes in applied 

pressure range. It is very interesting 

to find that the composition of the 

prepared membranes highly influence 

pure water flux, which follows the 

NMPC > PC/QC-30 > QC trend. 

Reason of this trend might be related 

with increase in membrane compactness or decrease in their hydrophilic 
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characteristics by decrease in NMPC content in the membrane matrix. 

Further idea about compactness of membranes we can have from equivalent 

pore radius of the membrane data. For a microscopic membrane, the 

pressure driven water permeability can be expressed in term of equivalent 

pore radius (rp) from Hagen–Poiseuille equation [29,30].  rp values estimated 

from Eq. 2.19 are presented in 

Table 3.1.4. NMPC and QC 

membranes exhibited rp values 

41.4 and 40.3 nm, respectively 

while for PC/QC-30 membrane it 

was found to be 15.9 nm. This 

observation also in agreement 

with conclusion made on the 

basis of IEC, water content and 

membrane conductivity studies 

that PC/QC composite 

membranes are compact in 

nature in comparison to 

individual NMPC or QC 

membranes and also posses 

moderate charge on the 

membrane interfaces. Thus this 

membrane especially PC/QC-30 

can be used for the separation of 

electrolyte based on their size 

and hydrophilic/hydrophobic 

nature.  

 Pressure driven membrane permeation studies using different 

electrolytic solutions (NaCl, CaCl2 and MgCl2) of 0.01 mol dm-3 concentration 

in order to record relative ionic permeability across synthesized membranes. 

Fig.  3.1.10 presents measured relative permeability of each ion (Na+, Ca2+ 
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Membranes Lp  10-10 

(cm3 s-1 dyn-1) 

rp 

(nm) 

NMPC 5.6 41.4 

PC/QC-30 0.5 15.9 

QC 2.9 40.3 

 

Table 3.1.4. Hydrodynamic permeability (Lp) and 

equivalent pore radius (rp) values for QC, NMPC 
and PC/QC-30 membranes.  

 

 



and Mg2+) during the dead end test run against WNMPC. The relative 

permeability, RP, of the ions was calculated as: RP = (Cf / Ci) x 100, where Cf 

is the ion concentration in filtrate and Ci is the ion concentration in the 

solution being filtered. RP values for Na+ were found to be higher than 90% 

for all types of membranes, while for Ca2+ and Mg2+ ions RP values were in 

between 65-70%. Furthermore, PC/QC-30 membrane exhibited lowest RP 

values among all PC/QC membrane, which indicates its suitability for 

separation of Na+ from Ca2+ and Mg2+ ions. Relative permeability values for 

different types across composite membrane showed the following trend: Na+ > 

Ca2+ > Mg2+, which was also in agreement of their hydration radius. 

Hydration radius for Na+, Ca2+ and Mg2+ ions are 0.178, 0.260 and 0.300 nm, 

respectively [31]. This indicates larger hydrated ions were highly retained by 

the membrane especially PC/QC-30 membrane because of its relative 

compact structure, low equivalent pore radius and above all formation of 

either zwitterionic structure due to blending of acidic and basic 

functionalized chitosan or charge neutralization because of electrostatic 

interactions between phosphonic and quaternary ammonium groups.           

3.1.3. Conclusions for N-methylene phosphonic and quaternized 

chitosan composite membranes 

Modifications of chitosan were carried out by either introducing 

phosphonic acid group or by quaternization of existing primary ammonium 

groups in order to make it water soluble functionalizd material. Using these 

material charged nanoporous composite membranes of different compositions 

of NMPC and QC were prepared by taking required modified material and 

poly(vinyl alcohol) 50% (w/w) in aqueous media and latter these membrane 

were gelated in methanol at 10 0C for tailoring pore structure in the 

membrane matrix. Characterization of FTIR and ion-exchange capacity 

studies confirmed the introduction phosphonic acid groups and quaternary 

ammonium groups resulting and formation cross-linking or covalent bonding 

with PVA resulting composite membrane. Thermodynamic properties of dilute 

aqueous solutions of NMPC, QC and their mixture were also studied and 



concluded that both individual materials have good hydrophilic interactions 

with water and mixed solution exhibited electrostatic interactions between 

negatively charged –PO3H2 and positively charged –N+(CH3)3 groups resulting 

charge neutralization. Adequate thermal stability NMPC, QC and PC/QC 

membranes were revealed thermal analysis while nature of their ionic 

selectivity was studied by estimating permselectivity values. Membrane 

conductivity studies reveal that PC/QC-30 was relatively tight/dense 

membrane and may be able to discriminate between different types of based 

on their ionic radius. m

iD values for different electrolyte in case of PC/QC-30 

membrane follow the trend NaCl > CaCl2 > MgCl2, which also suggest the 

applicability of this membrane for electrolyte separations because of their 

varied diffusional migration. Membrane permeation studies also confirmed 

lowest equivalent pore radius for PC/QC-30 membrane and relative 

permeability of these membranes for different types of ions suggest the 

suitability of PC/QC-30 membrane for the separation of Na+ from Ca2+ and 

Mg2+.  

 Furthermore, chitosan provides a low-cast material and, in future 

work, a way of increasing its stability and ionic conductivity should be 

investigated for the purpose of tailoring charged nanoporous structure for 

solving diversified types of separation problems. The utilization of biopolymer 

composite such as NMPC/PVA, QC/PVA or NMPC-QC/PVA is also novel and 

challenging, as it is inexpensive, non-hazardous, and environmentally 

benign. Besides their ion-conducting properties, and water retention 

capability, this biopolymer composite material may have the potential for 

application in bio-electrochemical devices, ion chromatography and 

biosensors. 

3.2. Separation of proteins using modified chitosan-

silica cross-linked charged ultrafilter membranes under 

coupled driving forces 



 Chitosan is a safe and friendly biomass and during last decade its 

several specific applications were developed such as: technological advance 

material; material for biochemical significance (blood coagulation, wound 

healing, bone regeneration etc); inhibition of biosynthesis; molecular biology; 

and biopolymer [32,33]. As an amino polysaccharide, it is a promising 

hydrophilic membrane material that contains many reactive amino and 

hydroxyl groups. Because of its hydrophilic nature and high affinity for water 

chitosan based membranes were used for pervaporation [12,13], drug 

delivery [32,34,35], ultrafiltration of bio-product [36,37] and protein 

adsorption/separation [38,33]. However, chitosan membranes are highly 

swollen in water, therefore losses physical structure. Efforts were made to 

prepare chitosan-polymer blend [39,8] or chitosan-inorganic composite 

membrane [40], in order to have control on dimensional stability and 

selectivity of the membranes. Organic-inorganic composite nanostructured 

membranes are viewed as of next generation membranes. They showed the 

attractive properties of mechanical and thermal stable inorganic backbone 

and the specific chemical reactivity and flexibility of the organo-functional 

groups [40-42]. Till date no report is available of hydrophilic modified 

chitosan-inorganic composite membrane prepared in aqueous media and 

gelated in methanol in order to tailor the pore structure. Thus functionalized 

chitosan-inorganic composite membranes will be a grate alternative as 

charged nanoporous membranes for efficient and selective 

isolation/separation of bioproduct. 

In recent years, ultrafiltration (UF) of protein solution is gradually 

emerging as a powerful bio-separation process for diversified fields as 

biotechnology, biomedicine, dairy and food industry [43-47].   However, the 

effectiveness and efficiency of the UF are strongly dependent on operating 

parameters such as pH, salt concentration; permeate flux, membrane fouling 

and system hydrodynamics [48-51].    Additionally, UF is a size based 

separation process, and it is difficult to achieve high selectivity with high 

throughput. To solve these problems, charged porous (UF) membranes were 



used for protein separation and electrostatic interactions between charged 

proteins and membranes were also studied [51-54]. Many processes with 

electric gradient as driving force such as electrophoresis, gel electrophoresis, 

capillary electrophoresis, etc [55-57] were also developed for commercial 

practice of protein separation. In all these processes, either pressure or 

electric gradient was imposed to achieve protein separation. In literature 

electro-ultrafiltration (UF under electric field) is also reported to achieve 

fractionation/separation of protein with enhanced throughput using 

uncharged UF membranes [44,48]. But no report is available, in which UF 

with charged membrane was performed under coupled driving forces using 

positively or negatively charged membranes for achieving enhanced selectivity 

(purity) and membrane throughput.  

 Herein, first time we are reporting hydrophilic modified chitosan-silica 

composite charged UF membranes for protein separation under coupled 

driving forces (pressure and electric gradient) for achieving high selectivity 

and maximum membrane throughput because of three selective parameters 

(i.e. charge on the membrane matrix, nature of charge and molecular size of 

the protein). Whereas, in aforementioned method, only one selective 

parameter either charge or molecular size was considered for their 

fractionation/separation. Positively and negatively charged chitosan-silica 

composite membranes were employed to achieve pH sensitive protein 

separation under coupled driving forces using binary mixture of bovine 

serum albumin (BSA) and lysozyme (LYS) as a model case.    

3.2.1. Materials and preparation of chitosan-silica cross-linked 

charged ultrafilter membranes 

 Chitosan (100% deacetylation), poly (vinyl alcohol) (PVA; Mw: 125,000 

Daltons), phosphorous acid (99% purity), tetraethylorthosilicate (TEOS) were 

received from Sigma Aldrich chemicals and used without further purification. 

CH3I, NaCl, HCHO, glacial CH3COOH, CH3OH, H2SO4, HCl, NaOH, NaH2PO4, 

Na2HPO4 (AR grade, S.D. Fine Chemicals, India) were used as received. 



Bovine serum albumin (mol wt 67000 Daltons), lysozyme (mol. wt. 14600 

Daltons) were received from HiMedia Laboratories Pvt. Ltd. India. Double-

distilled water was used in all experiments. 

Syntheses of N-methylene phosphonic chitosan and quaternized 

chitosan were achieved by the method reported earlier [37]. Chitosan solution 

2% (w/v) in glacial acetic acid 1% (v/v) was prepared. One part (by weight) of 

chitosan was used and 1 part of phosphorous acid (by weight) dissolved in 

water was added drop wise with continuous stirring for an hour. Then the 

temperature of the reaction vessel was raised to 70 oC with reflux and 1 part 

of formaldehyde 36.5% (by weight) was added drop wise for 1 h heating was 

maintained at the same temperature for 6 h. Then approximately 75% (v/v) of 

the solvent was removed under vacuum. The viscous solution thus obtained 

was precipitated with acetone, and the precipitate was dried under vacuum 

at 50 oC. For the synthesis of quaternized chitosan (QC), 2.5% (w/v) chitosan 

was dissolved in 42% methanol and the mixture was kept under constant 

stirring for 1 h at 30 oC. Then 5% NaCl (w/v) and 5% (v/v) CH3I was added at 

intervals of 4 h in 2:1:1 proportion under constant stirring and the reaction 

mixture was refluxed at 70 oC for 12 h. Quaternized chitosan was then 

precipitated with acetone and the precipitate was washed and then dried 

under vacuum at 50 oC. 

PC-silica and QC-silica composite membranes were prepared by 

dissolving 20 g PVA (50% w/w in all cases; used as a plasticizer) and 16 g of 

PC or QC (40% w/w) in 100 cm3 of water. Mixed solution was stirred for 2 h, 

then 4 g of TEOS (10% w/w) was drop wise added under constant stirring. 

The pH of mixed solution was adjusted to 2.0 using dil. HCl. Resultant clear 

solution was again stirred for 1 h and air bubbles were removed by applying 

vacuum. Solution was cast in the form of thin film of desired thickness on 

the glass plate covered with poly (ethylene) (HDPE) sheet, and partially dried 

for 1.5 h at 30 oC. Then these films were gelated in the methanol at room 

temperature. Thus obtained thin films were immersed in a solution 

containing formaldehyde (54.1 g), sodium sulfate (150.0 g), sulfuric acid 



(125.0 g), and water (470.0 g) for 1 h at 80 oC to affect cross-linkage in the 

membrane by formal reaction.  Before being subjected to physicochemical 

and electrochemical characterizations, the resulting membranes were 

conditioned in 0.10 M HCl and 0.10 M NaOH solutions alternatively several 

times and stored in the distilled water. The membranes thus obtained were 

named as PC-Si or QC-Si.       

3.2.2. Theoretical aspects for ultrafiltration experiments under 

applied potential gradient 

The flux aroused in the ultrafiltration process can be described as 
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However average filtrate flux can be defined as 
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The observed protein transmission and selectivity parameter (SP) of the UF 

also can be defined as 
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Under the two types of driving forces (pressure and electrical potential), 

the best process conditions for the separation of proteins according to their 

charge are high applied electric field, high zeta potentials of protein molecules 

(achievable by pH and ionic strength of the protein solution) and membrane 

interface, and low filtrate velocity (at low applied pressure gradient). A limit of 

the applied electrical gradient is to be fixing by the electrical current flowing 

in the circuit, high electrical current cause the electrolysis. The effective 

electrical field (Eeff) as a force on the protein molecule can be calculated by 



following equation, assuming the conductivity remains constant within the 

filter chamber: 

)6.3(
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I
Eeff


                                                                                     

The effective electric field is not equal to the applied electric field (E). The 

applied electric field was determined by the applied voltage divided by the 

electrode distance (E = U/d). As the voltage not only drops in the membrane 

or in the filter chamber but also at the electrodes, thus E was always greater 

than Eeff. Also the zeta potential is depends on the surface charge nature of 

the membrane matrix. The filtrate velocity should be high or low needed for 

the selectivity. This becomes clear using extended Nernst-Planck equation for 

the transport of the substance: 
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The three terms describe the convective, diffusive and electrophoretic 

transport through the any medium; say membrane in this case. If the 

convective flow and electrophoretic transport are in opposite directions, a 

fractionation process can be improved through the use of small fluid 

velocities as only the electrophorectic influence exceeds the convective 

transport. In the case relatively dense membrane, convective transport will be 

approaching towards zero and total volumetric flux obtained under the 

simultaneously active forces (pressure and electric gradient in this case) can 

be written as follows in the form of phenomenological equation based on non-

equilibrium thermodynamic principle. 
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The term (Jv/E) of Eq. 3.10 is known as electro-osmotic permeability. Usually, 

measurement of Eeff at the membrane interface is difficult, thus it is 

convenient to use current (I) for estimating electro-osmotic flux (L12 = (Jv/I). In 

case of coupling of forces, (Jv)E = 0 < (Jv)coup > (Jv)ΔP=0. Furthermore, we can use 

L12 for the estimation of zeta potential at the membrane interface by Eq. 2.16. 

Also, L11 can be used with advantage for the estimation of apparent pore 

radius of the membrane using Hagen-Poiseuille equation (Eq. 2.19). 

3.2.3. Results and discussion for separation of proteins using 

modified chitosan-silica cross-linked charged ultrafilter 

membranes under coupled driving forces 

        Modifications of chitosan were carried out for making it more 

hydrophilic in nature by introducing phosphonic acid or quaternized 

ammonium groups. Water-soluble functionalized chitosan was used for 

developing it silica composite membrane cross-linked with PVA in the 

aqueous medium. Generally, membranes are being made in non-aqueous 

medium, but in this case we prepared the composite membranes in aqueous 

medium and gelated in non-aqueous medium (methanol) in order to tailor 

their pore dimensions and structure. Functionalization of chitosan and 

necessary cross-linking for PC-Si and QC-Si composite membranes were 

confirmed by FT IR spectra (Fig. 3.2.1.)  The infrared spectrum of QC-Si 

membrane showed the absorption band near to 2080 cm-1 due to quaternized 

amino group. QC-Si composite cross-linked with PVA membrane exhibited 
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Figure 3.2.1. FTIR spectra of QC-Si and PC-Si membranes. 

a broad peak near to 3503 cm-1, which confirmed the formation of composite 

membrane of quaternized chitosan and PVA by hydrogen bonding. For PC-Si 

membrane, the absorption band near 1650 cm-1 was attributed to the amide 

carboxyl group (-NHCOCH2). Also absorption band near to 1400-1500 cm-1 

was observed due to the bending vibration of the amino group in the 

chitosan. Furthermore, PC-Si composite membrane cross-linked with PVA 

exhibited a broad peak around 3400 cm-1, which confirms the formation of 

composite membrane because of hydrogen bonding. In composite membrane 

silane group of TEOS attach covalently, which confirms the broaden band at 

1100-1000 cm-1 owing to the absorption from the Si-O-C and Si-O-Si 

symmetric stretching. Fig. 3.3.2 (A&B) represents the schematic structures 

for cross-linked PC-Si and QC-Si composite membranes, respectively. These 

composites of modified chitosan exhibited affinity towards water, which leads 

to hydration of polymer matrix with enhanced water retention. Basically, 

these are strong acid and base composite material and are expected to 

exhibited surface charge properties due to the presence of functional groups. 
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Figure 3.2.2. Schematic structure of: (A) PC-Si; (B) QC-Si composite membranes. 
 

 

3.2.3.1. Physicochemical and electrochemical properties 

Thermal stability of the membranes was illustrated by the TGA 

analysis, and relevant TGA curves obtained under flowing nitrogen for PC-Si 

and QC-Si composite membranes are 

presented in Fig. 3.2.3. The three-stage 

TGA curves were observed for both 

cases. First weight loss occurred below 

100 oC for both membranes were 

attributed to loss of adsorbed water 

molecules in the membrane matrix. The 

second stage started at around 250 oC 

for both cases, indicate loss of 

membrane forming material due to 

thermal oxidation. In the third stage, 

complete weight loss was observed 

around 400 oC for both membranes. 

The DSC analysis of these 

Figure 3.2.3. TGA curves for PC-
Si and QC-Si membranes. 
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Figure 3.2.4. DSC curves for PC-Si 
and QC-Si membranes. 

 



membranes was also carried out under nitrogen with a heating rate of 5 

oC/min, and first Tg values were obtained around 125 and 104 oC for PC-Si 

and QC-Si membranes, respectively (Fig. 3.2.4). Second Tg value for PC-Si 

was at 398 oC, while that for QC-Si was at 410 oC. This difference in the Tg 

values of phosphorylated and quaternized chitosan composite membranes 

may be attributed to thermal stability of functionalized chitosans. 

Dynamic mechanical analysis (DMA) for PC-Si and QC-Si membranes 

was recorded under 10 N constant applied forces at a constant temperature 

(100°C) and frequency (10 Hz) (Fig. 3.2.5). The membrane exhibited good 

mechanical stability under these experimental conditions, and no breaking of 

the polymeric film was observed. However, PC-Si membrane showed 

elongation but no elongation was observed for QC-Si membrane. Both 

membranes were also characterized by measuring their water content, ion-

exchange capacity, contact angle, membrane conductivity and counter-ion 

transport numbers in the membrane phase. The relevant data are presented 

in Table 3.2.1. Water content (θ) value in the membrane phase was estimated 

using Eq. 2.6, which was quite high for PC-Si membrane.  θ value was used 

for the estimation of membrane 

void porosity (τ, volume of free 

water within membrane per unit 

volume of wet membrane) using 

Eq. 2.8 [26], and the data is also 

presented in Table 3.2.1. From 

both the information, it seems PC-

Si membranes showed higher 

porosity in comparison with QC-Si 

membrane. Ion-exchange capacity 

(IEC) values presented in Table 3.2.1, reveal that both membrane possessed 

about same molality of exchangeable functional groups (-PO3H2 or –(CH3)3N+) 

in the membrane matrix. In general, membranes having the same degree of 

cross-linking and composition absorb the same amount of water, where 
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density of ionizable groups is the same through out the membrane matrix 

[31,32]. Contact angles in water were measured with a tensiometer (DCAT 21, 

Dataphysics, Filderstadt, Germany) based on energy balance approach to the 

three phase equilibrium. Contact angle values also suggest the same extent 

of hydrophilic nature of both membranes. Quite high contact angle value 

(close to 90o) will be favourable for the use of these membranes for protein 

separations. Furthermore, IEC value in conjunction with τ value was used to 

estimate the surface charge density (Xm) in the membrane matrix [43]. The Xm 

values suggest mild charged nature for both  

 

Table 3.2.1.  Physicochemical and electrochemical properties of PC-Si and QC-Si membranes. 
 

Properties Membranes 

PC-Si QC-Si 

Membrane thickness (mm) 0.21 0.27 

Water content (%) 48.76 26.85 

IEC (mequiv./gm) 0.282 0.299 

Contact angle 76.70o 77.34o 

Membrane conductivity (mS cm-1)  2.25 1.13 

Counter-ion transport number 0.76 0.75 

Membrane porosity  0.330 0.212 

Surface charge concentration  

(m mol dm-3) 

0.189 0.157 

            a
 measured in the equilibration with 0.001 mol dm

-3
 NaCl solution. 

            b
estimated from membrane potential measurements using NaCl solutions of               

0.01/0.001 mol dm
-3

 concentration across the membrane. 

 

membranes; however charge density of PC-Si membrane was slightly higher 

than QC-Si composite membrane. Mild charged nature of the composite 

membranes was also revealed by membrane conductivity (κm) and counter-

ion transport number in the membrane phase ( m

it ) data, latter suggested that 



PC-Si behaved as cation selective while QC-Si behaved as anion selective 

membrane. Also m

it  values were higher in comparison to transport of the 

counter-ions in the solution phase (for NaCl solution of 0.055 mol dm-3 

concentration, Na+ transport number is 0.392, while for Cl- it is equal to 

0.618). Based on these characterizations we can conclude that both types of 

modified chitosan composite membranes are hydrophilic in nature, having 

mild porosity and charged nature.  

3.2.3.2. BSA adsorption on the membranes  

Porous charged membranes had higher dynamic i.e. practical binding 

capacity for proteins and exhibited a higher through put for protein recovery. 

Introduction of a high density of functional groups in the membrane is 

required, while maintaining high selectivity for the protein 

adsorption/separation [24]. In order 

to examine the interactions between 

positively or negatively charged 

modified chitosan composite 

membrane, BSA binding capacity for 

the PC-Si and QC-Si membranes was 

determined in batch mode at different 

pH of BSA solution with 5 mg/ml 

concentration for 6h adsorption, and 

relevant data is presented in Fig. 

3.2.6. BSA binding capacity was 

highly dependent on pH of the 

solution as well nature of the charge on the membrane matrix. For PC-Si 

membrane, binding capacity decreased progressively with the increase in the 

pH of the solution, while opposite trend was observed for QC-Si composite 

membrane. At low pH, BSA carries positive charges (BSA+) and its adsorption 

on negatively charged matrix was favored due to mutual electrostatic 

attraction, while opposite case will be happened at higher pH where BSA 
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carries negative charge (BSA-). At iso-electric point of BSA (pH: 4.8), it exist in 

the zwitterionic form, and interestingly at this pH both membrane showed 

similar BSA binding capacity. Thus pH of the protein solution is an important 

parameter by varying which one can obtain its high adsorption and thus 

transport/separation across charged functionalized chitosan ultrafilter 

membrane.  

 

3.2.3.3. Membrane permeation studies 

      In general membranes were prepared in non-aqueous media and 

gelated in water media for tailoring their pore dimensions. In this case 

membranes were prepared in water and gelated in methanol. To investigate 

the impact of the membrane forming biomaterials, their charged nature, 

optimum casting and gelation conditions, performance of both membranes 

was evaluated by their volumetric flux under applied pressure and electric 

gradient. In all cases, straight line passed through origin was obtained. 

Phenomenological coefficients L11 and L12 were estimated from the slope of 

these straight lines and are presented Table 3.2.2 The L11 values were used 

with advantage for the estimation of apparent pore radius (rp) using Eq. 

(2.19). It can be seen that although pressure driven permeability value (L11) 

for PC-Si membrane is high, its low apparent pore radius is due to low 

thickness (d) and high water content (θ) values in comparison to QC-Si 

composite membrane. It was very interesting to find that nature and extent of 

charge in the membrane matrix influences their flux. Also surface charge on 

a membrane has significant influence on its separation properties. Knowledge 

of the electro kinetic properties such as zeta potential of a particular 

membrane will be proved to be major contributing factor behind the decision 

to implement that membrane for a specific separation process, as the surface 

charge on synthetic membrane has significant effect on its separation 

properties [58,59], and fouling tendency [60,61]. The zeta potential (ξ) can be 

obtained from electro-osmotic permeability (L12) values presented in Table 



3.2.2, using Smoluchowski equation (Eq. 2.16). In general the zeta potential 

of the membrane is supposed to represent the chemical nature of the 

membrane forming material. It depends on the nature and concentration of 

functional groups attached to the membrane matrix. PC-Si membrane 

exhibited slightly high zeta potential value (2.88 mV) in comparison to QC-Si 

(2.69 mV).  

 

 
 
Table 3.2.2. Hydrodynamic permeability (L11), equivalent pore radius (rp), electro-osmotic 

permeability (L12), and membrane zeta potential () values for PC-Si and QC-Si membranes. 
  

Membrane L11 × 10-10  

(cm3 dyn-1 s-

1) 

rpa  

(nm) 

L12 × 10-6 

(Amp-1 cm s-1) 
 b   

(mV) 

PC-Si 1.48 2.02 1.70 2.88 

QC-Si 0.97 2.49 1.54 2.69 
 

  a
 estimated from water permeability data; 

b
 estimated from electro-osmotic data in equilibration with 

0.001 mM NaCl solution. 
 

Mild charged nature for the both membranes are responsible for the 

observed zeta potential, and it is evident from Xm values presented in Table 

3.2.1 that PC-Si composite membrane is relatively highly charged. 

Furthermore, moderate values of zeta potentials of these membranes suggest 

their capability for charge based selection/rejection.  

3.2.3.4. Transmission of BSA under coupled driving forces 

        BSA transmissions across both 

types of membranes and its effect on 

the pH of the feed protein solution were 

studied under coupled driving forces 

(pressure and electric gradient) in order 

to investigate the effect of nature of 

charge on the protein molecule (BSA), 

membrane matrix and direction of 
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Figure 3.2.7. Experimental cell for protein 
separation under coupled driving forces. 

 



electric polarity applied. Experimental cell for protein separation under 

coupled driving forces is presented in Fig. 3.2.7. Schematic diagram for the 

different modes of protein transmission such as protein transmission using 

uncharged ultrafilter membrane without any electric gradient is presented in 

Fig. 3.2.8(A). While Fig. 3.2.8(B) represents protein transmission under 

coupled driving forces using negatively charged ultrafilter membrane (PC-Si) 

and same for positively charged membrane (QC-Si) is depicted in Fig. 3.2.8 

(C). Polarity of the electric gradient was fixed in such a way that positively 

charged protein (BSA+, pH<pI) was facilitated to migrate through negatively 

charged membrane, while negatively charged protein (BSA-, pH > pI) was 

facilitated to migrate through positively charged membrane. Under these 

mode of operation, three screening parameters such as pore size and nature 

of the charge on the membrane, and electric gradient not only enhance the 

protein transmission but membrane throughput will also increased due to 

the electrophoretic migration of the solvent along with protein. Fig. 3.2.9 

presents volumetric   

 

 

 

 

 

 

 

 

 

flux of BSA solutions of pH: 2.0 and 13.0 across the PC-Si and QC-Si 

membrane, respectively, under varied applied pressure without or with 

applied electric gradient.  
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Figure 3.2.8. Diagram for: (A) UF through charged membrane; (B) UF under coupled 
driving forces using PC-Si membrane; and (C) UF under coupled driving forces using QC-
Si membrane. 

 



 
 
 
 
 
 
 
 
 
 
 
Figure 3.2.9. Variation of volumetric flux of BSA solution (5 mg/ml) with applied pressure for: 
(A) PC-Si membrane at pH: 2.0; (B) QC-Si membrane at pH: 13.0, at different applied electric 
gradient: 1-0 V cm-1; 2-0.67 V cm-1; 3-1.33 V cm-1; 4-2.00 V cm-1. 
 

It can be seen that without any electric gradient (at 0 V cm-1) and under 

constant pressure, flux values were lowest for both membranes, which were 

progressively increased with the increase in electric gradient. It was also 

observed that at pH: 2, PC-Si membrane exhibited highest flux, while QC-Si 

membrane showed highest flux at 

pH: 13.0. The filtrate flux is an 

important parameter of amelioration 

when evaluating the 

separation/fractionation process. 

After bio-production, the targeted 

product should be quickly separated 

because enzyme activity reduced 

with time [16]. Here it can be seen 

that filtration velocity was 

accelerated by coupling of driving 

forces, pressure and electric 

gradient, for both type of 

membranes. Volumetric flux data 

with respect pH of the feed solution is also presented in Fig. 3.2.10 for both 

membranes under 3.0 × 10-6 dyn cm-2 applied pressure and 1.33 V cm-1 

applied potential gradient. Filtrate flux was highly dependent on pH of the 

feed BSA solution. PC-Si membrane showed highest filtrate flux at pH: 2 

(BSA+) and flux was decreased with the increase in the solution pH (BSA-), 
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Figure 3.2.10. Volumetric flux data for 
composite membranes at different pH of 
5.0 mg/ml BSA solution under 3.0 X 10-6 
dyn cm-2 applied pressure and 1.33 V cm-2 
applied electric gradients. 
 



while opposite trend was observed for QC-Si membrane under similar 

experimental conditions. Interestingly, membranes showed almost same 

filtrate flux, when pH of the BSA solution was equal to its pI (pH: 4.8) and 

BSA existed in BSA0. The region beyond this behaviour is again controlled 

migration BSA molecules to the anode or cathode side depending on its pH, 

which was not possible without an electric field. Also alteration in the filtrate 

flux under different experimental conditions may be attributed to the 

combined electro-phoretic and electro-osmotic effects.       

  For the protein separation/fractionation, transmission or selectivity of 

the targeted protein molecules is also an important parameter in addition to 

the throughput. Observed protein transmission (ζobs) was estimated from the 

ratio of protein concentration in the feed side to the concentrate side. 

Representative curves for ζobs against applied pressure and varied electric 

gradient is presented in Fig. 3.2.11 (A), which also indicate the dependency of 

BSA transmission on the applied electric gradient. It can be seen that 

coupled driving forces under suitable experimental conditions, not only 

influences the filtrate flux but it also enhanced the BSA flux for both types of 

membranes. Fig. 3.2.11 (B) presents ζobs values with respect pH of the feed 

solution both membranes under 3.0 × 10-6 dyn cm-2 applied pressures and 

2.00 V cm-1 applied electric gradient. Similar to the filtrate flux values, ζobs 

value for BSA+ was very high across PC-Si composite membranes, while for 

QC-Si membrane it was very low. Progressive alteration in the ζobs value with 

the pH of the BSA feed solution was due to the nature of charge on the BSA. 

Furthermore, BSA transmissions for both membranes were identical at pH: 7.  
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Figure 3.2.11. Variation of observed BSA transmission (ζobs) with: (A) applied pressure 
through PC-Si membrane in equilibration with 5 mg/ml BSA solution at pH 2 for: 1- 0 V cm-1; 
2-1.33 V cm-1; and 3- 2.00 V cm-1, (B) pH of 5 mg/ml BSA solution at 3.0 X 10-6 dyn cm-2 

applied pressure and 2.0 V cm-1 electric gradient.  
 

Thus in this study, there are three parameters such as applied pressure, 

electric gradient and the nature of the charge on the membrane matrix 

govern the filtrate flux and BSA transmission across the membranes, which 

had about same pore diameter. Here it is important to record that, fouling 

was noticeably absent in all cases with less than 1% reduction in the 

membrane permeability after repeated use, due to applied electric gradient.  

3.2.3.5. Protein transmission and selectivity in the mixture of BSA and 

LYS 

  The selective separation of BSA and LYS from them equi-gram mixed 

solution was carried out at different pH ranging between 2.0-13.0, where 

both existed in different ionic forms across both membranes. Representative 

ζobs values for BSA and LYS separately, when mixed protein solution was 

used as feed, is presented against pH in Fig. 3.2.12 (A&B) for PC-Si and QC-

Si membranes, respectively under 3.0 × 10-6 dyn cm-2 applied pressure 

without or with 2.0 V cm-1 applied electric gradient.  
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Figure 3.2.12. ζobs values for BSA (solid line) and LYS (dotted line) separately through: (A) PC-
Si; (B) QC-Si membrane in equilibration with BSA, LYS mixed solution (5 mg/ml each) under 
3.0 X 10-6 dyn cm-2 applied pressure gradient and: 1 & 3- without any applied potential, 2 & 4-  
with 2.0 V cm-1 applied electric gradient. 

 
For both protein, BSA and LYS, transmission was strongly dependent on the 

nature of the charge on the transmitting species (pH), nature of the 

membrane and electric gradient. At pH: 2.0, BSA and LYS both existed in 

positively charged species (BSA+ or LYS+) and thus showed very high ζobs 

value across PC-Si membrane, while it was extremely low (less than 0.2) for 

QC-Si membrane.  

At pH: 4.8, transmission of BSA across both type of charged 

membranes were very low because of uncharged nature of permeating species 

(pI : 4.8). Transmission of the LYS+ (pH: 4.8) across the PC-Si was extremely 

high due to electrostatic attraction between migrating species and membrane 

interface, while for QC-Si membrane it was extremely low because of 

Donnan-exclusion due to same charged nature of transmitting species and 

membrane interface. QC-Si membrane allowed high transmission of BSA- 

(pH: 10.7), while transmission of LYS0 (pI : 10.7). At pH: 13.0, transmission of 

BSA- or LYS- was very low across the PC-Si membrane, while across the QC-

Si, it was very high due to electrostatic repulsion/attraction depending on the 

charged nature of transmitting protein species and the membrane interface.  
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Figure 3.2.13. Separation factor as function of pH for the BSA and LYS mixed solution (5 
mg/ml each) through: (A) PC-Si; (B) QC-Si membrane 3.0 X 10-6 dyn cm-2 applied pressure 
and: 1- without any electric gradient; 2- 0.67 V cm-1; 3- 1.33 V cm-1; 4-2.00 V cm-1.  

 

Thus it is possible to separate LYS from the mixture of BSA-LYS at pH: 4.8 

(pI of BSA) using negatively charged PC-Si membrane or BSA from the 

mixture of BSA-LYS at pH: 10.7 (pI of LYS) using positively charged PC-Si 

membrane with high selectivity. Also in all cases due to coupling of driving 

forces, filtrate flux and protein transmission was enhanced.  

Further idea about protein separation and selectivity, we can have 

from separation factor (SF) defined as the ratio of transmission of individual 

proteins from their mixture. Estimated SF values for PC-Si and QC-Si 

composite membranes are presented in Fig. 3.2.13. (A&B), respectively as a 

function of pH of the mixed protein feed solution. For PC-Si membrane, SF 

values under different electric gradient was in between 8 to 10 at pH; 4.8, 

while it was varied 12-15 for QC-Si at pH: 10.7. Furthermore, applied electric 

gradient further progressively enhanced the SF values, suggested highly 

selective separation of protein under coupled driving forces. However, applied 

electric gradient was so small that no denaturation of protein is possible 

under given experimental conditions [16]. Thus it is possible to develop a 

rapid and highly selective protein separation method using modified 

biomaterial as charged membranes (functionalized Chitosan) under coupled 

driving forces (pressure and electric gradient). In this process no appreciable 

membrane fouling or protein denaturation was observed, while by focusing 

one component at its iso-electric point, other component in the charged state 

(depending on pH) may be effectively separated. In this case the difference in 

the pI values of LYS and BSA was quite high, but in general cases where pI 

values were near by, this process also can be efficiently used by varying the 

pore size of the membrane according to the molecular weight of the protein to 

be separated and with fine variations in their pH. Two screening parameters 

such as pI values and molecular size were taken in account for achieving 

high degree of selectivity.   



3.2.4. Conclusions of chitosan-silica cross-linked charged 

ultrafilter membranes 

Functionalizations of chitosan were carried out by either introducing 

phosphonic acid group or by quaternization of existing primary ammonium 

groups for making it water soluble biopolymer material. Negatively charged 

PC-Si and positively charged QC-Si membranes were prepared using TEOS 

and PVA as plasticizer by acid catalyzed sol-gel reaction in aqueous media. 

These membranes were gelated in the methanol under optimized conditions 

for tailoring the pore structure of the membrane matrix. FTIR spectra and 

ion-exchange capacity study of these membranes confirmed the introduction 

of highly acidic –PO3H2 or basic –N+(CH3)3 groups, resulting in formation of 

cross-linking or covalent bonding with silica and PVA. Electrochemical 

characteristics such as membrane conductivity; surface charge density and 

counter-ion transport number of these membranes also revealed mild 

charged nature of the membrane matrix. These membranes were employed 

for the separation of proteins from their mixture under coupled driving 

forces. It was concluded that separation of LYS from the mixture of BSA-LYS 

at pH: 4.8 (pI of BSA) using negatively charged PC-Si membrane or BSA from 

the mixture of BSA-LYS at pH: 10.7 (pI of LYS) using positively charged PC-Si 

membrane, was possible with high selectivity. Also in all cases due to 

coupling of driving forces, filtrate flux and protein transmission was 

enhanced. Furthermore, applied electric gradient further progressively 

enhanced the SF values, suggested highly selective separation of protein 

under coupled driving forces.  

In the present work product yield defined as transmission through the 

membrane could be highly raised due to coupling of driving forces and three 

screening parameters such as: charge on the protein; charge on the 

membrane matrix and superimposed electric gradient. Thus this is a novel 

process using modified biopolymer membrane for improving product purity, 

and filtration velocity (throughput). Both, the electrophoretic migration of 

molecules and the positive effect of electro-osmosis, lead to increase in 



product purity. Also, an additional driving force (electric field) could raise 

filtration velocity even when the increase in applied pressure had reached to 

its limit. Reported process is a promising tool to make downstream 

processing faster and product purer in certain fields of application. It is an 

alternative for ultrafiltration, chromatographic or conventional 

electrophoresis processes to fractionate protein. Above all, hydrophilic 

modified biopolymer membrane prepared in the aqueous media was used in 

this process. It was inexpensive, non-hazardous, and environmentally 

benign.  
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pH CONTROLLED SELECTIVE 
TRANSPORT OF PROTEINS 

THROUGH CHARGED 
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4.1. Sulfonated poly(ether sulfone) based charged 

ultrafilter membranes 

It is often a requirement in the chemical and biochemical sciences to 

separate a component from mixture based on its molecular size or charge on 

individual component. The increasing complexity of chemical and in 

particular, biochemical, or biological systems has required more 

sophisticated, selective and efficient technique to resolve/separate individual 

components.  Ultrafiltration is an efficient and scalable bio-separation 

technique has been extensively studied in recent years and has shown grate 

potential for use in downstream processing of biological substances (e.g., 

protein concentration/fractionation). Although protein concentration using 

ultrafiltration has become a routine and successful operation in 

biotechnology, fractionation of proteins using ultrafiltration is still a 

technological challenge and its effectiveness and efficiency are strongly 

dependent on operating parameters such as pH, salt concentration, permeate 

flux, and system hydrodynamics [1-9]. Additionally, ultrafiltration is size 

based separation processes and it is difficult to achieve high selectivity with 

high throughput. Zydney and co-workers have studied electrostatic 

interactions between charged proteins and charged membranes [10-14] and 

demonstrated that pH values and ionic strengths have profound effects on 

protein separation [13-15]. Several investigators were proposed nanotubular 

membranes [16-19], self-assembled monolyares [20,21], where pore size can 

be adjusted so that it can be applied to the size based protein separations. 

Use of porous ion-exchange membranes for protein separations is also 

reported by several researchers [22-24]. 



Electric field driven migration in the porous gels is also commonly 

used to separate proteins based on their charged nature [25,26]. Many 

electrophoretic processes have been developed under various electrical field 

conditions from constant applied voltages or currents to single- or multiple-

dimensional pulsed electrical fields for the separation of biomolecules [27]. In 

addition capillary electrophoresis was also developed for solving 

separation/fractionation problems of proteins [28-30]. In all these 

aforementioned processes only one property of given molecule either its 

molecular size or charge and iso-electric point was used to achieve its 

separation under only one driving force either pressure gradient or electrical 

gradient. All processes involve only one selectivity parameter (either 

molecular size or charge) and one driving force, which result less selectivity 

and membrane throughput. No report is available, in which, nature of charge 

on the protein, its molecular size, nature and extend of charge on the 

membrane matrix was used to increase the selectivity of separation with high 

membrane throughput under coupled driving forces (pressure and potential 

gradient).  

Herein, I am reporting negatively charged ultrafilter membrane for 

studying the transmission of proteins in different environments under 

simultaneous action of driving forces for achieving high selectivity and 

maximum membrane throughput because of three selectivity parameters (i.e. 

charge on the membrane matrix, nature of charge and molecular size of the 

protein) and dual driving forces. These charged ultrafilter membranes were 

characterized to investigate their physicochemical, electrochemical properties 

and protein binding capacity.  

4.1.1. Preparation of sulfonated poly(ether sulfone) based charged 

ultrafilter membrane  

 Udel poly(ether sulfone) (PES) was obtained from Aldrich Chemicals, 

dimethylformamide, H2SO4, HCl, NaOH, NaH2PO4, Na2HPO4 (AR grade, S.D. 

Fine Chemicals, India) were used as received. Bovine serum albumin (BSA, 



mol wt 67000 Daltons), lysozyme (LYS, mol. wt. 14600 Daltons) were received 

from HiMedia Laboratories Pvt. Ltd. India. Double distilled water was used for 

the preparation of all the solutions.  

For the sulfonation of PES, 5 g of PES was dissolved in 100 ml of 

H2SO4 and the solution was kept at 50 0C in water bath for desired time (10, 

15 and 24 hr. in this case) in order to achieve different degree of sulfonation. 

Afterward reaction was terminated by addition of five folds of water in the 

reaction mixture. Precipitate was collected, washed thoroughly with water 

and dried at 50 0C. Membranes were prepared by dissolving a known amount 

of sulfonated poly (ether sulfone) (SPES) in dimethylformamide with 40% 

(w/v) composition under constant stirring. Resulting solution was cast in the 

form of thin film on a cleaned glass plate and dried at 30 0C for 2 hr. Then 

these membrane films were gelated in water at 10 0C. These membranes were 

stored in wet condition and subjected to physicochemical and 

electrochemical studies. Different SPES based ultrafilter membranes were 

designated as Mx, where X is the time in hour allowed for the sulfonation 

reaction, while subscript 0 denotes material without any sulfonation.  

4.1.2. Results and discussion for SPES based charged ultrafilter 

membrane 

       In order to achieve different 

functional charge density, 

membranes were prepared using 

varying degree of sulfonation of PES, 

by varying time span of sulfonation 

reaction (10, 15 and 24 hr in this 

case). Extent of sulfonation of PES 

with concentrate sulfuric acid was 

confirmed by 1H-NMR spectroscopy. 

In the 1H-NMR spectra, the presence 

of sulfonic acid group causes a 

Figure 4.1.1 1HNMR Spectra of SPS. 
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significant downfield shift from 7.31 ppm to 8.21 ppm of the hydrogen 

located in the ortho position at the aromatic ring as shown in Fig.  4.1.1. By 

evaluating the ratios between the peak area of the signal corresponding to the 

hydrogen atoms located next to the sulfonic acid groups (HE) and the peak 

areas of the signals corresponding to the other aromatic hydrogen atoms      

[31,32]        degree        of  

 sulfonation was estimated. 

Further, sulfonation was also 

confirmed by FT-IR spectra, and 

CHNS analysis for different 

membrane forming material. Strong 

characteristic peaks for FT-IR 

spectra (Fig. 4.1.2) at around 1023 

and 1105 cm-1 were observed for all 

sulfonated polymers, which were 

assigned to symmetric and asymmetric stretching of sulfonate group. Degree 

of sulfonation values for PES from 1H-NMR measurements and C, H, N, S 

analysis data for different membrane forming materials are presented in the 

Table 4.1.1. From the increasing percentage of sulfur content in the polymer 

matrix and degree of sulfonation values, it was concluded that different 

extent of mild sulfonation of PES was achieved.  

 
  

Membrane 

forming 
material 

Degree of 

sulfonation  

% of S  

M10 70.2 8.03 

M15 73.0 8.88 

M24 75.3 9.06 
a estimated from 1H NMR. 

 b obtained from CHNS analysis. 

 

Table 4.1.1 Degree of sulfonation and % of S for 

different membrane forming material. 

 

 



 

Figure 4.1.2. FTIR spectra of M10; M15 and M24 
membranes. 
 

Thermal stability of prepared 

membranes was illustrated by TGA 

analysis and representative TGA 

curves for M10 and M24 membranes 

are presented in Fig. 4.1.3. All 

membranes exhibited two stage 

thermal degradation (bound water loss 

and polymer loss, respectively), but for 

membrane with high degree of 

sulfonation, second stage started 

earlier (about at 300 0C for M24 while about 400 0C for M10 membrane). 

Degradation in this region aroused due to oxidative desulphurization, which 

were pronounced for the membranes with high degree of sulfonation.  The 

DSC analysis of these membranes was also carried out and resulting curves 

are presented in Fig. 4.1.4. M10, M15 and M24 membranes exhibited 76.14, 

98.60 and 99.80, respectively Tg values. This difference in Tg values for 

difference membranes may be attributed to extent of sulfonation.  

 

Table 4.1.2. Physicochemical and electrochemical properties of membranes 

4000.0 3000 2000 1500 1000 400.0

cm-1

%T 

M10

M15

M24

3430

3098

2371 1916

1580

1486

1409

1296

1244

1151

1104

1022

870

836

717

625

562

3431

1637

1580

1487

1410

1295

1242

1151

1105

1023 873

836

718

623

560

3426

1638

1579

1487

1410

1297

1243

1150

1104

1011

872

834

718

624

558

 

40 

65 

90 

115 

0 200 400 600 

W
e

ig
h

t 
lo

s
s
 %

 

Temperature 0C 

M24 

M10 

Figure 4.1.3. TGA curves of M10 and 
M24 membranes. 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4.1.2.1. Physicochemical and 

electrochemical properties 

Prepared membranes were 

characterized by measuring their 

physicochemical properties such as 

ion-exchange capacity, water 

content etc. Ion-exchange capacity 

indicates the density of ionizable 

hydrophilic groups in the 

membrane matrix, which are 

responsible for their charged 

nature. In general, membranes 

having the same degree of cross-linking and composition absorb the same 

amount of water, where density of ionizable groups is the same throughout 

the membrane matrix [33,34]. The IEC values presented in Table 4.1.2, reveal 

that membranes ion-exchange capability increased with increase in degree of 

sulfonation or time allowed for the sulfonation reaction. Furthermore, 

relatively low IEC values of these membranes suggested that these 

membranes are mild in charged nature.  

Water content of the membrane was determined by means of Eq. 2.6 

and relevant data are presented Table 4.1.2. It can be seen that with the 

increase in extent of functionalization for different membranes, their water 

content values were increased because of increase in hydrophilic nature of 

Membrane IEC 
(mequiv./g) 

Water 
content 

(%) 

 m  
(mS 

cm-1)a 

mt  b Xm  
(m mol 

dm-3) 

M0 0.06 27.44 0.35 0.61 0.57 0.04 

M10 0.18 38.62 0.37 1.09 0.82 0.12 

M15 0.25 45.20 0.38 1.24 0.84 0.16 

M24 0.28 47.65 0.39 1.71 0.88 0.28 
a measured in the equilibration with 0.001 mol dm-3 NaCl solution. 
bestimated from membrane potential measurements using NaCl solutions of 0.01/0.001 mol dm-3    concentration across 

the membrane. 
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Figure 4.1.4. DSC analysis of M10; M15 
and M24 membranes.  

 



membrane forming material. Information regarding membrane void volume 

also can be have from the membrane void porosity (, volume of free water 

within membrane per unit volume of wet membrane) data was obtained by 

Eq. 2.8 [35,36]. ΔV may be estimated by Eq. 2.9.   Values for different 

membranes are also presented in Table 4.1.2, which was used for the 

determination of fixed ion concentration (Xm) of the membrane in units of 

(moles of sites)/(unit volume of wet membrane) which is related to the ion-

exchange capacity by Eq. 2.11. Xm data presented in Table 4.1.2 reveals 

extremely low charge density for PES membrane without any sulfonation (M0) 

(Xm = 0.037 m mol dm-3), while M24 membrane exhibited 0.283 m mol dm-3 

fixed ion concentration. These values indicate that membranes were 

moderately charged, while their degree of sulfonation and fixed ion 

concentration increased with the time allowed for the sulfonation reaction.  

Furthermore, moderate negatively charged ultrafilter membranes subjected 

for electrochemical characterization by measuring membrane conductivity 

(m) and counter-ion transport number in the membrane phase (
mt ).  

Membrane conductivity, which bears important information about 

ionic migration across the membrane, was measured for different membranes 

in equilibration with NaCl solution of 0.01 mol dm-3 concentration and 

relevant data are presented in Table 4.1.2. All membrane exhibited relatively 

low conductivity because of their porous nature. Also an increase in the 

degree of sulfonation in the membrane matrix, concentration of charged 

functional groups in it increases and resulted in the increase in membrane 

conductivity. Counter-ion transport number  m

it  in the membrane matrix, is 

also an important parameter to assess selectivity of synthesized membrane, 

was estimated from membrane potential measurements in equilibration with 

NaCl solutions of 0.0055 mol dm-3 mean concentration.  All membranes 

showed mild selectivity for Na+, and membrane selectivity increased with the 

degree of sulfonation for membrane forming material. Furthermore, these 

values exhibited good correlation with Xm obtained from the IEC 

measurements.  



4.1.2.2. BSA adsorption characteristics 

To examine the interactions between protein and mild negatively 

charged surfaces, BSA adsorption and binding capacity was determined in 

batch mode at different pH of protein solution. BSA adsorption % was 

estimated by the ratio of amount of BSA adsorbed and amount of BSA taken 

for equilibration. Relevant data for BSA adsorption at different pH are 

presented in Fig. 4.1.5(A) with respect to fixed ion concentration of the 

membrane interface. At pH: 4.8 and 10.7, adsorption was about independent 

of the functional nature of the membrane. In this case membrane matrix 

bears negatively charged interfaces, and net charge on the BSA was either 

zero or negative at both the pH range, thus adsorption of the BSA was not 

electro-statically favoured. But at pH: 2, BSA carries positive charge and its 

adsorption on negatively charged matrix was favored due to mutual 

electrostatic attraction, in which BSA adsorption increased with the increase 

in membrane charged nature. Similar trend was also observed in the case of 

BSA binding capacity data presented in Fig. 4.1.5 (B), in which highly 

charged membrane M24
 hold more protein molecules than those, which are 

relatively less charged (M10 & M15) at the given pH.   

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure 4.1.5.  Comparison of BSA: (A) adsorption; (B) binding capacity at different solution pH 
and fixed charge density (Xm) of membranes using 5-mg/ml concentration of BSA. 
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4.1.2.3. Membrane permeation studies 

To investigate the impact of membrane forming materials, their 

charged nature and optimum condition of gelation on the membrane 

performance and throughput, volumetric fluxes through the membranes were 

measured under varied applied pressure and electrical gradient, separately in 

equilibration with NaCl solution of 0.001 mol dm-3 concentration and relevant  

data for electro-osmotic flux and hydrodynamic flux are presented in Fig. 

4.1.6 (A & B), respectively.  

Electro-osmotic permeability (Jv/I) was determined from the slop of 

straight lines presented in Fig. 4.1.6 (A), and was used for estimation of zeta 

potential. Surface charge on a membrane has a significant influence on its 

separation properties. Knowledge of the electrokinetic properties such as zeta 

potential of a particular membrane type could prove to be a major 

contributing factor behind the decision to implement that membrane for a 

specific separation process, as the surface charge on a synthetic membrane 

has a significant influence on its separation properties [37,38] and fouling 

tendency [39,40]. The surface charge density of a porous membrane is related 

to the zeta potential of the membrane. The widely used techniques are 

measurements of electro-osmotic permeability and Smoluchowski Eq. 2.16 

was used for the estimation of Zeta potential () [41,42]. The Smoluchowski 
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Figure 4.1.6. Variation of volumetric flux through different membranes: (A) under applied 
current; (B) under applied pressure gradient. 
 

equation is known to be limited in its applicability to small pore size and 

electrolyte strength less than l0-3 M. In general the zeta potential of the 

membranes is supposed to represent the chemical nature of the membrane 

material. If the groups are strongly acidic (sulfonic acid group in the present 

case) the dissociation takes place at once and the zeta potential can be 

expected to be strongly negative. Zeta potential values for different 

membranes increased with the increase in the fixed ion concentration in the 

membrane phase (Table 4.1.3), revels the quite charged nature of the 

membrane interfaces. Further, relatively moderate zeta potential values 

indicate membrane capability for charge based selection/rejection. 

The relationship between 

flux (Jv) and pressure was linear 

for all studied membranes in the 

applied pressure range (Fig. 

4.1.6(B)). It is very interesting to 

find that charged nature of the 

membrane influences flux. The 

reason might be related to the 

increase in membrane 

compactness or decrease in its 

hydrophilic characteristics with 

decrease in degree of 

sulfonation or functional nature. 

Further idea about compactness 

of the membrane we can have 

from apparent pore radius (rp) values from Hagen–Poiseuille Eq. 2.18 [31,43]. 

In this case hydrodynamic permeability was measured using NaCl solution of 

1.0 mM concentration in the absence of any applied electrical gradient.   rp 

values estimated from Eq. (2.23) are presented in Table 4.1.3. M10, M15 and 
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Figure 4.1.7. Experimental cell for ultrafiltration 
under applied electrical gradient. 

 



M24 membranes resulted 2.11, 1.70, and 1.52 nm, rp values, respectively. 

This observation shows that compactness of membranes was increased with 

increase in degree of sulfonation. 

4.1.2.4. Ultrafiltration experiments under applied potential gradient 

Ultrafiltration experiments, with or without applied potential gradient, 

using desired solution of BSA or LYS were conducted in dead-end and cross-

flow permeation modes using plate and frame model. The experimental cell 

shown in Fig. 4.1.7. In these experiments using M10, M15 and M24 membranes 

and BSA solution of 5.0 mg/ml concentration was carried out at pH: 2.0; 4.8; 

and 10.7, separately without and with different applied potential gradient in 

order to investigate the transmission characteristics of protein in various 

experimental conditions. Schematic diagram for the mode of ultrafiltration 

experiments were conducted without any applied potential gradient is 

presented in Fig. 4.1.8(A). While Fig. 4.1.8(B) represents ultrafiltartion 

experiment with applied potential gradient and electrical polarity. Polarity of  

 

 

 

 

 

 

 

 

Figure 4.1.8. Schematic presentation of: (A) ultrafiltration; and (B) ultrafiltration under 
applied potential gradient. 
 

the applied potential was fixed so that electrode in the feed side became 

anode and towards permeate side became cathode so that only positively 

charged BSA (BSA+) are facilitated to cross through the negatively charged 

membrane under the influence of coupled driving forces (pressure and 

potential difference). In other cases negatively charged BSA (BSA-) or 
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zwitterion BSA (BSA0) are suppose to be exhibit very low transmission under 

given polarity and charged nature of the membrane. 

Table 4.1.3. Permeation characteristics of membranes 

 

Membrane L11 X 10-10  

(cm3 dyn-1 s-

1) 

rpa  

(nm) 

J12/I X 10-7 

(Amp-1 cm 

s-1) 

 b   
(mV) 

M10 1.06 2.11 5.19 0.88 

M15 1.02 1.70 5.62 0.95 

M24 1.02 1.52 5.93 1.01 

 

Fig. 4.1.9(A) presents volumetric flux of BSA solution of varied pH as a 

function of applied pressure without any applied potential gradient for M24 

membrane, in representative case.  It can be seen that for pH: 2 highest 

solvent fluxes were observed because of high migration of positive ions across 

 

 

 

 

 

 

 

 

 

 

 

Figure 4.1.9. Volumetric flux of M24 membrane in equilibration with 5 mg/ml BSA 
solutions of different pH: (A) under varied pressure and without potential gradient; 

(B) under 3 X 10-6 dyn cm-2 pressure and varied potential gradient. 
 

the membrane, while in other cases relatively low flux may be attributed to 

less transmission of uncharged or negatively charged ions because of the 

charged membrane matrix. In order to investigate the effect of BSA 

transmission on the solvent flux, same experiments were conducted using 

only buffer solution of desired pH but same trend was reproduced. Similar 
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conditions were also aroused for Fig. 4.1.9(B) in which flux is presented as a 

function of applied potential gradient and 3 X 10-6 dyn cm-2 applied pressure. 

It was interesting to record that at constant applied pressure, flux also 

increased with increase in the potential gradient, which was more 

predominant in the case of BSA+.  This may be attributed higher BSA+ 

electrophoretic migration along with solvent molecules. It was also observed 

that contribution of electrophoretic transmission of BSA+ was higher than in 

the comparison of BSA- or BSA0. Additionally, (Fig. 4.1.10(A)) reveals that flux 

was not only depends on applied pressure or potential gradient but it also 

depend on fixed ion concentration on the membrane matrix (Xm). Thus in the 

present studies, there are three parameters such as applied pressure, 

potential gradient, and extent of the charge on the membrane matrix, which 

governs the mass and protein migration across the membrane, where 

membranes were having more or less same apparent pore diameter (Table 

4.1.3). Here it is important to record that, fouling was noticeably absent in all 

the cases with less than 2% reduction in the membrane permeability after 

repeated use.  

4.1.2.5. Protein transmission and separation factor 

Observed protein transmission (ζobs) was estimated by the ratio of 

protein concentration in the feed side to the permeate side. ζobs for BSA 

solution is presented in Fig. 4.1.10 (B&C) under 3 X 10-6 dyn cm-2 applied 

pressure without and with and 0.203 V cm-1 applied potential gradient for 

pH: 2.0 and 10.7, respectively as function of membrane charge density. 

Effect of charged nature of the membrane matrix and influence of 

applied electrical gradient on protein transmission was further investigated 

by plotting ζobs against charge density of the membrane (Xm) (Fig. 

4.1.10(B&C)) for BSA solution at pH 2.0 and 10.7, respectively. At both pH 

(BSA+ or BSA-) in the absence of any applied potential, ζobs values decreased 

with the increase in the Xm or zeta potential of membrane-solution interfacial  

Zone. But under coupled action of pressure and potential gradient, ζobs values 

increased with the membrane charge density for pH 2.0 (BSA+), also same 
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trend was observed for solution at pH 10.7 (BSA-). But magnitude of ζobs for 

BSA+ was about more than eight times grater than that obtained for BSA-. 

 

 
Figure 4.1.10. (A) Volumetric flux; (B) and (C) observed BSA transmission (ζobs) values as 
function of fixed charge density of membranes in equilibration with 5 mg/ml BSA solution at 
under 3 X 10-6 dyn cm-2 applied pressure for: (A) pH – 2; (B) pH – 2; and (C) pH – 10.7, without 
or with potential gradient. Solid line - without applied potential gradient and Dotted line - with 
0.203 V cm-1 applied potential gradient.   

In the previous case, charge on the BSA molecule as well as membrane 

interface, and polarity of potential gradient, all are facilitating the 

transmission of BSA+ through the membrane, while in the latter case similar 

charges on the BSA molecule and membrane interface opposing each other 

and was responsible for the observed significant reduction in the protein 

transmission. Here we may conclude that it possible to govern the 

transmission of protein by varying nature of the charge on it (pH), nature and 

extent of the charge on the membrane matrix, polarity of the applied 

potential gradient with an ultrafilter membrane of given pore dimension. Also 

for both cases ζobs under constant applied electrical and pressure gradient 

was higher than without any electrical gradient and exhibited opposite trend. 

Coupling of the driving forces always resulted more membrane throughput 

(protein transmission).  

ζobs for BSA solution is presented in Fig. 4.1.11(A&B) under 3 χ 10-6 

dyn cm-2 applied pressure without and with 0.203 V cm-1 applied potential 

gradient, respectively as a function of solution pH for M10 and M24 membrane. 

ζobs values for M24 membrane was lower than those for M10 membrane, when 

only pressure difference was applied as driving force, but opposite trend was 
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observed when pressure and potential difference, both simultaneous were 

applied as driving forces.  

 

Figure 4.1.11. Observed BSA transmission (ζobs) values as function of pH through M10 and M24 
membranes for 5 mg/ml BSA solution: (A) under 3 X 10-6 dyn cm-2 pressure; (B) under 3 X 10-

6 dyn cm-2 pressure and 0.203 V cm-1 applied potential gradient. M24-solid line; M10- dotted 
line. 
 

This indicates charged nature of the ultrafilter membrane is one of the 

facilitative parameter for the separation of protein under coupled driving 

forces, where BSA showed high transmission at constant pH. Further, data 

presented in (Fig. 4.1.11) reveal that pH of the protein solution also one of the 

sensitive parameter for achieving higher extent of its transmission through 

the membrane. In this case, where membrane was negatively charged, 

highest transmission for BSA+ (pH: 2.0) was observed. While in other two 

cases (pH: 4.8 & 10.7), ζobs closures to zero indicate negligible protein 

transmission through the charged membranes.  
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Figure 4.1.12. Observed LYS transmission (ζobs) values for M24 membrane as function of: (A) 
pH; (B) at pH 4.8, of 5 mg/ml LYS solution in 3 X 10-6 dyn cm-2 pressure and different 
applied potential gradient.  

 



 

 

Ultrafiltration experiments 

under coupled driving forces were 

also conducted using LYS solutions 

at different pH ranging between 13.0-

2.0, where it existed in different ionic 

forms. Representative data of ζobs
 

values for M24 membrane are 

presented in Fig. 4.1.12 for different 

experimental conditions. In this case 

also observed protein transmission 

was strongly dependent on the nature 

of the charge on the transmitting 

species (pH) and applied potential 

gradient coupled with the constant applied pressure. Iso-elecetric point of 

lysozyme is 10.7; hence at pH 2.0 and 4.8 LYS exhibited LYS+ form. Observed 

transmission of LYS+ was close to eight while it was close to zero for LYS0 and 

LYS- (pH: 10.7 or more). Now we will introduce separation factor defined as 

ratio of LYS to BSA transmission i.e. (ζobs)LYS/(ζobs)BSA. Variation of separation 

factors is presented in (Fig. 4.1.13) as function of pH of the protein solutions. 

At pH 4.8 (iso-electric point of BSA), highest separation factor was achieved. 

At this pH, transmission of BSA0 was very less in comparison to extremely 

high transmission of LYS+. On other pH range both proteins showed very less 

transmission across the membrane under given experimental conditions.  

Interestingly, separation factor values increased with the increase in applied 

potential difference under the constant action of 3 X 10-6 dyn cm-2 pressure 

difference. After studying the variation of ζobs for BSA and LYS and their 

separation factor with pH, one can guess the feasible, efficient and selective 

separation of both proteins using these membranes under coupled driving 

forces.  

Figure 4.1.13. Separation factor as 
function of pH for in 3 X 10-6 dyn cm-2 
pressure and different applied potential 
gradient for M24 membranes.  
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4.1.3. Conclusions for sulfonated poly (ether sulfone) based 

charged ultrafilter membranes 

In this work we prepared negatively charged ultrafilter membranes by 

different degree of sulfonation of poly (ether sulfone). These membranes 

showed different extent of charge density on the membrane matrix. 

Adsorption study at various pH of the protein solution was performed and it 

was observed that protein binding capacity of the membranes was strongly 

dependent on the pH of the protein solution as well as extent of charge on the 

membrane matrix. Using these membranes, transmission characteristics of 

BSA and LYS were investigated under single or coupled driving forces i.e. 

pressure difference and applied potential gradient. It was found that 

membrane flux and observed protein transmission through the membrane 

increased under the simultaneous action of driving forces. pH of the protein 

solution (i.e. their iso-electric points), and extent of the charge on the 

membrane matrix have strong influence on the observed transmission of the 

protein. It was concluded that transmission of protein can be governed by 

varying nature of the charge on it (pH), nature and extent of the charge on 

the membrane matrix, polarity of the applied potential gradient with an 

ultrafilter membrane of given pore dimensions. Coupling of the driving forces 

always resulted more membrane throughput with relatively high selectivity. 

Based upon these results, it is possible to achieve selective and efficient 

transport/separation of BSA-LYS at pH 4.8. Furthermore, this study 

established the basis for the development of new process and hydrophilic 

modified ultrafilter membrane for the fractionation of proteins depending 

their iso-electric points. In this processes, charge on the protein, nature and 

extent of the charge on the membrane interfaces, polarity of the potential 

gradient all are governing the transport of given protein across the 

membrane, which will result high selectivity and membrane throughput. As 

spin off charged nature of the membrane matrix and bipolar electrical 

environment avoids the fouling of the membrane, which was the common 

phenomenon for the protein fractionation by ultrafiltration membrane.  



4.2. Organic-inorganic hybrid charged ultrafilter 

membranes for proteins separation 

In biotechnology, separation of biochemical from mixture based on its 

charge and molecular size of individual component is often required. The 

increasing complexity of chemical and in particular, biochemical, or biological 

systems has required more sophisticated, selective and efficient technique to 

resolve/separate individual components [44]. Separation or isolation of 

individual protein from a mixture is also most cost intensive part during 

downstream processing for bio-production of proteins. Therefore, selectivity 

and rate of separation procedure are main factors to make process most 

attractive and cost effective. Chromatography steps are highly selective but 

too expensive [45]. Membrane fractionation particularly ultrafiltration (UF) is 

a promising tool for biotechnological down stream processing, but it seen to 

be not being very much selective when separating similar sized proteins. UF 

is a pressure-driven separation process, in which membranes with 1-100 nm 

pore size being used [46]. Zydney and co-workers have made a grate 

contribution in investigating the effect of electrostatic interaction on protein 

transport in the membrane system [12]. Many processes with electric 

gradient as driving force such as electrophoresis, gel electrophoresis, 

capillary electrophoresis, etc were also developed for commercial practice of 

protein separation [26]. In all these processes, either pressure or electric 

gradient was imposed to achieve protein separation. In literature, electro-

ultrafiltration (UF under electric field) is also reported to achieve 

fractionation/separation of protein with enhanced throughput using 

uncharged UF membranes [47]. But no report is available, in which UF was 

performed under coupled driving forces using positively or negatively charged 

membranes for achieving enhanced selectivity (purity) and membrane 

throughput. Due to coupling of driving forces across the suitable charged 

membrane will lead a rapid and selective protein separation process due to 

high membrane throughput, which is very urgent for the fast down stream 

processes. In addition, choosing membrane-forming material with which a 



given protein can have high degree of interaction can enhance selectivity of 

the process.  

       Organic-inorganic nanostructured composites constitute an emerging 

research field, which has opened the possibility of tailoring new materials 

because they combine in a single solid both the attractive properties of a 

mechanically and thermally stable inorganic backbone and the specific 

chemical reactivity and flexibility of the organo functional groups. Up to now, 

the cation-exchange organic–inorganic hybrid materials have been frequently 

reported, in the hope of replacing the expensive perfluorocarbon cation-

exchange materials such as Nafion [49-52,42]. Use of these type of material 

as anion-exchange membranes have been also investigated [35,53]. However, 

unfortunately no report is available regarding the application of organic-

inorganic hybrid nanostructured charged membrane with desired pore size 

for protein separation either by UF or under coupled driving forces. Due to 

presence of hydrophilic nature of silica in the membrane forming material 

and high water content even at elevated temperature, these types of 

membranes will show improved interactions with protein depending on their 

charge and thus exhibit more protein transmission across it.     

Herein, we are reporting preparation of organic-inorganic hybrid 

charged membrane by sol-gel process in aqueous media and gelation of these 

membranes in non-aqueous media for tailoring pore texture. Both type of 

charged membranes were used for developing a rapid and highly selective 

protein separation method under coupled driving forces (pressure and 

electric gradient) for achieving high selectivity and maximum membrane 

throughput because of three selective parameters (i.e. charge on the 

membrane matrix, nature of charge and molecular size of the protein). 

Whereas, in aforementioned method, only one selective parameter either 

charge or molecular size was considered for their fractionation/separation. 

Positively and negatively charged organic-inorganic hybrid membranes were 

employed to achieve pH sensitive protein separation under coupled driving 



forces using binary mixture of bovine serum albumin and lysozyme as a 

model case.          

4.2.1. Materials and preparation of organic-inorganic hybrid 

charged ultrafilter membranes  

Poly (vinyl alcohol) (PVA) (Mw: 125,000 Daltons), hydrochloric acid, 

ammonia (Sp gr 0.98), hydrogen peroxide solution (37-40% w/v), sodium 

hydroxide, sodium chloride, ammonium persulfate, dimethyl sulfate, 

methanol, formaldehyde, sodium azide, sodium sulfate, Sodium hydrogen 

phosphate, disodium hydrogen phosphate and sulfuric acid of AR grade were 

obtained from S. D. Fine Chemicals, Mumbai, India. 

Mercaptopropylmethyldimethoxysilane (MPDMS), tetraethylorthosilicate 

(TEOS), 4-vinylpyridine (4-VP) and divinylbenzene (DVB) are obtained from 

Aldrich Chemicals and used as obtained.  Bovine serum albumin (BSA; Mw: 

67,000 Daltons) and lysozyme (LYS; Mw: 14,600 Daltons) were received from 

HiMedia Laboratories Pvt. Ltd. India. Double-distilled water was used in all 

experiments.  

Organic–inorganic hybrid positively charged membranes (PCM) and 

negatively charged membranes (NCM) based on poly (vinyl alcohol)/SiO2 were 

prepared via sol-gel. For the preparation of PCM, five grams of PVA was 

dissolved in 100 ml of hot (at 70 oC) deionized water under constant stirred 

condition to obtain a homogeneous clear solution. Then, two grams of TEOS 

and five grams of MPDMS were added drop wise under constant stirring for 2 

hr. The pH of clear homogeneous solution was adjusted to 2.0 using 1M HCl. 

Resultant clear solution again stirred for 1 h and air bubbles were removed 

from the solution by applying vacuum. The obtained milky coloured gels were 

cast on a cleaned glass plate covered with poly (ethylene) (HDPE) sheet of 

desired thickness and partially dried for 2 h at ambient temperature (30 oC). 

Then dried film gelated by immersing it in methanol at 10 oC. Thus, obtained 

thin films were immersed in a solution containing formaldehyde (54.1 g), 

sodium sulfate (150.0 g), sulfuric acid (125.0 g), and water (470.0 g) for 1 h at 

80 oC for effecting cross-linkage in the membrane by formal reaction. The 



obtained membranes were subjected to oxidation for the conversion of 

mercapto group in to the sulfonic acid group with the treatment of hydrogen 

peroxide.  

For the preparation of NCM, five grams of PVA was dissolved in 100 ml 

of hot (70 oC) deionized water under constant stirred condition to obtain a 

homogeneous clear solution. Then the required quantity of the 4-

vinylpyridine (monomer), divinylbenzene (4% w/w), and ammonium 

persulfate (4% w/w) was added and temperature was maintained at 70 oC. 

The mixture was kept for under stirred condition for 1 h to get the semi-

interpenetrating polymer network. Further equivalent amount of the dimethyl 

sulfate with respect to 4-vinylpyridine was added to quaternize the 

pyridinium group. The mixture was stirred for 2 h at room temperature to 

obtain a clear homogeneous solution. Then 2 ml of TEOS was added drop 

wise at room temperature and the mixture was kept under stirred condition 

for 24 h to get a gel. The resulting gel was cast on a clean glass plate with the 

desired thickness covered with poly (ethylene) (HDPE) sheet of desired 

thickness and partially dried 1.5 h at ambient temperature (30 oC). Then 

dried film gelated by immersing it in methanol at 10 oC. Thus, obtained thin 

films were subjected for effective cross-linkage by formal reaction by 

immersion in a solution containing formaldehyde (54.1 g), sodium sulfate 

(150.0 g), sulfuric acid (125.0 g), and water (470.0 g) for 1 h at 80 oC.   

Before being subjected to physicochemical and electrochemical 

characterizations, the resulting membranes were conditioned in 0.10 M HCl 

and 0.10 M NaOH solutions alternatively several times and stored in the 

distilled water. 

4.2.2. Results and discussion for organic-inorganic hybrid charged 

membranes  



Organic–inorganic hybrid nano-structured PCM and NCM were 

prepared by molecular or nanometer level dispersion between inorganic and 

organic polymers by covalent or hydrogen bonding by sol-gel and based on 

poly (vinyl 

alcohol)/SiO2. PVA 

grafted with the 

mercapto groups or 

poly (4-vinylpyridine) 

results in good 

flexibility and silica of 

the inorganic part 

provides better 

thermal and 

mechanical 

stabilities. In the sol-

gel process, the 

reaction of silica precursor and water in the presence of acid or base forms 

one-phase solution that goes through a solution-to-gel transition and forms a 

rigid two-phase system comprising solid silica (SiO2) and solvent filled pores. 

The condensation and polymerization reaction of the silica precursor is a 

bimolecular nucleophilic substitution reaction, preceded by rapid protonation 

of the OR or OH substituents bonded directly to silicon atom. With time, 

sufficient numbers of interconnected Si – O – Si bonds are formed in a region 

and they interact cooperatively to form colloidal particles or sol. 

Subsequently, colloidal particles link together to form a three-dimensional 

network or a gel. The gel was cast on the suitable support and gelated in 

methanol certain level after drying. In composite film NCM, negatively 

charged -SO3H groups were introduced by oxidation of the existing -SH group 

in MPDMS in acidic condition, on the contrary PCM possesses anion 

exchange group (–N+(CH3)3). Further membranes were cross-linked with 

HCHO-H2SO4. The purpose of gelation in non-aqueous medium is to modify 
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Figure 4.2.1.  FTIR spectra for PCM and NCM. 

 



the pore dimension and structure of membrane. Fig. 4.2.1 shows IR 

spectrum of NCM ad PCM, which show the characteristic bands at around 

800 cm-1 and 1100-1200 cm-1 due to symmetric and asymmetric Si-O-Si 

stretching respectively. These bands are characteristic bands of PVA-SiO2 

hybrid membranes. In the NCM, presence of broadband in the region of 

1030-1090 cm-1 confirmed –SO3H group. The broad absorption band observed 

at around 3400 cm-1, indicated that there was significant number of -OH 

groups due to the non-condensed SiOH and/or unreacted –OH groups of the 

PVA. We suppose that these -OH groups provide the sites for hydrogen 

bonding between polymer and water, and provide high water retention 

capacity at elevated temperatures [54]. In the PCM, presence of band at 1558 

cm-1 is due to C-N stretching, which confirmed –N+(CH3)3 group. The 

absorption band was observed at 1651 cm−1 due to the presence of 

corresponding aromatic groups in PCM [38].  

 

 

 

                                 (A)                                               (B) 
 
Figure 4.2.2. Schematic structure of: (A) NCM (sulfonated organic-inorganic nanocomposite); 
and (B) PCM (quaternised semi-interpenetrating (IPN) type organic-inorganic nanocomposite).  
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Schematic structures of NCM and PCM are presented in Fig. 4.2.2 (A&B), 

respectively. These nano-composite charged membranes exhibited affinity 

towards water due to attached silica and grafted functional groups, which 

leads to hydration of polymer matrix with enhanced water retention 

capability. Both type of membrane forming materials are moderated acidic or 

basic in nature and exhibited negative or positive charge depending on 

functional groups.  

4.2.2.1 Physicochemical and electrochemical properties of NCM and 

PCM 



Thermal stability of hybrid 

membranes was investigated by TGA, 

and corresponding curves obtained 

under flowing nitrogen for both PCM and 

NCM were presented in Fig 4.2.3. The 

three-stage TGA curves were obtained for 

both membranes due to three main 

degradation stages, arising from the 

processes of thermal desoluation, 

thermal defunctionalization 

(desulfonation or decomposition of quaternary amino groups), and thermal 

oxidation of the polymer matrix. The first weight loss occurred around 100 °C 

for both membranes were attributed to the loss of absorbed water molecules 

in the membrane matrix. The second weight loss region (250-400 °C) 

corresponds to the loss of -SO3H or quaternary amino group. In the third 

weight loss region (400-500 °C), the 

polymer residues were further degraded, 

which corresponds to the decomposition 

of the main chains of the PVA. The DSC 

analysis was also carried out in the 

nitrogen atmosphere with a heating rate 

of 5 °C/min, and the resulting curves for 

PCM and NCM were presented in Fig 

4.2.4. PEM exhibited Tg value around 

104 °C while NCM showed Tg value 

around 113 °C, indicating comparable Tg 

values for both membranes. NCM and 

PCM prepared with condensation polymerization of silica precursors by the 

base catalyst were white and brownish is colors, respectively. Fig. 4.2.5 (A-C) 

shows SEMs of surface of PCM, NCM and cross-section of PCM, respectively. 

The effect of nature functional groups is clearly observed in these SEMs. In 
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and NCM membranes. 

 

Figure 4.2.4.  DSC curve for PCM 
and NCM membranes. 
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Fig. 4.2.5 (C), presence of quaternary amino groups is clearly visible from the 

SEM of cross-section of PCM. Surfaces of both membranes were quite smooth 

and no phase separation of the membrane surface could be observed 

suggesting that the prepared polymeric thin films were homogeneous and 

quite dense in nature.     

NCM and PCM were 

also characterized by 

measuring their 

electrochemical properties 

like ion exchange 

capacity, membrane 

conductivity and counter 

ion transport number, 

and contact angle in the 

membrane phase. The 

corresponding data were 

presented in Table 4.2.1 

Water content values in 

membrane phase were 

estimated using Eq. 2.6, 

was quite high for NCM 

due to more hydrophilic mature of membrane. Water content value was used 

for the estimation of membrane void porosity (τ, volume of free water within 

membrane per unit volume of wet membrane) [38]. Thus, NCM showed higher 

void porosity in comparison with PCM. IEC values for both membranes 

presented in Table 4.2.1, reveal higher exchange capacity of NCM in compare 

with PCM. Furthermore, moderate IEC value (0.4-0.6 mequiv g-1) of these 

membranes indicated their charged nature due to presence of functional 

groups rather than their highly ion-exchange characteristics. Furthermore, 

IEC value in conjunction with τ value was used to estimate the surface 

charge density (Xm) in the membrane matrix [51]. The Xm values also suggest 
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Figure 4.2.5.  SEM images of: A) PCM; B) 
NCM; and C) Cross-section image of PCM. 

 



mild charged nature for both membranes; however, charge density of NCM 

membrane was slightly higher than PCM composite membrane. Contact angle 

values indicate the wettability or hydrophilic nature of membranes. Quite 

high contact angle value (≈ 90o) will be favourable for the use of these 

membranes for protein separations. Mild charged nature of the composite 

membranes was also revealed by membrane conductivity (κm) and counter-

ion transport number in the membrane phase ( m

it ) data.  

Table 4.2.1. Physico-chemical properties of membranes. 

S. 
No 

Properties of membranes  
 

          Membranes 

NCM PCM 

1. Membrane thickness (; mm) 0.24 0.27 

2. Water content (%) 48.46 36.66 

3. IEC (equiv./gm) 0.593 0.461 

4. Contact angle 80.700 69.610 

5. Membrane conductivity (mS cm-1)  3.37 3.01 

6. Counter-ion transport number 0.727 0.621 

7. Membrane porosity 0.326 0.301 

8. Surface charge concentration 
(m mol dm-3) 

0.399 0.269 

                a measured in the equilibration with 0.001 mol dm-3 NaCl solution. 
                   b estimated from membrane potential measurements using NaCl solutions of 0.01/0.001 modm-3 

concentration across the membrane. 

 

It was observed cation migration was accelerated across NCM due to 

negatively charged nature, while anion transport was accelerated across PCM 

due to its positively charged nature.  Based on these characterizations we 

can conclude that both types of organic-inorganic hybrid membranes are 

hydrophilic in nature, having mild porosity and charged nature. 

4.2.2.2. BSA adsorption on the 

organic-inorganic hybrid 

charged membranes 

Protein adsorption 

phenomena have recognized as the 
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Figure 4.2.6.  Binding capacity of BSA 
solution (5.0 mg/ml) with NCM and PCM 
at different pH for 6 h adsorption. 

 



initial step of membrane fouling in many bioprocesses and it is widespread 

phenomenon afflict a variety of medical, biotechnological and industrial 

membrane operating systems [54.55,56]. Furthermore, protein adsorption 

property of membrane is used as an indicator of the membrane performance 

[57,58,59,60].  Main factor of influencing protein adsorption is the interaction 

between protein molecule and materials of operation surface. Many 

experimental methods have been used to characterize protein adsorption 

properties of the membranes. The static adsorption method has been 

generally used. In this method, the adsorption of components that is in 

contact with a membrane under atmospheric pressure was performed by 

simply submerging the membranes into a protein solution. The adsorption 

was influenced by pH of the solution because the charge of a macromolecule 

is highly dependent on the pH value. 

Charged mild porous membranes had higher dynamic, i.e., practical 

binding capacity for proteins for their higher recovery. Membrane charged 

nature played a vital role and generally, higher charge density required for 

providing high binding sites. In order to examine the interaction between BSA 

with different charged nature (at different pH) and charged NCM or PCM, BSA 

binding capacity was investigated in batch mode with varied pH range of 

protein solution with concentration of 5 mg/ml for 6 h adsorption in 

continuous shaken condition; corresponding data is presented in Fig 4.2.6. 

BSA binding capacity was highly dependent on pH of the solution as well as 

nature of the charge on membrane matrix. For NCM, binding capacity 

decreases gradually with the pH of solution and attained limiting value at pH: 

4.8, which is pI of BSA. Below the iso-electric point, BSA carries positive 

charge (BSA+), and its adsorption on negatively charged surface was 

facilitating owing to electrostatic interaction, while above pI, very low binding 

capacity with NCM was observed due to negatively charged (BSA-) nature. For 

PCM reverse trend was observed depending on charged nature of membrane 

interfaces and adsorbing species. Thus, pH of the protein solution is an 

important parameter by altering which one can obtain its high adsorption 



and thus transport/separation across charged organic-inorganic 

nanocomposite membranes. 

 

 

4.2.2.3. Membrane permeation characteristics 

Organic-inorganic nanocomposite charged membranes were prepared 

in aqueous media via sol-gel by phase inversion route and gelated in non-

aqueous media (methanol) for tailoring their pore dimensions. To investigate 

the impact of the membrane forming materials, their charged nature, 

optimum casting and gelation conditions, performance and throughput and 

volumetric fluxes of both membranes was evaluated by under applied 

pressure and electric gradient. In all cases, straight line passed through 

origin was obtained. Hydrodynamic permeability (L11) of the membrane was 

evaluated directly from the slope of the volumetric flux (Jv; volume flow rate 

per membrane area) versus pressure (P) data (Eq. 2.17). Values of were used 

with advantage for the estimation of apperent pore radius (rp) using Eq. 2.19. 

L11 values for both membranes were presented in Table 4.2.2.  

L11 value for NCM was slightly higher than that for PCM in spite of 

similar pore tailoring condition (gelation) may be because higher hydrophilic 

nature of its membrane forming material or higher concentration of –SO3H 

groups on the membrane matrix. rp values estimated from Eq. 2.19, are also 

presented in Table 4.2.2 NCM and PCM. NCM shows comparatively higher Rp 

value (18.8 nm) in comparison to PCM (11.0 nm).  Thus, higher volumetric 

flux observed in the case of NCM under constant applied pressure in 

comparison to PCM may be explained due large apparent pore radius in the 

previous case. Formation of pores in the membrane interfaces not only 

depending on the gelation condition by phase inversion but it also depends 

on the membrane forming material and its hydrophilic or hydrophobic 

nature. Fig. 4.2.7 depicts variation of rp value with the surface charge 

concertino (Xm) for NCM and PCM. For both type of membranes rp values 



reduced significantly with the increase in Xm. Under similar pore forming 

conditions, slightly hydrophobic membrane forming material formed quite 

loose membrane whereas hydrophilic material formed quite dense membrane. 

Thus, it was possible to have a fine control over pore dimension by varying 

degree of functionalization of the membrane forming material and optimized 

conditions for the phase inversion. 

Table 4.2.2. Hydrodynamic permeability (L11), equivalent pore radius (rp), electro-osmotic 

permeability (Jv/I), and membrane zeta potential () values for NCM and PCM membranes. 
 

Membrane L11  × 10-6 

(cm3 N-1 s-1) 

rpa  

(nm) 

Jv/I  × 10-3 

(Amp-1 cm s-1) 
 b   
(mV) 

NCM 1.51 18.8 0.468 7.92 

PCM 1.13 11.0 0.312 5.28 

 

Surface charge on a 

membrane has significant 

influence on the separation 

properties and membrane 

throughput. Knowledge of the 

electrokinetic properties such 

as zeta potential of a particular 

membrane will be proved major 

contributing factor behind the 

decision to implement that 

membrane for specific 

separation process. The surface 

charge on synthetic membrane has significant effect on its separation 

properties [39,40] and fouling tendency [41,42]. By measuring electroosmotic 

potential (Jv/I) and using Smoluchowski equation, [43,44] zeta potential (ξ) 

can be estimated by Eq. 2.16. Zeta potential values for NCM and PCM are 

also presented in Table 4.2.2 along with Jv/I values, which wad determined 

from the slope of Jv vs I plots. In general, the zeta potential of the membranes 

is supposed to represent the charge characteristics of membrane-solution 

interfacial zone due to presence of charges at membrane surfaces. NCM 
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showed relatively high ξ values because of presence of strongly acidic (-SO3H) 

groups. It can be seen that ξ depends on the charged nature of the 

membrane and concentration of fixed ionic groups. Further, zeta potential 

values for both membranes (NCM and PCM) suggested their mild charged 

nature and suitability for charged based separation of proteins.    

4.2.2.4. Transmission of protein under coupled driving forces  

BSA transmission across both types of membranes and its effect in the 

pH of the feed protein solution were studied under coupled driving forces 

(pressure and electrical gradient) in order to investigate the effect of nature of 

charge on the BSA molecule, membrane matrix and direct electrical polarity 

applied. Schematic diagrams for the different experimental modes such as 

transmission of BSA+ (pH < pI), BSA0 (pH = pI) or BSA- (pH > pI) across NCM 

and PCM under pressure and electrical gradients are shown in Fig. 4.2.8 

(A&B). Polarity of the electric gradient was fixed in such way that BSA+ was 

facilitated to migrate through NCM, while BSA- was facilitated to migrate 

through PCM. Under these modes of operation, three screening parameters 

such as pore size and nature of charge on the membrane matrix, and electric  

 

 

 

 

 

 

 

 
Figure 4.2.8. Schematic diagram for: (A) protein separation using NCM, and (B) protein 

separation using PCM, under coupled driving forces.   
 

gradient only enhance of the protein transmission but purity of separation. 

Membrane throughput will also increase due coupled driving forces, 

electrophoretic migration of protein molecules and rejection or selection of 

protein molecules based on their charge and charge on the membrane 
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interfaces. Fig. 4.2.9 presents volumetric flux of BSA solutions of pH: 2.0 and 

13.0 across NCM and PCM, respectively under varied applied pressure and 

without or with varied electric gradient. Without any applied electric gradient  

 

 

 

 

 

 

 

 
 
 
 
 

Figure 4.2.9. Variation of volumetric flux of BSA solution (5 mg/ml) with applied pressure for: 
(A) NCM at pH: 2.0; (B) PCM at pH: 13.0, at different applied electric gradient: 1- 0 V cm-1; 2- 
0.67 V cm-1; 3- 1.33 V cm-1; 4- 2.00 V cm-1. 

 
 

(0 V cm-1) flux increased with the increase in applied pressure difference for 

both cases. In was also observed that at pH: 2.0, NCM membrane showed 

highest flux, while PCM showed highest flux at pH: 13.0. The filtrate flux is 

an important parameter to asses the suitability of separation/fractionation 

process. During separation/fractionation of bio-product, time involve for the 

bioprocess should be very low for the recovery of targeted product because 

enzyme activity of bio-product reduced with time.  

Herein, filtration velocity was 

accelerated by coupling of driving forces, 

and increased with the increase gradient 

of additional driving force (electric 

gradient). Volumetric flux of BSA and LYS 

solution at different was also studied 

across NCM and PCM and it was found 

that Jv values were highly dependent on 

pH of protein solution. Variation of Jv with 
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Figure 4.2.10. Variation of volumetric 
flux with pH of BSA (5 mg/ml) under 3.0 
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pH of BSA (5 mg/ml) under 3.0  10-6 dyn/cm2 applied pressure and 1.13 V 

cm-1 electric gradient for NCM and PCM was also presented in Fig. 4.2.10 

representative case. NCM showed highest flux at pH: 2.0 (BSA+) and flux 

decreased rapidly up to its pI (pH: 4.8) than slowly with the pH across NCM. 

While opposite trend was observed for transmission of BSA across PCM. Jv 

value for BSA+ was very low and beyond pI, its increased rapidly and showed 

highest value at pH: 13.0. Also opposite trend was observed for PCM under 

similar experimental conditions. Interestingly, both membranes showed same 

Jv values for BSA0 (pH: 4.8). Thus, filtrate flux can control by varying pH of 

the solution in addition to applied pressure difference and electric gradient. 

 For the separation/fractionation of protein, observed protein 

transmission (obs) is an important parameter in addition to flux. obs values 

was estimated from the ratio of protein concentration in the filtrate (Cfiltrate) 

side to the feed side (Cfeed) (Eq. 2.22). 

Representative curves for obs against applied pressure and varied 

electric gradient is presented in Fig. 4.2.11(A), which also indicate dependent 

of BSA transmission on both driving forces. Under constant applied pressure, 

obs increased with the increase in applied electric gradient, thus coupling of 

driving forces enhanced membrane throughput and selectivity both. Fig. 

4.2.11(B) depicts obs values with pH for both type of membrane under 3.5 × 

10-6 dyn/cm2 applied pressure and 1.13 V cm-1 electric gradient. Similar to 

the filtrate flux, obs value for BSA+ was very high across NCM, while for PCM 

it was low. Progressive alteration in the obs with pH was observed due to 

nature of charge on the BSA molecule. Furthermore, BSA transmission for 

both membranes was identical at pH: 7.0. Thus their were three parameters 

such as applied pressure, electric gradient and charged nature of membrane 

matrix as well transmitting species governed membrane throughput and 

selectivity. It is important to record that membrane fouling was noticeably 

absent in all cases with less than 1% reduction in the membrane 

permeability after repeated use, due to applied electric gradient.  

 



 

 

  
Figure 4.2.11. Variation of observed BSA transmission (ζobs) for NCM with: (A) applied 
pressure and under different electric gradient in equilibration with 5 mg/ml BSA solution at 
pH: 2; (B) pH of BSA solution (5 mg/ml) under 3.5 X 10-6 dyn cm-2 applied pressure and 1.13 
V cm-1 electric gradient. 

 

4.2.2.5. Protein selectivity in the mixture of BSA and LYS during their 

separation 

Selective separation of BSA and lysozyme (LYS) from their mixed 

solution was carried out at different pH ranging between 2.0 to 13.0, where 

both transmitted across NCM and PCM in different ionic forms. 

Representative obs values for BSA and LYS separately, when protein mixture 

was used as feed, is presented against pH in Fig 4.2.12 (A&B) for NCM and 

PCM, respectively under 3.0 × 10-6 dyn/cm2 applied pressure without or with 

2.0 V cm-1 applied electric gradient. Transmission of both, BSA and LYS, was 

strongly dependent on the nature of the charge on the transmitting species 

(pH), nature of membrane and electric gradient. At pH: 2.0, BSA and LYS 

both existed as BSA+ and LYS+, and showed very high obs values across NCM 

(Fig. 4.2.12 (A)). While at pH: 4.8, BSA0 showed extremely low obs value (less 

than 0.1), whereas, LYS+ showed almost equal transmission across NCM. 

With further increase in the pH of both protein solutions, their transmission 

was decreased to minimum limit because of enhanced Donnan exclusions. 
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Figure 4.2.12. ζobs values for BSA (solid line) and LYS (dotted line) separately through: (A) 
NCM (B) PCM in equilibration with BSA, LYS mixed solution (5 mg/ml each) under 3.0 X 10-6 
dyn cm-2 applied pressure and: 1 & 3- without any applied potential, 2 & 4 with 2.0 V cm-1 
applied electric gradient. 

 

  Similarly, PCM showed highest transmission for BSA- and LYS- both (pH: 

13.0), while transmission of LYS reduced to minimum at its pI value (pH: 

10.7). PCM allowed extremely high transmission (close to 100%) for BSA- at 

pH: 13.0 and 10.7 whereas its transmission across PCM was very low below 

pI (pH: 4.8). These variations in the obs were aroused due to variation in 

electrostatic attraction/repulsion or Donnan exclusion depending on the 

charged nature of transmitting protein species and charge on the membrane 

interfaces. Thus it is possible to separate LYS from the mixture of BSA-LYS at 

the pI of BSA (pH: 4.8) using NCM and BSA from its mixture with LYS at the 

pI of LYS (pH: 10.7) using PCM. This is a novel method where purity of 

separation was governed by nature of charge on the transporting species as 

well at the membrane interfaces, electrical polarity and pore size of the 

membrane. Also in al cases due to coupling of driving forces, filtrate flux and 

protein, transmission was enhanced under applied electrical gradient with 

constant pressure. Thus in this process, rate of protein separation can be 

controlled by varying two types of driving forces.    
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We can have further idea about separation and selectivity of a protein 

from the mixture by separation factor (SF) defined as the ration of 

transmission of individual proteins from their mixture. Estimated SF values 

for NCM and PCM under pressure alone (0 V cm-1) or under coupled driving 

forces are presented in Fig. 4.2.13 (A&B), respectively as function of pH 

mixed protein feed solution. For NCM, SF value for the separation LYS from 

its mixture with BSA was close to 40 at pH: 4.8 (pI of BSA), while for PCM, SF 

value for the separation BSA from its mixture with LYS was close to 35 at pH: 

10.7 (pI of LYS). At other pH, extremely low SF values revealed the possibility 

of protein separation by fixing one component at its pI. Furthermore, applied  

 

 

 

 

 
 

 

 

 

 
 

 

 

 
Figure 4.2.13. Separation factor as function of pH for the BSA and LYS mixed solution (5 
mg/ml each) for: (A) NCM (B) PCM at 3.0 X 10-6 dyn cm-2 applied pressure and different 
electric gradient. 

 

electric gradient progressively enhanced the SF values, suggesting their 

highly selective and fast separation under coupled driving forces. However, 

applied electric gradient was so low to avoid any possible denaturation of 

protein under given experimental conditions [47]. Using organic-inorganic 

type of charged membranes, it is possible to device a rapid and high selective 

method protein separation under coupled driving forces (pressure and 

electric gradient). In this case, two properties of BSA and LYS, such as their 

pI values and molecular size were taken into account, to separate/fractionate 

them with high degree of selectivity. Although under chosen system 

difference in pI values of two components was quite high, but this process 
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can be efficiently used for a system where pI values were very close by fine 

tailoring of pore texture and charge nature of the membrane matrix, fine 

control over the applied driving forces. In this process, no appreciable 

membrane fouling was observed due cleverly application of electric gradient 

and back flushing of foulants protein from the membrane interface and 

indirectly cleaning. In addition, charge on the membrane interface avoids any 

kinds of fouling and helps its cleaning.  As whole, this separation method is a 

promising tool for down stream processes or separation/fractionation of 

protein with improved serration procedure. 

4.2.3. Conclusions for organic-inorganic hybrid ultrafilter charged 

membranes  

Organic-inorganic hybrid charged membranes were prepared in 

aqueous media by sol-gel and gelated in non-aqueous media for their 

tailoring the pore texture. Desired type negatively or positively charged 

groups were grafted on the membrane matrix, which was confirmed by 

recording their FTIR spectra, ion-exchange capacity. Conductivity and couter-

ion transport numbers. Thermal properties of these membranes revealed 

their excellent thermal stability, whereas, electrochemical properties such as 

conductivity, surface charge density etc. revealed their mild charged nature 

due to grafting –SO3H or –N+(CH3) groups respectively, for NCM or PCM. 

Interaction of these membranes and BSA was studied by adsorption, and it 

was concluded that BSA+ was adsorbing to the NCM, while BSA- to the PCM 

to very high extent due to the electrostatic attraction between adsorbing 

species and adsorbate. These hybrid charged with desired pore tailored 

membranes were used to develop a new method for rapid protein 

separation/fractionation from their mixture at the pI of one component under 

coupled driving forces. It was also studied that rapid and highly selective 

separation of LYS from the mixture of BSA-LYS at pH: 4.8 (pI of BSA) using 

NCM and separation of BSA from its mixture with LYS at pH: 10.7 (pI of LYS) 

using PCM was possible by newly developed protein separation method under 

coupled driving forces. Also due to coupling of driving forces, protein flux and 



transmission was enhanced in all cases. In this process, membrane fouling 

was avoided due electric gradient and back flushing of foulants protein from 

the membrane interface and indirectly cleaning, charge on the membrane 

interface avoids any kinds of fouling and helps its cleaning.           

In this process, charged nature of the protein, nature and extent of the 

charge on the membrane interfaces, polarity of electric gradient all are 

governing transmission of given protein and acted as additional three 

screening parameters. Thus is a new process using charged organic-

inorganic hybrid membrane for improving product purity, and filtration 

velocity (throughput). Both, the electrophoretic migration of molecules and 

positive effect of electro-osmosis lead to increase in product purity. Reported 

process is a promising tool to make downstream processing faster and 

product purer to certain fields of application. 
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           CHAPTER V 

 

INTERPOLYMER CHARGED 
ULTRAFILTRATION 

MEMBRANES WITH POLY 
(VINYL CHLORIDE) AND 

STYRENE DIVINYL BENZENE  

 
 



5.1. Interpolymer type of charged ultrafilter membranes 

with different functionality  

It is often a requirement in the chemical and biochemical sciences to 

separate a component from mixture based on its molecular size or charge on 

individual component. The increasing complexity of chemical and in 

particular, biochemical, or biological systems has required more 

sophisticated, selective and efficient technique to resolve/separate individual 

components. Recently, membrane-based processes gained importance in 

biotechnology due to their ability for size and/or charge based protein 

separation with high purity and throughput [1-7]. Ultrafiltration (UF) of 

protein solution is gradually emerging as a powerful bio-separation process 

for diversified fields as biotechnology, biomedicine, dairy and food industry 

[8-12]. Although protein concentration using UF has become a routine and 

successful operation in biotechnology, fractionation of proteins using UF is 

still a technological challenge and its effectiveness and efficiency are strongly 

dependent on operating parameters such as pH, salt concentration, permeate 

flux, and system hydrodynamics [13-21]. Additionally, UF is a size based 

separation process, and it is difficult to achieve high selectivity with high 

throughput. To solve these problems, charged ultrafilter membranes were 

used for protein separation and electrostatic interactions between charged 

proteins and membranes were also studied [19,22-23]. Many processes with 

electric gradient as driving force such as electrophoresis, gel electrophoresis, 

capillary electrophoresis, etc. were also developed for commercial practice of 

protein separation [24-25]. 

In all these aforementioned processes only one property of given 

molecule either its molecular size or charge and iso-electric point was used to 

achieve its separation under only one driving force either pressure gradient or 

electrical gradient. All processes involve only one selectivity parameter (either 

molecular size or charge) and one driving force, which result less selectivity 

and membrane throughput. No report is available, in which, nature of charge 

on the protein, its molecular size, nature and extent of charge on the 



membrane matrix was used to increase the selectivity of separation with high 

membrane throughput under coupled driving forces (pressure and potential 

gradient). In literature electro-ultrafiltration (UF under electric field) is also 

reported to achieve fractionation/separation of protein with enhanced 

throughput using uncharged UF membranes [26-27]. No report is available, 

in which, nature of charge on the protein, its molecular size, nature and 

extent of charge on the membrane matrix was used to increase the selectivity 

of separation with high membrane throughput under coupled driving forces 

(pressure and potential gradient). 

In the present case, three types of acidic functionalized (sulphonated, 

carboxyleted and phosphorylated) ultrafilter membranes, based on the 

interpolymer of PVC and styrene–DVB copolymer has been prepared,  for 

studying the transmission of proteins in different environments under 

simultaneous action of driving forces for achieving high selectivity and 

maximum membrane throughput because of three selectivity parameters 

(i.e., charge on the membrane matrix, nature of charge and molecular size of 

the protein) and dual driving forces. These charged ultrafilter membranes 

were characterized to investigate their physicochemical, electrochemical 

properties and protein binding capacity. Casein and lysozyme were used as 

model protein. 

5.1.1. Preparation of charged ultrafilter membranes with different 

acid functionality 

Acryl amide, phosphorous acid, maleic anhydride were received from 

Sigma-Aldrich Chemicals. Polyvinyl chloride (PVC), hexanone, formaldehyde, 

benzoyl peroxide (BP), styrene, divinyl benzene (DVB), sulphuric acid, sodium 

hydroxide, hydrochloric acid, sodium hydrogen phosphate, disodium 

hydrogen phosphate etc of AR grade were obtained from S.D. Fine Chemicals, 

India, and were used without any further purification. Casein (CAS; Mw: 

20,000 Daltons) and Lysozyme (LYS; Mw: 14,600 Daltons) were received from 

HiMedia Laboratories Pvt. Ltd. India. Double distilled water was used in all 

experiments.  



Three types of acidic functionalized (sulphonated, carboxyleted and 

phosphorylated) ultrafilter membranes, based on the interpolymer of PVC 

and styrene–DVB copolymer, were prepared. For the preparation of sulphonic 

acid functionalized ultrafilter membrane (MSO3H), five grams of PVC was 

dissolved in 70.0 ml of hexanone. To the clear solution, styrene (5.0 g) and 

50% DVB (1 g) were added. Temperature of the solution was raised up to 70 

0C, and then initiator BP (0.02 g) was added. Afterwards the temperature was 

maintained for 6 h. A viscous solution was obtained, which was cast in the 

form of a thin film on a cleaned glass plate, which is covered with high-

density poly (ethylene) sheet of desired thickness and partially dried for 2 h 

at ambient temperature (30 oC). Partially dried film was gelated by immersing 

it in the deionized water for 45 min at 5 oC. Thus obtained film was immersed 

in 85% sulphuric acid for sulfonation. Sulfonated membrane was washed 

with distilled water and then successively conditioned in 1M HCl and 1M 

NaOH and stored.   

Carboxylic acid functionalized ultrafilter membrane (MCOOH) was 

prepared by dissolving PVC (5.0 g) in hexanone (70.0 ml). To a clear solution, 

maleic anhydride (5.0 g), styrene (4.0 g) and 50% DVB (1.0 g) were added at 

temperature 70 oC in the presence of BP (0.02 g). Temperature was 

maintained for 6 h. Resultant viscous solution was cast in the form of thin 

film of desired thickness on a cleaned glass plate and covered with high-

density poly (ethylene) sheet for partially drying for 2 h at ambient 

temperature (30 o C). Partially dried film was gelated by immersing it in the 

deionized water for 45 min at 5 oC. Thus obtained membrane was kept in 1M 

NaOH to hydrolyze the anhydride group to carboxylic acid group. 

Carboxylated membrane was washed with distilled water and then 

successively conditioned in 1M HCl and 1M NaOH and stored. 

For the preparation of phosphonic acid functionalized ultrafilter 

membrane (MPO3H2), five grams of PVC was dissolved in 70.0 ml of hexanone. 

To the clear solution, acryl amide (5.0 g), styrene (4 g) and 50% DVB (0.5 ml) 

were added at temperature 700C in the presence of BP (0.02 g). Solution was 



stirred for 6 h at temperature 700C and then further 6 hrs at room 

temperature. Resultant viscous solution was cast in the form of thin film on a 

cleaned glass plate covered with high-density poly (ethylene) sheet of desired 

thickness and partially dried for 2 h at ambient temperature (30 oC). Then 

dried film gelated by immersing it in the deionized water for 45 min at 5 oC. 

Thus obtained membrane was treated with the mixture of 37% formaldehyde 

(100 ml) and phosphorous acid (37 g) at 80 oC for 8 h, to introduce the 

phosphonic acid group. Phosphorylated membrane was washed with distilled 

water and then successively conditioned in 1M HCl and 1M NaOH and 

stored.  

5.1.2. Result and discussion for acid functionalized ultrafilter 

membranes 

5.1.2.1. Membrane preparation, their physicochemical and 

electrochemical properties 

Inter-polymer of PVC and styrene–divinylbenzene was prepared and 

conventional methods were used to introduce sulphonic-, carboxylic- or 

phosphonic acid functionality in the polymer matrix. Schematic presentation 

for the preparations of MSO3H, MCOOH and MPO3H2 membranes and their 

structures are presented in Fig. 5.1.1 (A,B & C). Introduction of different 

functional groups was confirmed by the significant changes observed in IR 

peaks. The FT-IR spectra for three membranes (MSO3H, MCOOH and MPO3H2, are 

presented in Fig. 5.1.2. For MPO3H2, peaks at 1300-1140 cm-1assigned as P=O 

stretching while peaks around 3200, 2358 and 1040 cm-1due to OH 

stretching. For MCOOH, peaks around 3200 and 2300 cm-1 give the 

information about the acidic proton while strong absorption around 1700 cm-

1 confirms the C=O stretching present in the carboxylic acid. Strong 

characteristic peaks at 1030 and 1096 cm-1 were observed for MSO3H, due to 

symmetric and asymmetric stretching of sulfonate group. The presence of  

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure 5.1.1. Schematic presentation of membrane preparations and chemical structures for: 
(A) MSO3H; (B) MCOOH; and (C) MPO3H2 membranes. 
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Figure 5.1.3. TGA curves for: (1) 
MSO3H; (2) MCOOH; and ( 3) 
MPO3H2 membranes. 

 

 

different functional groups, were also supported by the elemental (CHNS) 

analysis data (Table 5.1.1).   

 

 

 

 

 
 

 

 

 

 

 

 

 

 

Figure 5.1.2.  FT-IR spectra for MSO3H; MCOOH; and MPO3H2 membranes. 

 

Thermal strengths for different 

membranes were illustrated by TGA 

analysis, representative curves for 

MSO3H; MCOOH; and MPO3H2 

membranes under flowing nitrogen are 

presented in Fig. 5.1.3. Three 

membranes (MSO3H; MCOOH; MPO3H2 

membranes) showed two-stage thermal 

degradation (bound water loss and 

polymer loss) curve. The first weight loss 

occurred at below 100 oC, and was 

attributed to the loss of absorbed water 

molecules in the membrane matrix. The 

second weight loss started at about 350 oC for MPO3H2, while that for 

MSO3H; and MCOOH; membranes started at about 250 oC, indicated thermal 
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oxidation of membrane forming 

material. Complete weight losses for 

all membranes were attained in the 

final stage of the sample 

decomposition, starting at around 

400 oC. The DSC analysis of these 

membranes were also carried out 

under nitrogen with a  heating rate of 

5◦C/min, and the resulting curves for 

MSO3H; MCOOH; and MPO3H2 

membranes are presented in Fig. 

5.1.4. These membranes exhibited Tg 

values around 150, 120, and 117 oC, for MSO3H; MCOOH; and MPO3H2, 

respectively. Tg values for MCOOH; and MPO3H2 membranes are comparable, 

and relatively higher for MSO3H membranes. These differences in Tg values 

may be attributed due to nature of functional groups. 

Fig. 5.1.5 shows the 

representative DMA analysis data 

for charged ultrafilter membranes 

with different functional groups, at 

applied forces of up to 50 N at 

room temperature and 1 Hz 

frequency. All membranes 

exhibited good mechanical 

stability and no breaking of the 

polymer film was observed under 

testing conditions. 

Charged ultrafilter 

membranes with different functionality were also characterized by measuring 

their physicochemical properties such as water content, ion exchange 

capacity, contact angle MWCO values. The Water content values for different 

Figure 5.1.5.  DMA curves for: (1) MSO3H; 
(2) MCOOH; and (3) MPO3H2 membranes at 

room temperature and a constant frequency 

of 1 Hz. 
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Figure 51.4.  DSC curves for: (1) 

MSO3H; (2) MCOOH; and (3) MPO3H2 

membranes. 

 



types of membranes are summarized in Table 5.1.1, which follows the trend:  

MCOOH > MSO3H > MPO3H2. High water content value for MCOOH membrane may 

be attributed to more hydrophilic nature of the carboxylic acid group in 

comparison with phosphonic and sulphonic acid group. In general 

membranes having the same chemical composition absorb same amount of 

water, when density of ionizable groups is the same throughout the 

membrane. Furthermore, we can have an idea about density of exchangeable 

functional groups from their IEC values presented in Table 5.1.1. IEC values 

for MSO3H was higher than those for MCOOH, because of high dissociation of 

sulphonic acid group at neutral pH in comparison to carboxylic acid group. 

IEC value of MPO3H2 was very high due to the bi-functional nature of 

phosphonic acid groups, which indicates phosphonic acid groups completely 

introduced in the membrane matrix and no side reactions such as cross 

linking of the functional groups, had occurred. Water 

Table 5.1.1.  Physico-chemical properties for different membranes. 
 

Membranes Water 

content 
 (%)1 

IEC 

(mequiv./g 
of dry 

membrane)2 

Xm  

(m mol 
dm-3) 

           CHNS analysis 

C (%) H 
(%) 

N 
(%) 

S 
(%) 

MSO3H 48.3 0.59 0.32 38.25 3.95 0.01 2.95 

MCOOH 59.4 0.29 0.34 42.46 4.13 0.01 0.01 

MPO3H2 41.3 0.86 0.28 20.31 4.89 0.01 0.01 

 

content values in conjunction with IEC values can also be used for the 

determination of fixed ion concentration (Xm) of the membrane in units of ( 

moles of sites)/ (unit volume of wet membrane) using Eq. 2.11. Void porosity 

(τ) was obtained by Eq. 2.8 and Eq. 2.9 [31,33]. Xm values for different 

membranes follow the trend: MCOOH > MSO3H > MPO3H2 (Table 5.1.1). 

These values reveal moderate surface charge density on these membranes. 

The values of water contact angle presented in Table 5.1.2 reveals hydrophilic 

nature of these membranes. Among the prepared membranes, 80.700 contact 

angles obtained for MCOOH, which indicates its higher hydrophilic nature in 



compare with others.  SEM images of 

these membranes (Fig. 5.1.6) show 

smooth and homogeneous surfaces 

without any phase separation. The 

molecular weight cut off (MWCO) of 

these membranes by PEG rejection 

analysis was found to be in between 

28-25 kDa (Table 5.1.2). These 

informations demonstrate mild 

charged, hydrophilic nature of these 

membranes with ultrafilter 

characteristics.  

Mild charged nature of these 

ultrafilter membranes was also revealed by their electrochemical properties 

such as membrane conductivity (κm) and counter-ion transport number in 

the membrane phase  m

it values presented in Table 5.2. Reasonably good 

conductivity (2.68-3.01 mS cm-1) of these membranes indicates their 

suitability for electrochemical devices.  Also, higher  m

it values of these  

Table 5.1.2. Contact angle, Membrane conductivity, Counter-ion transport number, 

Membrane porosity, Surface charge concentration for different membranes (0.15 mm 

thickness). 

Membranes  MWCO 

(kDa) 

Contact 

angle (°) 

κm   

(mS cm-1) a 

m

it  b 

 MSO3H 25 59.310 2.89 0.75 

 MCOOH 28 80.700 2.68 0.64 

MPO3H2 25 51.610 3.01 0.69 

    

membranes in compare with Na+ transport number values in the solution 

phase (for NaCl solution of 0.055 mol/dm3 concentration, Na+ transport 

number is 0.392) reveal their cation selective nature due the negatively 

charged acidic functional groups on the membrane matrix. Based on these 
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Figure 5.1.6. SEM images for 

membranes. 

 

 



characterizations we can conclude cation selective charged nature of 

developed ultrafilter membranes.  

5.1.2.2. Protein adsorption on charged ultrafilter membranes 

Charged ultrafilter membranes had higher dynamic, i.e., practical 

binding capacity for proteins and exhibited a higher through put for protein 

recovery. Introduction of a high density of functional groups in the 

membrane is required, while maintaining high selectivity for the protein 

adsorption/separation [34]. Several interactions, namely hydrophobic 

interactions, hydrogen bonding, and electrostatic interactions, 

simultaneously take part in controlling its behavior. In order to examine the 

interactions between negatively charged ultrafilter membrane, CAS and LYS 

binding capacities with different membranes were  determined in batch mode 

at different pH of CAS or LYS solution with 5 mg/ml concentration for 6 h 

adsorption, and relevant data is presented in Figure 5.1.7 (A&B), respectively. 

For each type of membrane, protein binding capacity was highly dependent 

on pH of the solution as well nature of functional groups on the membrane 

matrix. At constant pH, CAS and LYS solutions show the trend: MSO3H 

>MCOOH > MPO3H2. Further, binding capacity of CAS was almost constant in 

lower pH, and decreased with increase in the pH. At pH < 5 (pI of CAS), CAS 

carried positive charges (CAS+) and its adsorption on negatively charged 

matrix was favored due to mutual electrostatic attraction. While for LYS 

carried positive charge at pH < 10.7 (pI of LYS), and adsorption of LYS+ on the 

negatively charged ultrafilter was favored.  At higher pH, both proteins 

carried negative charge and their binding capacity on negatively charged 

interface was very low due to electrostatic repulsive forces.   

Furthermore, MSO3H & MCOOH membranes showed higher protein 

binding capacity in compare with MPO3H2.  Thus pH of the protein solution is 

an important parameter by varying which one can obtain its high adsorption 

and thus transport/separation across charged ultrafilter membrane. 



 

Figure 5.1.7. Binding capacity for: (A) CAS and (B) LYS solutions (5 mg/ml each 

separately) with 1- MPO3H2; 2- MCOOH; and 3- MSO3H membranes at different solution 

pH for 6 h adsorption. 

5.1.2.3. Membrane permeation studies 

To investigate the impact of the membrane forming materials, nature 

of functional groups, optimum membrane casting and gelation conditions, 

permeation characteristics of charged ultrafilter membranes were evaluated 

by their volumetric flux (Jv) under applied pressure and electric gradient, 

relevant data are presented in Fig. 5.1.8 (A&B). In all cases, straight lines 

were obtained. Hydrodynamic and electro-osmotic permeability may be 

defined by phenomenological coefficients L12 and L11, respectively by Eqs. 

2.15 and 2.18. Phenomenological coefficients (L11 and L12) were estimated 

from the slope of straight lines (Fig. 5.1.8) and are presented Table 5.1.3. 

Results revealed relatively high permeability values of these membranes. 

Among three types of functionalized membranes, MSO3H showed highest 

permeabilities (hydrodynamic and electro-osmotic), may be due to highly 

charged nature and pore dimensions. Further, the L11 values were used with 

advantage for the estimation of apparent pore radius (rp) using Hagen–

Poiseuille equation (Eq. 2.19). Estimated rp values are presented in Table 

5.1.3, for different membranes. It can be seen that although pressure driven 

permeability value (L11) for MSO3H membrane is high, its relatively low 

apparent pore radius may be explained due to its low water content (λ) values 



in comparison to MCOOH membrane. Estimated apparent pore radius of these 

membranes also suggested ultrafilter nature of these membranes as observed  

 

 

 

 

 

 

 

 

 

 

 

Figure 5.1.8. Variation of volumetric flux for: (1) MSO3H; (2) MCOOH; and (3) MPO3H2 

membranes (A) under applied current; (B) under applied pressure gradient. 

 

by MWCO studies. Also, it can be clearly noticed that nature of functional 

groups (hydrophilic nature) has pronounced effect on membrane pore 

dimensions, in spite of same membrane forming material and casting 

conditions. Also, it was very interesting to find that nature and extent of 

charge in the membrane matrix influences their flux. Also surface charge on 

a membrane has significant influence on its separation properties.  

 

Table 5.1.3. Hydrodynamic Permeability (L11), Equivalent Pore radius (rp), Electro-osmotic 

Permeability (Jv/I), and Membrane Zeta Potential () values for different membranes. 

Membrane  L11  × 10-6 

(cm3 N-1 s-1) 

rpa  

(nm) 

L12  × 10-3 

(Amp-1 cm s-1) 
 b  
(mV) 

MSO3H 1.62 11.31 0.33 5.22 

MCOOH 1.13 15.27 0.30 4.25 

MPO3H2 1.23 10.21 0.28 4.63 

 
 

Knowledge of the electrokinetic properties such as zeta potential of a 

particular membrane will be proved to be major contributing factor behind 
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the decision to implement that membrane for a specific separation process, 

as the surface charge on synthetic membrane has significant effect on its 

separation properties [35-36], and fouling tendency [37-38]. The zeta 

potential (ξ ) can be obtained from electro-osmotic permeability (L12) values 

presented in Table 5.1.3, using Smoluchowski equation (Eq. 2.16) [8,39]. 

Zeta potential values for membranes were also presented in Table 5.1.3.  

Usually, measurement of Eeff at the membrane interface is difficult, thus it is 

convenient to use current (I) for estimating electro-osmotic flux (L12 = (Jv/I)). 

In general, the zeta potential of the membranes is supposed to represent the 

charge characteristics of membrane-solution interfacial zone due to presence 

of charges at membrane surfaces. MSO3H showed relatively high ξ values (5.22 

mV), because of presence of strong acidic functional groups. Mild charged 

nature for the ultrafilter membranes are responsible for the observed zeta 

potential, and it is evident from Xm values presented in Table 5.1.1, that 

these membranes are charged in nature. Furthermore, values of zeta 

potentials of these membranes suggest their capability for charge based 

selection/rejection. 

5.1.2.4. Transmission on single protein under coupled driving forces 

  Protein transmissions across the charged ultrafilter membranes and 

its effect on the pH of the feed protein solution were studied under coupled 

driving forces (pressure and electric gradient) to investigate the effect of 

nature of charge on the protein molecule (CAS or LYS), membrane matrix and 

direction of electric polarity applied. Schematic diagrams for conventional UF 

and UF under coupled driving forces (pressure and electric gradient) using 

charged Ultrafilter membrane are presented in Fig. 5.1.9 (A&B), respectively.  

Polarity of the electric gradient (Fig. 5.1.9 (B)) was fixed in such a way, that 

positively charged protein (for example CAS+, pH<pI) was facilitated to 

migrate through negatively charged membrane from anode side compartment 

towards cathode side compartment.  Under this mode of operation, three 



 

 
Figure 5.1.9. Schematic presentation of: (A) conventional UF, and (B) UF under 

coupled driving forces using charged membrane. 
 

screening parameters such as pore size and nature of the charge on the 

membrane, and electric gradient not only enhance the protein transmission 

but membrane throughput will also increased due to the electrophoretic 

migration of the solvent along with protein. In the case, convective transport 

will be approaching towards zero and total volumetric flux obtained under 

the simultaneously active forces (pressure and electric gradient in this case) 

can be written as follows in the form of phenomenological equation (Eq. 3.8) 

based on non-equilibrium thermodynamic principle [8-32]. The experimental 

cell for this purpose has been shown in Fig. 5.1.10. 

 

 

 
 

Figure 5.1.10. Experimental cell for protein separation under coupled driving 
forces. 



In case of coupling of 

driving forces, 

(Jv)ΔE=0<(Jv)coup>(Jv)ΔP=0. Fig. 5.1.11 

presents volumetric flux of CAS 

solutions at different pH (between 

2.0 to 10.7) across MSO3H 

membrane, as a representative 

case, under constant applied 

pressure (3 × 10-11 N cm-2) without 

or with applied electric gradient. It 

can be seen that without any 

electric gradient (at 0 V/cm) and 

under constant pressure, flux 

values were lowest, which were progressively increased with the increase in 

electric gradient, especially at pH: 2. Also at pH: 5 (pI of CAS) in Jv with 

increase in applied electric gradient, was very low. While at pH: 10.7 (CAS-; 

pH>pI) no clear alteration in Jv was observed with the increase in applied 

electric gradient.  The filtrate flux is an important parameter of amelioration 

when evaluating the separation/ fractionation process. After bio-production, 

the targeted product should be quickly separated because enzyme activity 

reduced with time [16]. Here it can be seen that filtration velocity was 

accelerated by coupling of driving forces, pressure and electric gradient, for 

both type of membranes.  

pH of protein solution has marked effect on the permeation properties 

of protein during UF [7,40,41]. Volumetric flux data are also presented, as 

function of pH of the feed solution, in Fig. 5.1.12 for charged ultrafilter 

membranes under 3 × 10-11 N cm-2 applied pressure and 2.0 V/cm applied 

potential gradient. Filtrate flux was highly dependent on pH of the feed CAS 

or LYS solution. Interestingly, both protein showed highest flux below their 

pI, while at pH>pI, fluxes were almost constant. All three membranes showed 

similar type behavior, while MSO3H membrane showed comparatively highest 

Figure 5.1.11.  Variation of Jv at different pH 
of CAS solution (5 mg/ml) under 3 × 10-11 N 
cm-2 applied pressure and varied applied 

electric gradient for MSO3H membrane.  

 



filtrate flux, in spite of its low MWCO and apparent pore radius. These 

observations also verify the coupling of both the driving forces. This may be 

because of its comparatively high charge concentration (Xm) values.  Also 

alteration in the filtrate flux under different experimental conditions may be 

attributed to the combined electrophoretic and electro-osmotic effects. 

 

          
 
 

 

 
 

 

 

 

 
 

 

 
Figure 5.1.12.  Variation of volumetric flux (Jv) for: (A) CAS solution and (B) LYS solution (5 
mg/ml each) at different pH under 3 × 10-11 N cm-2 applied pressure and 2.0 V cm-1 applied 
electric gradient for: 1- MSO3H; 2- MCOOH and 3- MPO3H2 membranes. 
 

For the protein separation/ fractionation, transmission or selectivity of 

the targeted protein molecules is also an important parameter in addition to 

the throughput. Observed protein transmission (ζobs) was estimated from the 

ratio of protein concentration in the feed side to the concentrate side (Eq. 

2.23). Representative curves for CAS or LYS transmission (ζobs) against pH of 

feed solution under 3 × 10-11 N cm-2 applied pressure and 2.0 V/cm applied 

potential gradient for three membranes are presented in Figure 5.1.13 (A&B). 

It was observed that under suitable experimental conditions, coupled driving 

forces not only influenced the filtrate flux but also enhanced the protein 

transmission for charged ultrafilter membrane with different functionalities. 

Similar to the filtrate flux values, ζobs value for CAS+ or LYS+ (pH below their 

respective pI values) was very high, which reduced significantly at their pI 

(CAS or LYS) or above due to alteration in charged nature of protein with 

respect pH. Among the three types of membranes, MSO3H membrane showed 

comparatively high ζobs value, similar to data of filtrate flux. Also, these 

  



observations revealed that, at pI of CAS (pH: 5.0), relatively high difference in 

ζobs value for both proteins can be used with advantage for their separation in 

mixture. This difference in their transmission aroused due to their different 

charged nature. At pH: 5, CAS was in zwitterionic form, whereas LYS was 

LYS+ form.  Thus their transmission of proteins was highly dependent on   

 

 

 

 

 

 

 

 
 
 
 
 
 
Figure 5.1.13.  Variation of observed protein transmission (ζobs) for: (A) CAS solution and (B) 
LYS solution (5 mg/ml each) at different pH under 3 × 10-11 N cm-2 applied pressure and 2.0 V 
cm-1 applied electric gradient for: 1- MSO3H; 2- MCOOH and 3- MPO3H2 membranes. 
 

their charged nature along with applied electric gradient. Thus in this study, 

three parameters such as applied pressure, electric gradient and the nature 

of the charge on the membrane matrix govern the filtrate flux and protein 

transmission across the membranes with similar pore characteristics. Here it 

is important to record that, fouling was noticeably absent in all cases with 

less than 1% reduction in the membrane permeability after repeated use, due 

to applied electric gradient. 

5.1.2.5. Protein transmission and selectivity in the mixture of CAS and 

LYS 

The selective separation of CAS and LYS from their equi-gram mixed 

solution was carried out at different pH ranging between 2.0–13.0, where 

both existed in different ionic forms across the membranes. Representative 

ζobs values for CAS and LYS separately, when mixed protein solution was 

 



used as feed, is presented against 

pH in Fig. 5.1.14, for three 

charged ultrafilter membranes, 

under 3 × 10-11 N cm-2 applied 

pressure and 2.0 V cm-1 applied 

electric gradient.   For both 

protein, BSA and LYS, 

transmission was strongly 

dependent on the nature of the 

charge on the transmitting 

species (pH), charge nature of 

membranes and electric gradient. 

At pH: 2.0, CAS and LYS both 

existed in positively charged 

species (BSA+ or LYS+) and thus 

showed very high ζobs values due to negatively charged nature of membranes 

and applied electrical polarity. At pH: 5.0, transmission of CAS across 

charged ultrafilter membranes was relatively lower because of uncharged 

nature of permeating species (pI: 5.0). Transmission of the LYS+ at pH: 5.0, 

across the membranes were even high due to electrostatic attraction between 

migrating species and membrane interface.  Thus, at iso-electric point of CAS 

both proteins can be separated efficiently. Negatively charged membranes 

allowed high transmission of BSA+ or LYS+, while electrical gradient enhanced 

their flux in spite of similar pore dimensions. At pH: 10.7, while transmission 

of LYS0 (pI: 10.7) and CAS- were reduced significantly. Similar trends were 

also observed at higher pH. Thus selection of charged membranes with 

suitable pore dimensions and electrical polarity is very much necessary for 

electrostatic repulsion/attraction of permeating protein depending on the 

charged nature of transmitting protein species and the membrane interface. 

Also protein transmission depends on charge concentration and nature of 

functional groups on the membrane matrix. Thus it is possible to separate 

Figure 5.1.14.  ζobs values for CAS (solid 
line); and LYS (dotted line) in equilibration 
with CAS-LYS mixed solution (1 mg/ml each)  
at different pH under 3 × 10-11 N cm-2 applied 
pressure and 2.0 V cm-1 applied electric 
gradient for: 1- MSO3H; 2- MCOOH and 3- 
MPO3H2 membranes.  
 



LYS from the mixture of CAS–LYS at pH: 5.0 (pI of CAS) using negatively 

charged ultrafilter membranes with high selectivity. Also in all cases due to 

coupling of driving forces, filtrate flux and protein transmission was 

enhanced.  

Further idea about protein separation and selectivity, we can have 

from separation factor (SF) defined as the ratio of transmission of individual 

proteins from their mixture (Eq. 2.24). Estimated SF values for different 

charged ultrafilter membranes are presented in Fig. 5.1.15(A) as a function of  

pH of the mixed protein feed solution. For MPO3H2 membrane, SF values 

were comparable higher than MSO3H and MCOOH membrane, in spite of its low 

filtrate flux. Also from data it is clearly evident that separation of CAS and 

LYS can be efficiently achieved by using charged ultrafilter membrane. Also, 

SF values presented in Fig. 5.1.15(B) revealed that applied electric gradient 

further progressively enhanced the SF values, suggested highly selective 

separation of protein under coupled driving forces. However, applied electric  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
Figure 5.1.15. Separation factor (SF) as function of pH for LYS in its mixed solution with CAS 
(1 mg/ml each) under constant 3 × 10-11 N cm-2 applied pressure: (A) 2.0 V cm-1 applied 

potential for: 1- MPO3H2; 2- MCOOH and 3- MSO3H membranes; (B) for MPO3H2 membrane and 
varied applied potential: 1- 1.0 V cm-1; 2- 2.0 V cm-1 and 3- 3.0 V cm-1.   
 

gradient was so small that no denaturation of protein is possible under given 

experimental conditions [9,32]. SF values for different membrane follows the 

 



trend: MPO3H2>MCOOH>MSO3H. Thus it is possible to develop a rapid and highly 

selective protein separation method using MPO3H2 membrane under coupled 

driving forces (pressure and electric gradient). In this process no appreciable 

membrane  fouling or protein denaturation was observed, while by focusing 

one component at its iso-electric point, other component in the charged state 

(depending on pH) may be effectively separated. In this case the difference in 

the pI values of LYS and CAS was quite high, but in general cases where pI 

values were nearby, this process also can be efficiently used by varying the 

pore size of the membrane according to the molecular weight of the protein to 

be separated and with fine variations in their pH. Two screening parameters 

such as pI values and molecular size were taken in account for achieving 

high degree of selectivity. 

5.1.3. Conclusions for acid functionalized charged ultrafilter 

membranes 

Inter-polymer of PVC and styrene–divinylbenzene was prepared and 

conventional methods and thin films of desired thickness were casted. 

Partially dried films were gelated by immersing it in the deionized water for 

under optimized conditions for tailoring the pore structure of the membrane 

matrix. Different functional groups such as sulphonic-, carboxylic- or 

phosphonic acid, were introduced in the membrane matrix for the 

preparation of charged ultrafilter membrane. Introduction of functional 

groups were also identified by FTIR and ion-exchange capacity studies. TGA, 

DSC and DMA testing of these membranes revealed their thermal and 

mechanical stabilities. Electrochemical characteristics such as membrane 

conductivity; surface charge density and counter-ion transport number of 

these membranes also revealed charged nature of the membrane matrix. It 

was observed that nature of functional groups (hydrophilic nature) has 

pronounced effect on membrane pore dimensions, in spite of same membrane 

forming material and casting conditions. These membranes were employed 

for the separation of proteins from their mixture under coupled driving 

forces. Coupling of forces were also confirmed by volumetric filtrate flux 



under different charged state of permeating protein. Single protein 

transmission study revealed that, at pI of CAS (pH: 5.0), relatively high 

difference in ζobs value for both proteins can be used with advantage for their 

separation in mixture. It was concluded that separation of LYS from the 

mixture of CAS–LYS at pH 5.0 (pI of CAS) using negatively charged ultrafilter 

membranes, especially with MPO3H2 membrane, was possible with high 

selectivity. Also in all cases due to coupling of driving forces, filtrate flux and 

protein transmission was enhanced. Furthermore, applied electric gradient 

further progressively enhanced the SF values, suggested highly selective 

separation of protein under coupled driving forces. 

In the present work product yield defined as transmission through the 

membrane could be highly raised due to coupling of driving forces and three 

screening parameters such as: charge on the protein; charge on the 

membrane matrix and superimposed electric gradient. Thus this is a novel 

process using charged ultrafilter membrane for improving product purity, 

and filtration velocity (throughput). Both, the electrophoretic migration of 

molecules and the positive effect of electro-osmosis, lead to increase in 

product purity. Also, an additional driving force (electric field) could raise 

filtration velocity even when the increase in applied pressure had reached to 

its limit. Reported process is a promising tool to make downstream 

processing faster and product purer in certain fields of application.  

References 

[1] Ulbricht M. Polymer 2006;47:2217. 

[2] Baker RW, Membrane technology and applications. Wiley: 

Chichester, 2004. 

[3] Blanch HW, Clark DS. Biochemical engineering. Marcel Dekker: New 

York, 1996. 

[4] Van Reis R, Zydney AL. J Membr Sci 2007;297:16. 

[5] Nagarale RK, Gohil GS, Shahi VK. Adv Colloid Interface Sci 

2006;119:97. 



[6] Saxena A, Gohil GS, Shahi VK. Ind Eng Chem Res 2007;46:1270. 

[7]  Saxena A, Tripathi BP, Kumar M, Shahi VK. Adv Colloid Interface Sci 

2009;145:1. 

[8] Saxena A, Shahi VK. J Membr Sci 2007;299:211. 

[9] Kappler T, Posten C. J Biotechnol 2007;128:895. 

[10] Ghosh R, Cui ZF. J Membr Sci 1998;139:17. 

[11] Feins M, Sirkar KK. Biotechnol Bioeng 2004;86:603. 

[12] Maruyama T, Katoh S, Nakajima M, Nabetani H. Biotechnol Bioeng 

2001;75:233. 

[13] Saksena S, Zydney AL. Biotechnol Bioeng 1994;43:960. 

[14] Wan Y, Ghosh R, Cui Z. Biotechnol Prog 2004;20:1103. 

[15] Muller CH, Agarwal GP, Melin Th, Wintgens Th. J Membr Sci 

2003;227:51. 

[16] Shukla R, Balakrishnan M, Agarwal GP. Bioseparation 2000;9:7. 

[17] Iritani E,  Mukai Y, Kiyotomo Y. J Membr Sci 2000;164:51. 

[18] Nystrom M, Aimar P, Luque S, Kulovaara M, Colloids Surf. A: 

Physicochem Eng Aspects 1998;138:185. 

[19] Ghosh R. Biotechnol Bioeng 2001;74:1. 

[20] Ehsani N, Parkkinen S, Nystrom M. J Membr Sci 1997;123:105. 

[21] Fane AG, Fell CJD, Suki A. J Membr Sci 1983;16:195. 

[22] Burns DB, Zydney A. J Membr Sci 2000;172:39. 

[23] Cheang B, Zydney AL. Biotechnol Bioeng 2003;83:201. 

[24] Carlsson N, Sanandaji N, Voinova M, Akerman B. Langmuir 2006;22: 

4408. 

[25] Lilley KS, Razzaq A, Dupree P. Curr Opin Chem Biol 2001;6:46. 



[26] Hulteen JC, Jirage KB, Martin CR. J Am Chem Soc 1998;120:6603. 

[27] Chun KY. Langmuir 2002;18:4653. 

[28] Kubota N, Miura S, Saito K, Sugita Watanabe K, Sugo T. J Membr Sci 

1996;117:135.  

[29]  Wang DIC, Sinskey AJ, Sonoyama T. Biotechnol Bioeng 

1969;11:987. 

[30] Dukhin SS, Derjaguin BW, in: Matijevic E. (Ed.), Surface and Colloid 

Science, Wiley: New York, 1974. 

[31] Larsson K. Desalination 1980;35:105. 

[32] Breslau BR, Testa AJ, Milnes BA, Medjanis G. in: Cooper, A. R. (Ed.), 

Plenum Press: New York, 1980. 

[33] Kim KJ, Fane AG, Nystrom M, Pihlajamaki A, Bowen WR, Mukhtar H. 

J Membr Sci 1996;116:149. 

[34] Reis RV, Brake JM, Charkoudian J, Burns DB, Zydney AL. J Membr 

Sci 1999;159:133. 

[35] Ricq L, Narcon S, Reggiani JC, Pagetti j. J Membr Sci 1999;156:81. 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

          

           CHAPTER VI 

 

ELECTROCHEMICAL 

MEMBRANE REACTOR 

 
 



6.1. Separation and ion substitution for the recovery of 

lactic acid from lactates salt 

Lactic acid has a wide range of applications in the food, 

pharmaceutical, and cosmetics industries [1-3]. In recent years, growing 

demand for biodegradable polymers, substitutes for conventional plastic 

materials, and new materials for specific uses such as controlled drug 

delivery or artificial prostheses have drawn attention to efforts to improve 

conventional processes for lactic acid production [4-6]. Lactic acid is 

currently manufactured either by fermentation or by chemical synthesis. 

Whereas the chemical synthesis route produces only a racemic mixture of 

lactic acid, a fermentation process can produce a single stereoisomer of lactic 

acid [7]. Approximately 50% of lactic acid is produced by microbial 

fermentation, whereas the remainder is manufactured by chemical synthesis 

[8]. Products of biological origin are preferred by the food industry and 

consumers; thus, microbial fermentation must be cost competitive with 

chemical synthesis. The efficiency and economics of lactic acid production by 

fermentation are still problematic from several points of view. The medium 

and composition of the fermentation broth play a vital role in the 

improvement of lactic acid production [3,9]. Therefore, current research 

efforts are focused on identifying effective, efficient, and economic 

downstream processes to recover lactic acid from the fermentation broth [1]. 

A number of processes for lactic acid recovery from fermentation broth 

without precipitation have been studied: solvent extraction [10] adsorption 

[11] direct distillation [12] and electrodialysis [7,13,14]. These processes can 

make lactic acid recovery simpler and can reduce waste generation. The 

solvent extraction process is disadvantageous because of unfavourable 

distribution coefficients. It also suffers from the environmental and economic 

problem of solvent loss. The adsorption process requires regeneration of the 

ion-exchange resin and adjustment of the feed pH to increase the sorption 

efficiency, necessitating large amounts of chemicals. Direct distillation can 

form high-boiling internal esters as dimers and polymers during the 



distillation process [12]. Electrodialysis is an attractive process in terms of 

being a fast treatment, providing effective removal of non-ionic molecules, 

concentrating the product, and generating no by-products [15]. Several 

researchers have proposed the possibility of using electrodialysis for in situ 

lactate recovery to reduce product inhibition in batch fermentation 

[1,2,7,16,17]. Also, a two-stage electrodialysis method for the recovery of 

lactic acid from fermentation broth, involving desalting of lactate salt from 

fermentation broth and acidification of the purified lactate salt by water-

splitting electrodialysis, has been reported in the literature [7,18]. In the first 

step of desalting, sodium lactate is recovered, purified, and concentrated. In 

the water-splitting or acidification step, lactic acid is regenerated from 

sodium lactate, and sodium hydroxide is recovered. Recently, bipolar 

membrane electrodialysis has been developed for the conversion of salts into 

the corresponding acid and base [19,20]. This is a two-step process and 

involves an electrodialysis unit with several cell pairs of cation- and anion-

exchange membranes, which, in turn, increases the downstream processing 

cost of lactate fermentation. To develop a single-step and environment-

friendly process for the separation of lactates from fermentation broth and 

their acidification to produce lactic acid, an electrochemical membrane 

reactor based on an anion-exchange membrane was developed. Its 

performance was studied using standard sodium and ammonium lactate 

solutions of known concentrations, separately under different experimental 

conditions. In this reactor lactate ions are crossing the anion-exchange 

membrane, which cannot be crossed by uncharged carbohydrates, 

polysaccharides, and other colouring agents even under an applied potential 

gradient. Thus, it is possible to separate the lactates from fermentation broth 

and acidify them using this technique. The influence of different operating 

conditions on the process was investigated to assess the economic suitability 

of the process. 

6.1.1. Materials and preparation of interpolymer type of anion-

exchange membrane  



Analytical reagent grade lactic acid was purchased from Sigma-Aldrich 

Chemicals, and NaOH, NH4OH, and other reagents were obtained from S. D. 

Fine Chemicals India and were used with out further purification. Sodium 

lactate (LaNa) solutions were prepared by titrating lactic acid (LaH) with 

NaOH at pH 7. Doubly distilled water was used for the preparation of all 

solutions. The anion-exchange membrane (AEM) used in this work was 

prepared in our laboratory by a procedure reported earlier [21,22]. Numerous 

versatile applications of electrodialysis with this membrane have been 

developed because of its high ionic conductivity and chemical and 

mechanical stabilities [23,24]. It is basically an interpolymer of polyethylene 

and styrene-divinylbenzene copolymer and was prepared by the 

polymerization of styrene and divinylbenzene in the presence of polyethylene 

(60-40% blend of HDPE and LDPE) as a binder and benzoyl peroxide as an 

initiator at 103 °C in xylene. The obtained polymer was precipitated and 

palletized. A thin film was obtained by blow film extrusion and was later 

converted into an AEM by subsequent cholromethylation and amination. The 

membrane was conditioned by treatment with 1M HCl and 1M NaOH 

successively and then washed thoroughly with distilled water before its use. 

6.1.2. Results and discussion for electrochemical membrane 

reactor   

The physicochemical and electrochemical properties of the anion-

exchange membrane used in this investigation are presented in Table 6.1.1. 

The quite high permselectivity and low membrane resistance reveal that this 

membrane is suitable for electro-membrane applications. Furthermore, the 

chemical and mechanical stabilities of this membrane are also attractive 

features. For any electro-membrane application, it is necessary to have an 

idea of the membrane conductivity under actual operating conditions. The 

specific membrane conductivity (km) was estimated by the Eq. (2.20). The 

variation of km for the membrane in equilibrium with lactic acid and sodium 

lactate of different concentrations is depicted in Fig. 6.1.1. The conductivity 

values for the membrane in equilibrium with LaH decreased with 



concentration, whereas in case of LaNa, they progressively increased. The 

membrane conductivity is highly dependent on the ionic concentration in the 

membrane/solution interfacial zone. 

This variation can be attributed to (i) 

ion association in the high-

concentration LaH solution and/or 

(ii) formation of LaH molecular 

layers on the anion-exchange 

membrane surface. Factor (ii) is 

expected to reduce the membrane 

flux upon prolonged use, which was 

not observed experimentally in the 

present case. Factor (i), on the other 

hand,  

Table 6.1.1. Physicochemical and 

electrochemical properties of anion-

exchange membrane. 

Properties Anion-

exchange 

membrane 

thickness (mm) 0.15 

water content 

(%) 

16.0 

ion-exchange 
capacity 
(mequiv/g of 
dry membrane) 

1.69 

permselectivitya 0.93 

membrane 

resistanceb ( 

cm2) 

5.32 

               a permselectivity value was estimated from membrane potential measurements in equilibration with NaCl solutions of 0.10            

and 0.01 M concentrations. 
         b membrane resistance was measured in equilibration with 0.10 M NaCl solution. 
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would result in fewer free mobile ions at higher concentration and cause a 

decrease in the membrane conductivity. It seems that factor (i) is responsible 

for the observed variation of membrane conductivity with LaH concentration. 

The fraction of the organic acid species that exist in ionized form depends on 

the pH of the solution, which is, consequently, a strong influence on the 

performance of electro-membrane processes. The fraction can be obtained by 

consideration of appropriate dissociation reactions. For lactic acid (LaH) and 

sodium lactate (LaNa) in monovalent anionic form, we must consider Eq. 6.1 

and 6.2, respectively. 

     )1.6(1 LaHKLaHHLaLaH                                                              
         

     )2.6(2 LaNaKLaNaNaLaLaNa  
    

 

The dissociation constant for LaH (K1) is always lower than that for 

LaNa (K2), which results in a relatively higher number of ionic species for a 

LaNa solution than for an LaH solution of the same molarity. Because of the 

higher concentration of ionic species in LaNa solution, the conductivity of a 

membrane in equilibrium with it is higher than that of a membrane in 

equilibrium with a LaH solution of the same concentration. Furthermore, the 

membrane conductivity values under both conditions were good, indicating 

the efficient performance of the AEM under the applied operating conditions. 

6.1.2.1. Single step separation and ion substitution 

Single-step separation and ion substitution of LaNa solution was 

carried out in the electrochemical membrane reactor as described in Fig. 

2.12.1. This single-step process involves two stages: (i) In the transfer stage, 

lactate ion (La-) is transferred from the catholyte to the anolyte across the 

AEM under an applied potential gradient. (ii) In the acid formation stage, La- 

forms the corresponding acid by combining with H+ produced at the anode 

through the oxidative electrode reaction. A schematic representation of the 



possible lactate-ion transfer and electrode reactions is depicted in Fig. 6.1.2. 

Lactic acid is inert to electrode reactions. Therefore, the cathode reaction is 

                                                 

        

And the anode reaction is    

                           

Two electrons produced at the anode are consumed at the cathode, and thus, 

this is a two-electron process. The whole reaction can be regarded as a water 

splitting process. We can write the overall electrochemical reaction for the 

single-step separation and ion substitution of lactate as follows 

LaNa + 3/2H2O   LaH + NaOH + O2 + H2.                  (6.3) 

Experiments on the single-step separation and ion substitution of 

LaNa were carried out at varied applied potential gradients using different 

concentrations of LaNa solution in the catholyte with water initially being fed 

through the anolyte at a fixed flow rate.  

 

 

 

 

 

 

 

 

 

 

 

Figure 6.1.2. Schematic presentation of possible lactate ion transfer and electrode reactions. 

The variations of the current density with time at different applied potential 

gradients for 0.50 M LaNa solution as the catholyte feed and for varied 

concentrations of LaNa at constant applied potential gradient (8.0 V cm-1) are 

H2O             2H+ + 1/2O2  + 2e- 

2H2O + 2e-             2OH- + H2  
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presented in Fig. 6.1.3 (A and B), respectively. For both cases, the current 

increased with time and attained a limiting value. The mass transfer 

performance and water splitting of this process are highly dependent on the 

current. At the beginning of the experiments, anolyte through which water 

was initially recirculated offered high electrical resistance.  

 

 

  

 

 

 

 

 

 

 
 
 
Figure 6.1.3. Variation of current with time during separation and ion substitution for the 
recovery of LaH (A) at different applied potential using 0.5 M LaNa in the catholyte; (B) at 
different concentration of LaNa in the catholyte and 8.0 V cm-1 applied potential,  

 

With the onset of La- migration from the catholyte to the anolyte and 

formation of LaH in the anolyte, the electrical resistance offered by the 

anolyte decreased progressively, resulting in an increase in the current at 

constant applied potential gradient.  
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Figure 6.1.4. Variation of anolyte and catholyte pH values with electric quantity for: (A) 0.5 M 
LaNa in the catholyte at 6.0 V cm-1 applied potential; (B) 1.0 M LaNa in the catholyte at 8.0 V 
cm-1 applied potential. 

After a certain time, both streams became conductive, and thus, the current 

passing through the electrochemical reactor attained the limiting value in all 

cases. Fig. 6.1.4 shows the variation of the pH values of the catholyte and 

anolyte during the progress of the separation and ion substitution as a 

function of the total number of coulombs passed for a representative case. As 

discussed above, there was progressive formation of alkali in the catholyte 

and lactic acid in the anolyte. 

6.1.2.2. Influence of applied potential gradient and lactate concentration on 

lactic acid flux 

The lactate flux from the 

catholyte to the anolyte or 

rate of formation of LaH in the 

anolyte (J) in case of negligible 

volume change can be defined 

as [25]. 

)4.6(0

t

CC

A

V
J ta




  

where C0 and Ct are the initial 

and final (at time t) 

concentrations of LaH in the 

anolyte (mol m-3), Δt is the time 

allowed for the electro-membrane 

process (s), Va is the total volume 

of anolyte (m3), and A is the 

effective membrane area (m2). In 

this case, no appreciable volume 

changes were observed in either 

compartment during the 

 
3

5

7

9

0.50 M

1.0 MA

 

1.5

3.5

5.5

7.5

0 20000 40000 60000

Electric quantity (coulombs)

J
, 

1
0

-1
0
 (

m
o
l 
m

-2
 s

-1
)

1- 6.0 V cm
-1

2- 8.0 V cm
-1

3- 10.0 V cm
-1

1

2

3
B

Figure 6.1.5. Dependence of lactate flux on the 
electric quantity (A) at different concentration of 
LaNa in the catholyte and 8.0 V cm-1 applied 
potential; (B) at different applied potential using 
0.5 M LaNa in the catholyte. 

 



experiments. The effects of the applied potential gradient and lactate 

concentration in the catholyte are presented in Fig. 6.1.5(A and B), 

respectively. For each case, the J values are proportional to the current 

passing through the membrane reactor cell under the given experimental 

conditions. At the beginning of the experiments, the electrical resistance of 

the membrane reactor was very high because one compartment (anolyte) was 

initially fed with distilled water and because the absence of electroactive 

species in the anolyte initially 

contributed to high membrane 

reactor resistivity. As the 

experiments progressed, La- was 

transferred from the catholyte to the 

anolyte, and simultaneously H+ was 

formed through water splitting and 

the oxidation of oxygen. These 

processes led to an increase in the 

concentration of electroactive species 

in the anolyte with time and, thus, to 

a simultaneous increase in the 

current of the system at constant 
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applied potential. The electrical resistance of the catholyte also decreased 

with time because of the formation of highly conductive OH- at the cathode. 

Furthermore, the rate of transfer of La-, and thus the rate of formation of 

LaH, depended on the applied potential gradient and concentration of LaNa. 

Thus, single-step separation and ion substitution for the recovery of LaH 

using a membrane reactor can be well optimized for a highly efficient process. 

Fig. 6.1.6 shows the variation of the La- flux with the initial LaNa 

concentration in the catholyte. The 

J value initially increased with the 

concentration of LaNa, and above 

a 1 M concentration of LaNa, it 

followed downward trend. 

Throughout the process of LaH 

production, OH- competes with 

La-. The transport number of 

these anions in the membrane 

phase depends on their 

concentration and mobility. 

Generally, the OH- concentration 

in the catholyte depends on the 

applied potential or current flowing through the membrane reactor. At 

constant applied potential, the current strength of the system also increases 

with the LaNa concentration or, equivalently, with the La- concentration in 

the catholyte, which, in turn, is associated with the formation of more OH- at 

the cathode, especially at higher LaNa concentrations. Thus, the resulting 

increase in the migration of OH- from the catholyte to the anolyte, in addition 

to La because of its extremely high concentration in catholyte, might be 

responsible for the observed downward trend in J at LaNa concentrations in 

the catholyte above 1M. The concentration of LaH recovered from the anolyte 

is also presented in Fig. 6.1.7 as a representative case at varied applied 

potential gradients and 0.50M LaNa initial concentration in the catholyte. 
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Moreover, for any process, study of the recovery of the product is highly 

important to predict its commercial viability. LaH recovery can defined as 

)5.6(100cov
00

tt VC

VC
eryreLaH   

where C0 and Ct are the initial concentration of LaNa in the catholyte and the 

concentration at time t of LaH in the anolyte, respectively, and V0 and Vt are 

the volumes of the catholyte and anolyte, respectively, which are equal in this 

case. LaH recovery values are presented in Fig. 6.1.8 for different 

experimental conditions. The LaH recovery increased with the applied 

potential, and above 10.0 V cm-1, it approached a limiting value of about 82% 

for the same feed of the catholyte (0.50 M LaNa). It seems that, under the 

experimental range and conditions, the electromigration of H+ occurs from 

the anode chamber to the cathode chamber, particularly at high applied 

potential gradient, which slows the transfer of La- from the cathode chamber 

to the anode chamber and, thus, slows the formation of LaH. Furthermore, 

the LaH recovery was highly dependent on the initial concentration of LaNa 

in the catholyte. Thus, it is necessary to optimize the applied potential and 

other process parameters, such as energy consumption and current 

efficiency, to achieve a high recovery of LaH. 

 

 

 

 

 

 

Figure 6.1.8. Dependence of lactic acid recovery, 6 h process time on: (A) applied potential for 
0.5 M LaNa in the catholyte; (B) concentration of LaNa in the catholyte at 8.0 V cm-1 applied 
potential.  
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Energy consumption and current efficiency are important 

parameters for assessing the suitability of any electrochemical process 

for practical application. The energy consumption (W, kWh/kg of lactic 

acid produced) of single step separation and ion substitution process 

under recirculation mode of operation can be obtained from Eq. (6.6) 

[24] 

   


t

w

dtIV
kgkWhW

0

1 )6.6  

Where V is the applied voltage, I the current, t the time allowed for 

electrochemical process and w is the weight of LaH formed in the 

anolyte. Also, current efficiency values were estimated by using Eq. (6.7) 

[24]. 

   )7.6100%
QM

Fw
CE   

where F is the Faraday constant (26.8 A h), M is the molecular weight of LaH 

(90.8 g/mol), and Q is the electric quantity (A h). An electrochemical process 

must not only be technically feasible, but should also be less expensive. To 

evaluate the economic feasibility of the 

modified process, the specific energy 

consumptions and current efficiencies 

values under different operation 

conditions were calculated, and the 

results are presented in Fig. 6.1.9 and 

Table 6.1.2 for different applied 

potentials and different initial LaNa 

concentrations in the catholyte. As 

seen in Fig. 6.1.9(B), the energy 

consumption increases with the 

applied potential, whereas the opposite 

trend can be observed for the CE 
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values under similar operating conditions Fig. 6.1.9(A). Interestingly, the W 

and CE values at constant applied potential for different initial 

concentrations of LaNa in the catholyte (Table 6.1.2) reveal that these process 

parameters are independent of the LaNa concentration. Thus, only the 

applied potential gradient has a high impact on the energy efficiency of the 

process. At high potential, the concentration of H+ in the anolyte will be quite 

large because of increased water splitting, and the electro-transport of H+ 

also consumes part of the energy, resulting in an increase in energy 

consumption and a decrease in the current efficiency of the process. 

Furthermore, the minimum value of energy consumption was 6.7 kWh/kg, 

and the maximum value was 11.6 kWh/kg, which indicates the economic 

feasibility of the single-step separation and ion substitution process using a 

membrane reactor. 

Table 6.1.2. Lactic acid concentration in the anolyte, energy consumption and current 

efficiency data at 8.0 V cm-1 applied potential for LaNa solutions with different 
concentration taken in the catholyte for different process time. 
 

 

 

 

6.1.2.4. Single step separation 

and ion substitution synthetic 

LaNH4 solution and fermentation 

broth 

The single-step separation 

and ion substitution of an LaNH4 

solution with a 1.0M initial 

concentration in the catholyte at 

 

LaNa conc. 
in 

catholyte 

(M) 

Process 
time 

(h) 

LaH 
conc. in 

anolyte 

(M) 

energy 
consumption 

(kWh/kg of LaH) 

current 
efficiency 

(%) 

0.50 6.0 0.395 6.29 35.98 

0.70 6.5 0.556 6.28 36.16 

1.00 7.0 0.740 6.23 37.92 

1.40 8.0 0.984 6.19 38.08 
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8.0 V cm-1 applied potential was also carried out in the electrochemical 

membrane reactor as a representative case, and flux data are presented in 

Fig. 6.1.10 in comparison to those for LaNa solution under similar 

conditions. The LaNH4 solution exhibited a relatively higher flux than the 

LaNa solution. Here, the electro-migration of OH- is competing with that of 

La-, and it is easy for the former to be captured by NH4
+, resulting in a higher 

flux of La- across the anion-exchange membrane. For the fermentation broth 

containing Ca2+, Mg2+, and other cations, a similar case will exist. Detailed 

process parameters are presented in Table 6.1.3 in comparison to those for 

LaNa. It can be seen that, for about the same final degree of LaH recovery 

from 1.0M LaNa solution, many more coulombs were consumed than for an 

equi-molar LaNH4 solution. Furthermore, in the former case, the energy 

consumption was quite high, and the current efficiency value was low in 

comparison to the latter case. Experimental data for the separation of La- 

from the fermentation broth and its subsequent acidification are also 

presented in Table 6.1.3, along with the composition of the broth. Different 

parameter values reveal that the process was more efficient than that for the 

synthetic LaNa solution, possibly because of the high salt concentration in 

the broth, which might have contributed to a reduction in the membrane 

reactor resistance and thus resulted lower energy consumption and higher 

current efficiency.  

 

Table 6.1.3.  In situ separation and ion substitution data for synthetic LaNa and LaNH4 (1.0 
M) solutions and concentrated fermentation broth (37.5 g L-1 lactate concentration) taken in 
catholyte at 8.0 V cm-1 applied potential for 6 h process time. 
 

Parameters LaNa LaNH4 Ferment
ation 
broth 

electric quantity (coulombs) 56484 42520 50124 

recovery of LaH (%) 74.0 70.3 78.3 

energy consumption (kWh/kg 
of LaH) 

6.23 4.28 5.02 

current efficiency (%) 37.92 55.15 47.64 

 



*Compositions of fermentation broth - Conductivity: 35.8 mS cm-1; pH: 4.04; Colour: dark brown; Cations: 
(K+, Na+, NH4

+, Ca2+, Mg2+) 19.3 g L-1; Anions: (Cl−, NO3
−, PO43−, SO42−) 15.5 g L-1; Lactate: 37.5; Free amino 

acids: 26.13 g L-1; Sugars: (glucose, fructose, sucrose, arabinose, xylose, galactose, mannitol) 38.34 g L-1. 

 

These data reveal that the separation of lactate from its ammonium 

salt and the conversion of LaH are relatively more efficient than the 

corresponding process for the sodium salt. Also, the results suggest that the 

electrochemical membrane reactor is an efficient and simple tool for the 

recovery lactates from uncharged molecules such as polysaccharides, 

carbohydrates, and other colouring agents because these molecules are not 

able to cross the anion-exchange membrane. Therefore, the single-step 

separation and ion substitution of lactates from fermentation broth also can 

be efficiently achieved for the production of LaH in downstream processing. 

6.1.3. Conclusions for electro chemical membrane reactor  

In downstream processing for the separation of lactates from 

fermentation broth and their conversion to lactic acid, a single step process 

using an electrochemical membrane reactor, based on an in-house-prepared 

anion-exchange membrane, was developed. It was observed that La- ions 

were able to cross this membrane easily and efficiently under an applied 

potential gradient and in situ ion substitution was achieved by formation of 

H+ in the anolyte as a result of oxidative water splitting, with OH- formation 

occurring in the catholyte. The flux of lactate (J) was strongly dependent on 

the applied potential gradient and the initial concentration of La- in the 

anolyte and about 70-82% recovery of lactic was achieved under different 

operating conditions. The minimum values of energy consumption for sodium 

lactate and ammonium lactate were found to be 6.23 and 4.28 kWh/kg, 

respectively. In addition, the energy consumption and current efficiency 

values for the recovery and ion substitution of LaNa from concentrated 

fermentation broth were observed to be about 5.02 kWh/kg and 47.64%, 

respectively, for a completely optimized experiment. The fact that these 

energy consumption values are higher than those reported for the separation 

of LaNa by conventional electrodialysis might be because of water oxidation 



and reduction at the anode and cathode, which was essential for the in situ 

ion substitution. Nevertheless, it is necessary to develop a more efficient 

anion exchange membrane with low resistivity and high selectivity for lactate 

and hydroxyl ions, to reduce energy consumption and enhance current 

efficiency of the process. Moreover, the achievement of separation and ion 

substitution in a single step without any additive or regeneration is the novel 

feature of the reported process. In this process, La- crosses the AEM, which 

cannot be crossed by uncharged molecules such as polysaccharides, 

carbohydrates, and other colouring agents, so that the separation of lactates 

and conversion to lactic acid can be easily achieved using fermentation broth. 

Additionally, this new technique could provide a simple separation process 

for biomolecules such as citrate, format, gluconate, etc., and ion substitution 

to produce the corresponding acid in a simple manner with higher efficiency 

and recovery ratio and lower energy consumption. 
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